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COUNTY OF SAN DIEGO TRACT 5505R

VESTING TENTATIVE MAP
OTAY BUSINESS PARK
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RECORDED SEPTEMBER 22, 2011 AS FILE NO. 2011-0492242, OF "OFFICIAL RECORDS.

EASEMENT NOTES

1. WITH THE APPROVAL OF THE FINAL MAP(S), FOR THE DRAINAGE TO MEXICO, EASEMENTS
SHALL BE DEDICATED TO THE COUNTY OF SAN DIEGO OVER DETENTION BASINS,
APPURTENANT STRUCTURES AND ACCESS ROUTES (SAID ROUTES NECESSARY TO MAINTAIN
THE -FOREGOING) TO A COUNTY MAINTAINED ROAD. THIS REQUIRES HYDROLOGIC AND
HYDRAULIC REPORTS TO ENSURE APPROPRIATE PRIVATE STORMWATER DETENTION
FACILITIES SUCH THAT PEAK STORMWATER FLOWS FROM THE ENTIRE SITE REMAIN THE
SAME AS BEFORE THE PROJECT WAS DEVELOPED. ALL OF THE FOREGOING SHALL BE TO
THE SATISFACTION OF THE DIRECTOR OF PUBLIC WORKS.

2. ANY DESIGNATED BIOLOGICAL OPEN SPACE SHALL COMPLY WITH COVENANTS AND
RESTRICTIONS IDENTIFIED IN THE OTAY BUSINESS PARK E.L.R. AND BIOLOGICAL REPORT.

3. LIMITED BUILDING ZONE. ALL LOTS AFFECTED SHALL COMPLY WITH-BUILDING RESTRICTIONS
AS IDENTIFIED IN THE OTAY BUSINESS BUSINESS PARK ENVIRONMENTAL IMPACT REPORT
AND FIRE PROTECTION PLAN.

ENGINEER PRIOR TO PLACEMENT. OPEN-GRADED, HIGHLY PERMEABLE MATERIAL SHALL NOT BE
USED AS BACKFILL.

CMP RISER, HOT-DIPPED GALVANIZED 12-GAUGE, 2-2/3 INCH X 1/2 INCH CORRUGATIONS.

- DIAMETER PER PLANS. CUT FIVE HORIZONTAL SLOTS OF 1/4 INCH X 10 INCHES (EQUALLY
SPACED AROUND CIRCUMFERENCE). FIRST ROW TO BE 4 INCHES BELOW UNIVERSAL BAND
COUPLER. SECOND ROW TO BE STAGGERED AT 5-1/3 INCHES BELOW FIRST ROW. CONTINUE
STAGGERED ROWS UNTIL 24 INCHES ABOVE SOFFET OF PRIVATE STORM DRAIN PIPE.

SEDIMENT SHALL BE REMOVED WHENEVER STORAGE CAPACITY (AT DEPTH 'H') HAS BEEN ACHIEVED.

SEDIMENT SHALL BE DISPOSED OF IN SUCH A MANNER THAT WILL PREVENT ITS RETURN TO THE
DESILTING BASIN OR MOVEMENT INTO DOWNSTREAM AREAS DURING SUBSEQUENT RUNOFF. THE
DESILTING BASINS ARE PRIVATE FACILITIES, AND THE COUNTY WILL NOT BE RESPONSIBLE FOR
THEIR MAINTENANCE.

PVT. TEMPORARY EROSION CONTROL DESILTING BASIN
NO SCALE

BETWEEN CITY OF SAN DIEGO CONTROL MONUMENTS 1494 AND 1496 AS SHOWN ON
RECORD OF SURVEY 14492 BEARING: NORTH 44°35'23" WEST

LEGAL DESCRIPTION
PARCEL 1:

THE SOUTHEAST QUARTER OF SECTION 31, TOWNSHIP 18 SOUTH, RANGE 1 EAST,
SAN BERNARDINO BASE AND MERIDIAN, IN THE COUNTY OF SAN DIEGO, STATE OF
CALIFORNIA, ACCORDING TO THE OFFICIAL PLAT THEREOF.

EXCEPTING THEREFROM THAT PORTION CONVEYED TO UNITED STATES OF AMERICA,
IMMIGRATION AND NATURALIZATION SERVICE BY DEED RECORDED APRIL 7, 2000, AS
FILE NO. 2000-0177412, OFFICIAL RECORDS. '

PARCEL 2:

AN EASEMENT FOR INGRESS AND EGRESS OVER THE EASTERLY 30 FEET OF THE
WEST ONE—HALF OF SECTION 31, TOWNSHIP 18 SOUTH, RANGE 1 EAST, SAN
BERNARDINO BASE AND MERIDIAN, IN THE COUNTY OF SAN DIEGO, STATE OF
CALIFORNIA, ACCORDING TO THE OFFICIAL PLAT THEREOF. oo
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EXISTING EASEMENT LIST
SEE FIRST AMENDED PRELIMINARY REPORT (P.R.) BY CHICAGO TITLE COMPANY, ORDER NO.
122007050-U50, DATED JANUARY 27, 2014. ITEMS LISTED BELOW ARE SHOWN IN THE
P.R. AND AFFECT THE SUBJECT PROPERTY ASSESSOR'S PARCEL NO. 648—-070-21. KEY NOTES SHEET INDEX
PLOTTABLE ITEMS ARE DENOTED THUS: WITH LOCATIONS KEYED THE SAME HEREON. DEBRIS RACK CAGE (1) PROPOSED DRAINAGE DETENTION BASIN (HYDROMODIFICATION BMP) C1  VESTING TENTATIVE MAP
: " C-2  CROSS SECTIONS & TYPICAL SECTIONS
20" WIDE EASEMENT TO OTAY MUNICIPAL WATER DISTRICT FOR PIPELINES. 3/4" GRAVEL \q (2) SEE PRELIMINARY ROUTE STUDIES FOR ROADWAY ELEVATION ON CIRCULATION ELEMENT ROADWAYS. C=3  PRELIMINARY CRADING PLAN
RECORDED JUNE 5, 1968 AS FILE NO. 93912, OF OFFICIAL RECORDS. MOUND AROUND , ~ _
e 7 PIPE (1.5 HIGH) 2 ot pLANS) (3) PROPOSED 20° WIDE ACCESS AND UTILTY EASEMENT. €25 PRELMINARY ROUTE STUDY — SEMPRE VIVA ROAD
20° WIDE EASEMENT -TO OTAY MUNICIPAL WATER DISTRICT FOR PIPELINES. =y SLOPE 1/ % (4) PROPOSED 30" WIDE ACCESS AND UTILITY EASEMENT. C-6  PRELIMINARY ROUTE STUDY — SIEMPRE VIVA ROAD
8, . : . % ST~ -7 PRELIMINARY TUDY — ALTA ROA
RECORDED JANUARY 6, 1970 AS FILE NO. 2033, OF OFFICIAL RECORDS VARIES 8 Yy SLOPE VARIES =G e RELIMINARY ROUTE STUDY — ALTA ROAD
, STORM DRAIN SIZE & PER EACH BASIN - - PER EACH BASIN =7 @DRAINAGE DETENTION BASIN MAINTENANCE ACCESS ROAD PER COUNTY OF SAN DIEGO STANDARDS. Cc-8 PRELIMINARY ROUTE STUDY - ENRICO FERMI DRIVE
@ 30° WIDE EASEMENT TO OTAY MUNICIPAL WATER DISTRICT FOR PIPELINES. L2 . C_9  SEWER ALIGNMENT .
RECORDED FEBRUARY 26, 1974 AS FILE NO. 74-051081, OF OFFICIAL RECORDS. SLOPE PER PLANS — MIN. | ELEVATION GRADING QUANTITIES ASSESSOR'S PARCEL NUMBER C-10  GRADING PLAN CONFORMANCE NOTES
| ~—— 1" MIN. CRADED AREA: 161.6¢ 648—070-21
30° WIDE EASEMENT IN BENEFIT OF SUBJECT PROPERTY (SEE LEGAL DESCRIPTION, PARCEL N\ ] 1 85’?058 Aﬁ?ﬁfés- e fz?siogchE?D 648-070-21
2) FOR INRESS/EGRESS, PIPLINES, DRAINAGE AND/OR PUBLIC. UTILITES AND INCIDENTAL === P.CC FILLET FILL QUANTITES: 1135000 CYD TAX RATE AREA
. PURPOSES ‘THERETO OVER, UNDER, ALONG AND ACROSS THE EASEMENT PARCEL(S) SEE NOTE % PER PLANS . ’;%R %264 LRADNS% MPORT /EXPORT" 0 oD : 84035
THEREIN DESCRIBED, AS GRANTED AND/OR RESERVED IN VARIOUS DEEDS OF RECORD. - - - -
: P.C.C. ANCHOR BLOCK 12" MIN. NOTE: GRADING QUANTITIES ARE ESTIMATED FOR PERMIT PURPOSES ONLY AND ARE EXISTING SLOPE ANALYSIS TABLE
( i ) 40 WIDE EASEMENT TO SAN DIEGO GAS & ELECTRIC FOR PUBLIC UTILITIES.
RECORDED MARCH 24, 1999, AS FILE NO. 1999-0191043, OF OFFICIAL RECORDS. SURROUND ﬁ/’jfg.,g)f( QYT ET PR NOT INTENDED TO BE USED AS FINAL PAY QUANTITIES. 0-15% SLOPES 158.83% AC.
~ 15-25% SLOPES 1.32+ AG.
('8) IRREVOCABLE OFFER TO DEDICATE LAND FOR PUBLIC HIGHWAY TO COUNTY OF SAN DIEGO. WELDED WIRE FABRIC. BASIS OF BEARINGS R 271 AC
RECORDED SEPTEMBER 22, 2011 AS FILE NO. 2011-0492241, OF OFFICIAL RECORDS. SAS LT BeATIN 4 : :
' HE' - BEAR FOR T v s T ? 50% OR GREATER SLOPES | 0.18+ AC.
IRREVOCABLE OFFER TO DEDICATE LAND FOR SEWER PURPOSES TO COUNTY OF SAN DIEGO. NOTE: TRENCH BACKFILL SHALL CONSIST OF NATIVE MATERIALS, APPROVED BY THE SOILS HE BASIS OF BEARINGS FOR THIS SURVEY IS THE NAD 83, ZONE 6 GRID BEARING TOTAL 161.60+ AC.

ZONING APN 648-070-21

ZONE
USE REGULATIONS 588
ANIMAL REGULATIONS -
DENSITY -
LOT SIZE 30,000
@[ BUILDING TYPE W
= O| MAX. FLOOR AREA -
S S| _FLOOR AREA RATIO 0.40
o3 HEIGHT R
W& | LOT COVERAGE 0.40
SETBACK v
OPEN SPACE -
SPECIAL AREA REGULATIONS| B & POR. G

LOT AREAS

TOTAL LOT AREA  143.4% AC.
ON-SITE ROAD AREA  18.2+ AC.
TOTAL PROJECT AREA  161.6+ AC.

LEGEND

NO. | ACREAGE

] 1.06 (SEWER PUMP STATION)] DESCRIPTION

2 1.79

3 1.80 PROPOSED LOT NUMBER
4 1.80

5 =77 SUBDIVISION BOUNDARY
6 3.87 INTERNATIONAL BORDER

7 3.34

8 2.44 EXISTING CONTOUR

9 2.31

0 2.59 PROPOSED LOT LINE

" 3.14 PROPOSED RIGHT-OF —WAY
12 2.46

13 2.14 PROPOSED RIGHT-OF—WAY SR-11
14 2.70

5 273 EXISTING EASEMENT

16 2.75 FUTURE RIGHT—OF—WAY
17 2.39

18 1.96 EXISTING WATER LINE

19 2.79

0 .23 PROPOSED SEWER LINE
21 2.25 PROPOSED WATER LINE
22 1.72

23 2.59 PROPOSED STORM DRAIN
24 2.14

75 56 PROPOSED EASEMENT

26 3.36 PROPOSED WING-TYPE HEADWALL
27 2.88

28 2.84 PROPOSED CATCH BASIN
‘3?3 Z'g; RIP RAP

51 6.9 PROPOSED FORCE MAIN
32 4.35

33 4.06 PROPOSED PUMP STATION
34 43.12 (FUT. CALTRANS R/W)
“A" | 5.43 (DETENTION BASIN LoT)| SLOPE RATIO

B” 3.09 (DETENTION BASIN LOT)| prOPOSED GONTOUR

DAYLIGHT LINE
FLOWAGE
DRIVEWAY LOCATION

SYMBOL

SD

1P|

2:1 MAX FILL
- 1.5:1 MAX CUT

ennl
1500}
- A — —— — —— — —— -

—~t———

%

(APPROXIMATE — SEE GENERAL NOTE 23 BELOW)

AREA TABLE:

GROSS ACREAGE WITHIN SUBDIVISION BOUNDARY: 161.6+ ACRES

PROPOSED FUTURE CALTRANS RIGHT-OF-WAY (LOT 34): 43.1% ACRES

PROPOSED ON-SITE PUBLIC ROADWAYS (EXCLUDING FUTURE CALTRANS R/W): 18.2+ ACRES

PROPOSED ON-SITE DETENTION BASINS (LOTS "A" & "B"): — 8.5t ACRES

PROPOSED ON-SITE SEWER PUMP STATION FACILITY (LOT 1): 1.1+ ACRES
90.7+ ACRES

TOTAL DEVELOPABLE LOT AREA (EXCLUD.ES LOTS "A",_"B", 1 AND 34):

GENERAL NOTES

1. AREA BREAKDOWN (SEE AREA TABLE ABOVE)

2. TOTAL NUMBER OF LOTS: 36 (32 COMMERCIAL/INDUSTRIAL LOTS, 2 ON-SITE DETENTION BASINS (LOTS "A" & "B"),
1 LOT (LOT 34) RESERVED FOR FUTURE SR—11 RIGHT-OF—WAY AND 1 LOT (LOT 1) RESERVED FOR SEWER PUMP

STATION FACILITY).
3. EXISTING ZONING - S-88

~

PROPOSED ZONING - S-88

© ® N o o

MINIMUM INDUSTRIAL LOT SIZE:

GENERAL PLAN LAND USE DESIGNATION:

1.72+ ACRES.

GENERAL PLAN REGIONAL CATEGORY: VILLAGE

SPECIFIC PLAN AREA

SPECIAL ASSESSMENT ACT PROCEEDINGS — MAY BE REQUESTED FOR THIS PﬁOJECT.
PARK LAND DEDICATION NOT REQUIRED IN AN INDUSTRIAL ZONE.

COMMUNITY PLAN OR SUBREGIONAL PLAN: OTAY MESA SUBREGIONAL PLAN, EAST OTAY MESA SPECIFIC PLAN

10. STREET LIGHTS WILL BE INSTALLED TO COMPLY WITH THE REQUIREMENTS SPECIFIED BY THE COUNTY STANDARDS.

11. ALL LOTS WITHIN THIS SUBDIVISION HAVE A MINIMUM OF 100 SQUARE FEET OF SOLAR ACCESS FOR EACH FUTURE
DWELLING/COMMERCIAL /INDUSTRIAL UNIT ALLOWED BY THIS SUBDIVISION.

12. SOURCE OF TOPOGRAPHY: PHOTOGRAMMETRY PREPARED BY PHOTO GEODETIC CORPORATION. DATE OF

PHOTOGRAPHY: OCTOBER 15, 2009
13. DISTRICTS / UTILITY SERVICE PROVIDERS:

SEWER — SAN DIEGO COUNTY SANITATION DISTRICT

WATER - OTAY WATER DISTRICT

GAS & ELECTRIC - SDG&E
TELEPHONE - AT&T

FIRE — SAN DIEGO RURAL FIRE PROTECTION DISTRICT
STREET LIGHTING - COUNTY OF SAN DIEGO

14, ALL PROPOSED UTILITIES TO BE UNDERGROUND EXCEPT WATER TREATMENT SWALES.
15. ALL ON-SITE STREETS WILL BE PUBLIC.

16. IMPROVEMENTS, EASEMENTS AND DEDICATIONS WILL COMPLY WITH THE REQUIREMENTS SPECIFIED IN THE COUNTY

STANDARDS.

17. ALL EXISTING EASEMENTS NOT REMAINING IN USE SHALL BE VACATED PRIOR TO RECORDATION OF THE FINAL
MAP(S) SUBJECT TO THE SATISFACTION THE DIRECTOR OF PUBLIC WORKS.

18. STORM WATER DETENTION SHALL BE PROVIDED IN ACCORDANCE WITH THE REQUIREMENTS OF THE EAST OTAY MESA
SPECIFIC PLAN. THIS DETENTION WILL BE ACCOMPLISHED THROUGH UTILIZATION OF 2 DETENTION BASINS TO SERVE

THE OVERALL PROJECT.
19. LAMBERT COORDINATES:

138-1785

20. THIS PLAN IS PROVIDED TO ALLOW FOR FULL AND ADEQUATE DISCRETIONARY REVIEW OF A PROPOSED
DEVELOPMENT PROJECT. THE PROPERTY OWNER ACKNOWLEDGES THAT ACCEPTANCE OR APPROVAL OF THIS PLAN
DOES NOT CONSTITUTE AN APPROVAL TO PERFORM ANY GRADING SHOWN HEREON, AND AGREES TO OBTAIN VALID
GRADING PERMISSIONS BEFORE COMMENCING SUCH ACTIVITY.

21. THIS PROJECT IS A MULTI-UNIT SUBDIVISION. MULTIPLE FINAL MAPS MAY BE FILED PURSUANT TO SECTION 66456.1

OF THE SUBDIVISION MAP ACT

22. PRIOR TO THE APPROVAL OF ANY SITE PLAN FOR ANY DEVELOPMENT PROPOSAL WITHIN THE NOISE PROTECTION

EASEMENT, THE APPLICANT SHALL:

M-N-2: THE PERMIT COMPLIANCE ENGINEER SHALL ENSURE THAT ON-SITE GRADING OPERATIONS DO NOT OCCUR WITHIN
225 FEET OF ANY PROPERTY LINE THAT ABUTS PROPERTIES WHERE ACTIVE GRADING ACTIVITES ARE OCCURRING.
ON-SITE GRADING ACTIVITIES ADJACENT TO THE PROPERTY LINE MAY OCCUR iF GRADING ACTIVITIES FOR ADJACENT
PROPERTIES ARE OCCURRING AT A MINIMUM DISTANCE OF 225 FEET FROM THE SHARED PROPERTY LINE. THE PERMIT
COMPLIANCE ENGINEER (AS DEFINED IN SECTION 87.420 OF THE COUNTY GRADING ORDINANCE) SHALL DEMONSTRATE
COMPLIANCE WITH THIS REQUIREMENT IN THE REGULAR REPORTS REQUIRED PURSUANT TO SECTION 87.420(A) OF THE
COUNTY'S GRADING ORDINANCE. THE REGULAR REPORTS SHALL IDENTIFY ANY DAYS WHERE GRADING ACTIVITIES WERE
RESTRICTED ON-SITE OR ON ADJACENT PROPERTIES IN ORDER TO ENSURE A MINIMUM DISTANCE OF 225 FEET BETWEEN

GRADING ACTIVITIES.

23. PROPOSED DRIVEWAY LOCATIONS SHOWN HEREON ARE APPROXIMATE. PRIVATE DRIVEWAY LOCATIONS MAY VARY
FROM THE LOCATIONS SHOWN HEREON DEPENDANT UPON THE NEEDS OF FUTURE DEVELOPMENT OF INDIVIDUAL LOTS
AND ARE SUBJECT TO A SITE DEVELOPMENT PLAN REVIEW AND APPROVAL.

OWNER/SUBDIVIDER

OTAY BUSINESS PARK

4370 LA JOLLA VILLAGE DRIVE, SUITE 640

SAN DIEGO, CA 92122
PHONE: 858-535-9047
FAX: 858-535-9100
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EX. 16" WATER MAIN
TO BE REMOVED (PER OMWD)

TYPICAL SECTION 98' R/W
ALTA ROAD — ONSITE
(NORTH OF SIEMPRE VIVA ROAD)
4 LANE MAJOR
NOT TO SCALE

*14’ MEDIAN TO BE DEFERRED
UNTIL ALL PROPOSED UTILITIES PER TRACT 5566
"HAWANO SUBDIVISION” ARE CONSTRUCTED

PROP SEWER BY TRACT 5405-1 "OTAY CROSSINGS"——
PROP RELOCATED 24" WATER MAIN m
D

(PER OMWD) @

7!
O\—— (WHERE FEASIBLE)
PROP STORM DRAIN
AVAILABLE LOCATION FOR UTILITY

PROP RECLAIMED WATER MAIN  (TRACT 5566 "HAWANO")

_
R/W l@ R/W
98’
49’ 49’
' : ; : ; ; : " LANDSCAPE EA T
2 LANDSCAPI—;EASEMENT 3 37 7 7 32 0 L/z LANDSCAPE EASEMEN
> 7 ) ) MEDIAN' CONST. 6" TYPE B-1 MEDIAN CURB ' | e 1
PAVEMENT
S 7 HALFWIDTH TO BE (DEFERRED CONSTRUCTION) 7 431 o
1.5" | PER COUNTY 5* | DEFERRED UNTIL | 5 PAVEMENT PER 1.5
1.5 BY OTHERS ARE COMPLETE COUNTY STANDARDS 1.5%
—— 2% MIN 2% M/N
, i_]o’ i_]o’ : - 4" SIDEWALK
9 . 8 | 10 EX. 24" WATER MAIN 20 ‘ks TYPE G
¢ 70" BE RELOCATED 10 10 / CURB & GUTTER = GRASS LINED SWALE
PROP BY-PASS STORM DRAIN — 2" WEST (PER OMWD

PROP DUAL SEWER FORCE MAINS —

PROP RELOCATED 24" WATER MAIN
(PER OMWD)

|
/)‘ O— (WHERE FEASIBLE)
EX. 16" WATER MAIN PROP STORM DRAIN
TO BE REMOVED (PER OMWD) AVAILABLE LOCATION FOR UTILITY

PROP RECLAIMED WATER MAIN  (TRACT 5566 "HAWANO")
TYPICAL SECTION 98’ R/W
ALTA ROAD — ONSITE
(SOUTH OF SIEMPRE VIVA ROAD)
4 LANE MAJOR
NOT TO SCALE

*14’' MEDIAN TO BE DEFERRED
UNTIL ALL PROPOSED UTILITIES PER TM 5566
"HAWANO SUBDIVISION" ARE CONSTRUCTED

T
&2/

R/W ¢ R/W

98
49 49’ 2 LANDSCAPE EASEMENT
10° 32’ 7 7" 32 10

MEDIAN PAVED 6" TYPE B—1 CURB (TYP) 7' 3 (‘,\)‘

WITH COLORED :
PAVEMENT PER 1.5
COUNTY STANDARDS %

CONCRETE PER
2% MIN.

2' LANDSCAPE EASEMENT

SPECIFIC PLAN

\_

o 6" TYPE G
CURB & GUTTER

6" TYPE G

TYPICAL SECTION 98' R/W CURB & GUTTER

-2 AIRWAY ROAD - OFFSITE
SIEMPRE VIVA ROAD - OFFSITE
(BETWEEN AIRWAY PLACE AND ALTA ROAD)

4 LANE MAJOR
NOT TO SCALE

(WHERE FEASIBLE)

/HY TYPICAL SECTION 88' R/W
\C-2/ GENESIS ROAD (WEST OF PARAGON ROAD)
PARAGON ROAD (NORTH OF ENTERPRISE ROAD)
ENTERPRISE ROAD

4 | ANE INDUSTRIAL COLLECTOR
NOT TO SCALE

l
R/W ?lf R/W
98’
29 49’ \
. 0 | 30 7 7 30 0 \Jz LANDSCAPE EASEMENT
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WORK TO BE DONE

1 THE IMPROVEMENTS CONSIST OF THE FOLLOWING WORK TO BE DONE ACCORDING TO
2 THESE PLANS AND THE SPECIFICATIONS AND STANDARD DRAWINGS OF THE COUNTY
3 PRELIMINARY GRADING PLAN OF SAN DIEGO.

4 PRELIMINARY ROUTE STUDY — AIRWAY ROAD STANDARD SPECIFICATIONS:

5 PRELIMINARY ROUTE STUDY — SIEMPRE VIVA ROAD 1. STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION "GREEN BOOK”

6 PRELIMINARY ROUTE STUDY — SIEMPRE VIVA ROAD (LATEST EDITION), INCLUDING THE REGIONAL AND CITY OF SAN DIEGO

7 PRELIMINARY ROUTE STUDY — ALTA ROAD SUPPLEMENT AMENDMENT.

8 PRELIMINARY ROUTE STUDY — ENRICO FERMI DRIVE 2. SAN DIEGO COUNTY GRADING ORDINANCE.

9 SEWER ALIGNMENT “

{0 CRADING PLAN CONFORMANCE NOTES 3. CALIFORNIA DEPARTMENT OF TRANSPORTATION, “ MANUAL OF TRAFFIC CONTROLS

FOR CONSTRUCTION AND MAINTENANCE WORK ZONES,” (LATEST EDITION).

4. STATE OF CALIFORNIA, DEPARTMENT OF TRANSPORTATION, STANDARD
SPECIFICATIONS (LATEST EDITION).

STANDARD DRAWINGS:

1. THE CURRENT SAN DIEGO AREA REGIONAL STANDARD DRAWINGS.

2. STATE OF CALIFORNIA, DEPARTMENT OF TRANSPORTATION, STANDARD PLAN
(LATEST EDITION).
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/4" GRAVEL \‘ ADVISORY NOTE ON
MOUND AROUND WO STORMWATER OBLIGATIONS:
J: PIPE (1.5" HIGH
\/\\\«\4/7 ( / INEET L/(PER PLANS) 31 1. THE ACTIVITIES SHOWN ON THE PLANS ARE SUBJECT TO
== SLOPE VARIES = SLOPE VARIES =~ ENFORCEMENT UNDER PERMITS FROM THE SAN DIEGO
PER EACH BAS == FACH BAGN </ REGIONAL WATER QUALITY CONTROL BOARD AND MUST
STORM DRAIN SIZE & N [ PER ALSO COMPLY WITH THE REQUIREMENTS OF THE SAN DIEGO
SLOPE PER PLANS MIN. | ELEVATION COUNTY MUNICIPAL STORM WATER PERMIT. THIS INCLUDES
_>| Y REQUIREMENTS FOR MATERIALS AND WASTES CONTROL,
| ' EROSION CONTROL, AND SEDIMENT CONTROL ON PROJECT
PCC FILLET CONSTRUCTION SITES. THE PERMITTEES OF OPERATIONS
T PER CALTRANS SHOWN ON THESE PLANS ARE OBLIGATED TO INSURE
, COMPLIANCE WITH ALL APPLICABLE STORM WATER
SEE NOTE BELOW fL PER PLANS I N STD. PLAN D=96 REGULATIONS AT ALL TIMES. THE PERMITTEE SHALL ALSO
P.CC ANCHOR BLOCK 12" MIN. KEEP A COPY OF THE SWPPP (STORM WATER POLLUTION
SURROUND RISER & OUTLET PIPE PREVENTION PLAN) ON SITE AND AVAILABLE FOR REVIEW
REINFORCE W/ 6” X 6" X10 GAUGE BY COUNTY.
WELDED WIRE FABRIC.
2. DURING THE RAINY SEASON THE AMOUNT OF EXPOSED SOIL
ALLOWED AT ONE TIME SHALL NOT EXCEED THAT WHICH
NOTE: TRENCH BACKFILL SHALL CONSIST OF NATIVE MATERIALS, APPROVED BY THE SOILS ENGINEER PRIOR géNASEHégIIEZQEUDATA%gN?RII(\Z)ITEIEEEE\/EITITTSIE ZRQE&ZTTYOROMWNER
TO PLACEMENT. OPEN-GRADED, HIGHLY PERMEABLE MATERIAL SHALL NOT BE USED AS BACKFILL. e OF AL SUPPLIES NEEDED FOR BMP MEASURES SHALL
CMP RISER, HOT-DIPPED GALVANIZED 12-GAUGE, 2-2/3 INCH X 1/2 INCH CORRUGATIONS. DIAMETER PER PLANS. BE RETAINED ON THE JOB SITE IN A MANNER THAT ALLOWS

FULL DEPLOYMENT AND COMPLETE INSTALLATION IN 48

CUT FIVE HORIZONTAL SLOTS OF 1/4 INCH X 10 INCHES (EQUALLY SPACED AROUND CIRCUMFERENCE). FIRST ROW HOURS OR LESS OF A FORECAST RAIN.

TO BE 4 INCHES BELOW UNIVERSAL BAND COUPLER. SECOND ROW TO BE STAGGERED AT 5-1/3 INCHES BELOW

FIRST ROW. CONTINUE STAGGERED ROWS UNTIL 24 INCHES ABOVE SOFFET OF PRIVATE STORM DRAIN PIPE. 3. NO AREA BEING DISTURBED SHALL EXCEED 50 ACRES AT
ANY GIVEN TIME WITHOUT DEMONSTRATING TO THE SAN
MAINTENANCE DIEGO COUNTY DPW DIRECTOR’S SATISFACTION THAT
SEDIMENT SHALL BE REMOVED WHENEVER STORAGE CAPACITY (AT DEPTH 'H') HAS BEEN ACHIEVED. SEDIMENT ADEQUATE EROSION AND SEDIMENT CONTROL CAN BE
SHALL BE DISPOSED OF IN SUCH A MANNER THAT WILL PREVENT ITS RETURN TO THE DESILTING BASIN OR MAINTAINED.  ANY DISTURBED AREA THAT IS NOT ACTIVELY
MOVEMENT INTO DOWNSTREAM ARFAS DURING SUBSEQUENT RUNOFF. THE DESILTING BASINS ARE PRIVATE CRADED FOR 10 DAYS MUST BE FULLY PROTECTED FROM
FACILITIES, AND THE COUNTY WILL NOT BE RESPONSIBLE FOR THEIR MAINTENANCE EROSION. ~UNTIL ADEQUATE LONG-TERM PROTECTIONS ARE
’ : INSTALLED, THE DISTURBED AREA SHALL BE INCLUDED
WHEN CALCULATING THE ACTIVE DISTURBANCE AREA. ALL
PVT. TEMPORARY EROSION CONTROL DESILTING BASIN EROSION CONTROL MEASURES SHALL REMAIN INSTALLED
NO SCALE AND MAINTAINED DURING ANY INACTIVE PERIOD.
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EXISTING EASEMENT LIST

SEE FIRST AMENDED PRELIMINARY REPORT (P.R.) BY CHICAGO TITLE COMPANY, ORDER NO.
122007050-U50, DATED JANUARY 27, 2014. ITEMS LISTED BELOW ARE SHOWN IN THE
P.R. AND AFFECT THE SUBJECT PROPERTY ASSESSOR'S PARCEL NO. 648-070-21.
PLOTTABLE ITEMS ARE DENOTED THUS:Q WITH LOCATIONS KEYED THE SAME HEREON.

@ 20" WIDE EASEMENT TO OTAY MUNICIPAL WATER DISTRICT FOR PIPELINES.
RECORDED JUNE 5, 1968 AS FILE NO. 93912, OF OFFICIAL RECORDS.

@ 20" WIDE EASEMENT TO OTAY MUNICIPAL WATER DISTRICT FOR PIPELINES.
RECORDED JANUARY 6, 1970 AS FILE NO. 2033, OF OFFICIAL RECORDS.

@ 30" WIDE EASEMENT TO OTAY MUNICIPAL WATER DISTRICT FOR PIPELINES.
RECORDED FEBRUARY 26, 1974 AS FILE NO. 74-051081, OF OFFICIAL RECORDS.

@ 30" WIDE EASEMENT IN BENEFIT OF SUBJECT PROPERTY (SEE LEGAL DESCRIPTION, PARCEL
2) FOR INRESS/EGRESS, PIPLINES, DRAINAGE AND/OR PUBLIC UTILITES AND INCIDENTAL
PURPOSES THERETO OVER, UNDER, ALONG AND ACROSS THE EASEMENT PARCEL(S)
THEREIN DESCRIBED, AS GRANTED AND/OR RESERVED IN VARIOUS DEEDS OF RECORD.

@ 40" WIDE EASEMENT TO SAN DIEGO GAS & ELECTRIC FOR PUBLIC UTILITIES.
RECORDED MARCH 24, 1999, AS FILE NO. 1999-0191043, OF OFFICIAL RECORDS.

IRREVOCABLE OFFER TO DEDICATE LAND FOR PUBLIC HIGHWAY TO COUNTY OF SAN DIEGO.
RECORDED SEPTEMBER 22, 2011 AS FILE NO. 2011-0492241, OF OFFICIAL RECORDS.

@ IRREVOCABLE OFFER TO DEDICATE LAND FOR SEWER PURPOSES TO COUNTY OF SAN DIEGO.
RECORDED SEPTEMBER 22, 2011 AS FILE NO. 2011-0492242, OF OFFICIAL RECORDS.

EASEMENT NOTES

1. WITH THE APPROVAL OF THE FINAL MAP(S), FOR THE DRAINAGE TO MEXICO, EASEMENTS
SHALL BE DEDICATED TO THE COUNTY OF SAN DIEGO OVER DETENTION BASINS,
APPURTENANT STRUCTURES AND ACCESS ROUTES (SAID ROUTES NECESSARY TO MAINTAIN
THE FOREGOING) TO A COUNTY MAINTAINED ROAD. THIS REQUIRES HYDROLOGIC AND
HYDRAULIC REPORTS TO ENSURE APPROPRIATE PRIVATE STORMWATER DETENTION
FACILITIES SUCH THAT PEAK STORMWATER FLOWS FROM THE ENTIRE SITE REMAIN THE
SAME AS BEFORE THE PROJECT WAS DEVELOPED. ALL OF THE FOREGOING SHALL BE TO
THE SATISFACTION OF THE DIRECTOR OF PUBLIC WORKS.

2. ANY DESIGNATED BIOLOGICAL OPEN SPACE SHALL COMPLY WITH COVENANTS AND
RESTRICTIONS IDENTIFIED IN THE OTAY BUSINESS PARK E.LR. AND BIOLOGICAL REPORT.

3. LIMITED BUILDING ZONE. ALL LOTS AFFECTED SHALL COMPLY WITH BUILDING RESTRICTIONS
AS IDENTIFIED IN THE OTAY BUSINESS BUSINESS PARK ENVIRONMENTAL IMPACT REPORT
AND FIRE PROTECTION PLAN.
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EROSION AND SEDIMENT CONTROL MEASURES NOTES:

1. ALL UTILITY TRENCHES SHALL BE BLOCKED AT THE PRESCRIBED INTERVALS WITH A DOUBLE ROW OF GRAVEL BAGS WITH A TOP
ELEVATION. TWO GRAVEL BAGS BELOW THE GRADED SURFACE OF THE STREET. GRAVEL BAGS ARE TO BE PLACED WITH LAPPED COURSES.

2. AFTER UTILITY TRENCHES ARE BACK FILLED AND COMPACTED, THE SURFACES OVER SUCH TRENCHES SHALL BE MOUNDED SLIGHT TO
PREVENT CHANNELING OF WATER IN THE TRENCH AREA. CARE SHOULD BE EXERCISED TO PROVIDE FOR CROSS FLOW AT FREQUENT INTER
INTERVALS WHERE TRENCHES ARE NOT ON THE CENTERLINE OF A CROWNED STREET.

3. ALL BUILDING PADS SHOULD BE SLOPED TOWARDS THE DRIVEWAYS AND VELOCITY CHECK DAMS PROVIDED AT THE END OF THE DRIVEWAY
APRON OF ALL DRIVEWAYS DRAINING INTO THE STREET.

4. PROVIDE VELOCITY CHECK DAMS IN ALL UNPAVED GRADED CHANNELS.

5. PROVIDE VELOCITY CHECK DAMS IN ALL STREET AREAS. VELOCITY CHECK DAMS MAY BE CONSTRUCTED OF GRAVEL BAGS, TIMBER, OR
OTHER EROSION RESISTANT MATERIAL APPROVED BY THE COUNTY ENGINEER, AND SHALL EXTEND COMPLETELY ACROSS THE STREET OR
CHANNEL AT RIGHT ANGLES TO THE CENTERLINE. VELOCITY CHECK DAMS MAY ALSO SERVE AS SEDIMENT TRAPS.

6. GRAVEL BAGS AND FILL MATERIAL SHALL BE STOCKPILED AT INTERVALS, READY FOR USE WHEN REQUIRED.

7. ALL EROSION CONTROL DEVICES WITHIN THE DEVELOPMENT SHOULD BE MAINTAINED DURING AND AFTER EVERY RUNOFF PRODUCING STORM.
IF POSSIBLE, MAINTENANCE CREWS WOULD BE REQUIRED TO HAVE ACCESS TO ALL AREAS.

8. ANY PROPOSED ALTERNATE CONTROL MEASURES MUST BE APPROVED IN ADVANCE BY ALL RESPONSIBLE AGENCIES; LE., COUNTY
ENGINEER, DEPARTMENT OF SANITATION AND FLOOD CONTROL, OFFICE OF ENVIRONMENTAL MANAGEMENT, ETC.

9. PHYSICAL STABILIZATION THROUGH USE OF GEOTEXTILES, MATS, FIBER ROLLS (SS—7 OR ESC20), BONDED FIBER MATRIX OR
OTHER MATERIAL APPROVED BY THE COUNTY FOR STABILIZING SLOPES.

10. VEGETATION STABILIZING USING HYDROSEED (SS—4 OR ESC10) OR ACCEPTABLE LANDSCAPING MAY BE USED ONLY MAY 1 TO
AUGUST 15. VEGETATION PROPOSED TO STABILIZE SLOPES MUST BE INSTALLED BY AUGUST 15, WATERED AND ESTABLISHED
PRIOR TO OCTOBER 1. THE PROPERTY OWNER OR AUTHORIZED AGENT SHALL SHOW ON THE PLAN A CONTINGENCY
PHYSICAL BMP TO BE INSTALLED BY OCTOBER 1 IF HYDROSEED ESTABLISHMENT DOES NOT OCCUR BY THAT DATE. IF
LANDSCAPING IS PROPOSED, EROSION CONTROL MEASURES MUST ALSO BE USED WHILE LANDSCAPING IS BEING ESTABLISHED.
ESTABLISHED VEGETATION SHALL HAVE A SUBSURFACE MAT OF INTERTWINED MATURE ROOTS WITH A UNIFORM VEGETATIVE
COVERAGE OF 70 PERCENT OF THE NATURAL VEGETATIVE COVERAGE OR MORE ON ALL DISTURBED AREAS.

11. ALL MANUFACTURED SLOPES AND CLEARED SLOPES OF 3 TO 1 (HORIZONTAL TO VERTICAL) AND STEEPER ARE TO BE
PROTECTED WITH A BMP APPROVED BY THE COUNTY OF SAN DIEGO. CLEARED SLOPES FLATTER THAN 3 TO 1 MUST STILL
BE PROTECTED FROM EROSION USING EITHER AN APPROVED BMP OR BY USING HYDROMULCH WITH A GUAR BINDER. FLAT
AREAS OF LESS THAN 5% (LIKE BUILDING PADS, PARKING AREAS, LEACH FIELDS) SHALL HAVE 100% PROTECTION USING
GEOTEXTILES, MATS (SS—7 OR ESC20), OR OTHER MATERIAL APPROVED BY THE COUNTY FOR STABILIZING SLOPES, OR USING
TRACKING AND SOIL STABILIZERS/BINDERS (SS—5), TEMPORARY SEEDING (SS—4), MULCH/WOOD CHIPS (SS—-3, SS—6, SS—8),
OR JUTE MATTING (SS—7). THE COUNTY MAY REDUCE THIS REQUIREMENT FOR FLAT AREAS AND THE BELOW REQUIREMENT,
PROVIDED FULL SEDIMENT CONTROL IS PROVIDED THROUGH CONSTRUCTED AND MAINTAINED DESILTATION BASINS (SC-2) AT
ALL PROJECT DISCHARGE POINTS.

12. AREAS OF GRADED PADS THAT HAVE ACTIVE STRUCTURE CONSTRUCTION UNDERWAY MAY BE PROTECTED BY ROLLED PLASTIC
AS PART OF A WEATHER—-TRIGGERED ACTION PLAN UNTIL THE STRUCTURE'S ROOF HAS BEEN COMPLETED. THE REMAINDER
OF THE PAD AREA MUST CONTINUE TO BE PROTECTED USING EROSION CONTROL MEASURES IDENTIFIED ABOVE.

13. UNPAVED ROADS SHALL HAVE APPROPRIATE BMP'S INSTALLED SUCH AS GRAVEL BAG CHEVRONS.
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KEY NOTES

@PROPOSED DRAINAGE DETENTION BASIN (HYDROMODIFICATION BMP)

@SEE PRELIMINARY ROUTE STUDIES FOR ROADWAY ELEVATION ON CIRCULATION ELEMENT ROADWAYS.
@PROPOSED 20" WIDE ACCESS AND UTILITY EASEMENT.

@PROPOSED 30" WIDE ACCESS AND UTILITY EASEMENT.

@DRAINAGE DETENTION BASIN MAINTENANCE ACCESS ROAD PER COUNTY OF SAN DIEGO STANDARDS.

LEGAL DESCRIPTION

PARCEL 1:

THE SOUTHEAST QUARTER OF SECTION 31, TOWNSHIP 18 SOUTH, RANGE 1 EAST, SAN BERNARDINO BASE AND
MERIDIAN, IN THE COUNTY OF SAN DIEGO, STATE OF CALIFORNIA, ACCORDING TO THE OFFICIAL PLAT THEREOF.

EXCEPTING THEREFROM THAT PORTION CONVEYED TO UNITED STATES OF AMERICA, IMMIGRATION AND
NATURALIZATION SERVICE BY DEED RECORDED APRIL 7, 2000, AS FILE NO. 2000-0177412, OFFICIAL RECORDS.

PARCEL 2:
AN EASEMENT FOR INGRESS AND EGRESS OVER THE EASTERLY 30 FEET OF THE WEST ONE-HALF OF SECTION 31,

TOWNSHIP 18 SOUTH, RANGE 1 EAST, SAN BERNARDINO BASE AND MERIDIAN, IN THE COUNTY OF SAN DIEGO,
STATE OF CALIFORNIA, ACCORDING TO THE OFFICIAL PLAT THEREOF.

ASSESSOR'S PARCEL NUMBER GRADING QUANTITIES
648-070-21

GRADED AREA (ONSITE): 161.60+ ACRES
CUT QUANTITIES: 1,135,000 CY

BASIS OF BEARINGS FILL QUANTITIES: 1,135,000 CY
IMPORT/EXPORT: 0 CY

THE BASIS OF BEARINGS FOR THIS SURVEY IS THE NOTE: GRADING QUANTITIES ARE ESTIMATED

NAD 83, ZONE 6 GRID BEARING BETWEEN CITY OF FOR PERMIT PURPOSES ONLY AND ARE

SAN DIEGO CONTROL MONUMENTS 1494 AND 1496 NOT INTENDED TO BE USED AS FINAL PAY

AS SHOWN ON RECORD OF SURVEY 14492 BEARING: QUANTITIES.

NORTH 44°35'23" WEST

GENERAL NOTES (PRELIMINARY GRADING)

1. THIS "PRELIMINARY GRADING PLAN” DOES NOT CONSTITUTE A CONSTRUCTION DOCUMENT. A FINAL
GRADING PLAN, PREPARED (TO THE SATISFACTION OF THE DIRECTOR OF PUBLIC WORKS) IN
ACCORDANCE WITH COUNTY GRADING ORDINANCE SHALL BE SUBMITTED TO THE DEPARTMENT OF
PUBLIC WORKS. APPROVAL OF THE FINAL GRADING PLAN SHALL BE REQUIRED AND GRADING
PERMIT ISSUED PRIOR TO ANY WORK IN THE FIELD.

2. A CONSTRUCTION, EXCAVATION OR ENCROACHMENT PERMIT FROM THE DIRECTOR OF PUBLIC WORKS
WILL BE REQUIRED FOR ANY WORK IN THE COUNTY RIGHT—OF—-WAY.

3. ALL SLOPES OVER 3 FEET IN HEIGHT SHALL BE PLANTED IN ACCORDANCE WITH SAN DIEGO
COUNTY SPECIFICATIONS.

4. A SOILS REPORT SHALL BE REQUIRED PRIOR TO THE ISSUANCE OF A GRADING AND/OR BUILDING PERMIT.

APPROVAL OF THESE PLANS BY THE DIRECTOR OF PUBLIC WORKS DOES NOT AUTHORIZE ANY
WORK OR GRADING TO BE PERFORMED UNTIL THE PROPERTY OWNER'S PERMISSION HAS BEEN
OBTAINED AND A VALID GRADING PERMIT HAS BEEN ISSUED.

6. THE DIRECTOR OF PUBLIC WORKS APPROVAL OF THESE PLANS DOES NOT CONSTITUTE COUNTY
BUILDING OFFICIAL APPROVAL OF ANY FOUNDATIONS FOR STRUCTURES TO BE PLACED ON THE
AREA COVERED BY THESE PLANS. NO WAIVER OF THE GRADING ORDINANCE REQUIREMENTS
CONCERNING MINIMUM COVER OVER EXPANSIVE SOILS IS MADE OR IMPLIED (SECTIONS 87.403 &
87.410). ANY SUCH WAIVER MUST BE OBTAINED FROM THE DIRECTOR OF DPLU.

7. ALL SLOPES SHALL BE ROUNDED INTO EXISTING TERRAIN TO PRODUCE A CONTOURED TRANSITION
FROM CUT OR FILL FACES TO NATURAL GROUND AND ABUTTING CUT OR FILL SURFACES.

8. NOTWITHSTANDING THE MINIMUM STANDARDS SET FORTH IN THE GRADING ORDINANCE AND
NOTWITHSTANDING THE APPROVAL OF THESE PRELIMINARY GRADING PLANS, THE PERMITTEE IS
RESPONSIBLE FOR THE PREVENTION OF DAMAGE TO THE ADJACENT PROPERTY. NO PERSON SHALL
EXCAVATE ON LAND SO CLOSE TO THE PROPERTY LINE AS TO ENDANGER ANY ADJOINING PUBLIC
STREET, SIDEWALK, ALLEY, FUNCTION OF ANY SEWAGE DISPOSAL SYSTEM, OR ANY OTHER PUBLIC
OR PRIVATE PROPERTY, WITHOUT SUPPORTING AND PROTECTING SUCH PROPERTY FROM SETTLING,
CRACKING, EROSION, SILTING, SCOUR OR OTHER DAMAGE WHICH MIGHT RESULT FROM THE GRADING
DESCRIBED ON THIS PLAN. THE COUNTY WILL HOLD THE PERMITTEE RESPONSIBLE FOR CORRECTION
OF NON-DEDICATED IMPROVEMENTS WHICH DAMAGE ADJACENT PROPERTY.

9. ALL GRADING DETAILS WILL BE IN ACCORDANCE WITH SAN DIEGO COUNTY STANDARD DRAWINGS
DS-8, DS-10, DS—11, D-75 UNLESS SHOWN OTHERWISE ON THESE PLANS.

10. SLOPE RATIOS:
CutT - 21
FILL = 2:1
DEVIATING FROM THE ABOVE RATIOS WILL REQUIRE
APPROVAL OF THE DIRECTOR OF PUBLIC WORKS AFTER
REVIEW OF A REPORT FROM A SOILS ENGINEER.
11. EARTHWORK QUANTITIES:

CUT: 1,135,000+ CY
FILL: 1,135,000+ CY
IMPORT/EXPORT: 0 C.y.

A SEPARATE PERMIT MUST BE OBTAINED FOR WASTE OR IMPORT AREA.
GRADING QUANTITIES ARE APPROXIMATE AND ARE PROVIDED HEREON FOR PERMIT PURPOSES
ONLY. QUANTITIES ARE BASED ON THE DIFFERENCE BETWEEN THE EXISTING SURFACES AND
PROPOSED PAD/SUBGRADE SURFACES. VARIATIONS DUE TO LOSS FROM CLEARING AND GRUBBING,
STRIPPING, SHRINKAGE, SWELL, UNSUITABLE MATERIAL & REMEDIAL GRADING ARE NOT CONSIDERED
NOR FACTORED INTO THESE QUANTITIES. CONTRACTOR SHALL VERIFY QUANTITIES WITH THEIR OWN
VOLUME CALCULATIONS. CONTRACTOR SHALL BE RESPONSIBLE FOR DETERMINING THEIR OWN
INDEPENDENT QUANTITY AND MATERIAL TAKE OFFS AND CONSTRUCT THE DESIGN INDICATED ON
THESE DRAWINGS, PROJECT TO BE BID BASED ON CONTRACTOR'S OWN ESTIMATES.

12. SPECIAL CONDITION: IF ANY ARCHAEOLOGICAL RESOURCES ARE DISCOVERED ON THE SITE OF THIS
GRADING DURING GRADING OPERATIONS, SUCH OPERATIONS WILL CEASE IMMEDIATELY, AND THE
PERMITTEE WILL NOTIFY THE DIRECTOR OF PUBLIC WORKS OF THE DISCOVERY. GRADING
OPERATIONS WILL NOT RECOMMENCE UNTIL THE PERMITTEE HAS RECEIVED WRITTEN AUTHORITY
FROM THE DIRECTOR OF PUBLIC WORKS TO DO SO.

13. PROPOSED DRIVEWAY LOCATIONS SHOWN HEREON ARE APPROXIMATE. PRIVATE DRIVEWAY
LOCATIONS MAY VARY FROM THE LOCATIONS SHOWN HEREON DEPENDANT UPON THE NEEDS OF
FUTURE DEVELOPMENT OF INDIVIDUAL LOTS AND ARE SUBJECT TO A SITE DEVELOPMENT PLAN
REVIEW AND APPROVAL.
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</ 5 |3, 7 MEDIAN PAVED 6" TYPE B-1 CURB (TYP) 7 3.5 o ALIGNVENT AND GRADE ONLY.
WITH COLORED ) -
CONCRETE PER PAVEMENT PER 1.5—
SPECIFIC PLAN COUNTY STANDARDS
|
2% MIN,
. —_—
4’ SIDEWALK 4" SIDEWALK A&Z
6" TYPE G-//% \\\-6" TYPE G
GRASS LINED SWALE CURB & GUTTER CURB & GUTTER GRASS LINED SWALE
(WHERE FEASIBLE) (WHERE FEASIBLE)
TYPICAL SECTION 98' R/W

3(?0

SCALE: 1 100
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-550

-540

-530

-520
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(BY OTHERS)
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ulg 8%
2|9 3R
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NOTE

@ ALL INTERSECTIONS TO BE STOP CONTROLLED UNLESS OTHERWISE
SEE TRAFFIC STUDY FOR ULTIMATE CONFIGURATION OF

INDICATED.

-550

-540

-530

-520

-510

-510

-510

SIGNALIZED INTERSECTIONS AND FOR SIGNAL PHASING.

SEWER NOTE

FOR LOCATIONS OF SEWER IMPROVEMENTS SEE SHEET C-9.

1.00%
8
; -/ -GW
N
il 1
] R
o

1l
a
HE
®lx
<C
ol v 200! VC
Qlg PVI STA = 30+00
o olo PVI ELEV = 541.34 ¢
HEE N AD. = -1.17 200! VC 2
550- ] ol = 212.81 PVI STA = 27+00 S
il 28 PVI ELEV = 534.19
. olQ ol o|wv AD. = 1.38 Z
NN 21% o Njw oS8 K = 144.58 2= 350' VC
~ 3|53 N 8|2 2|& PVI STA = 17+80
~ S LIL | Fla <|Z PVI ELEV = 524.99
~ o|md QIL ~fo - I AD. = -2.00
540 ~ e o b ] D = -2
- < 0l - —F ' K—=175.00
2 m|® QLR —|o = +|w
~ S . 0N S o|N
™~ ;r'- 0 o-'; RS S —|©
~L S i PROFILE GRADE AT CL il Rl L %
— |__~EXISTING GROUND @ cl LI 8N
1.00% L +| o>
Tl — L 250" VC
—~|— 0|« PVI STA = 11+80
520- ~ i b PV ELEV = 506.99
~ > "5 AD = 2.00
™~ o Al = 125.00 eI
~— — .00 L w
~ z g g ‘(__58
~ Ll
\ ool e
~ 1
510- e . = oo
~— —
——
— 1 S
—
—
~— < _ |
510- /‘ 1 | |
EXISTING GROUND AT CL T —
—
510-
34 32 30 28 26 24 22 20 18 16 14 12 10
PROFILE: ALTA ROAD
SCALE: 1"= 100' HORIZ.; 1"= 10" VERT.
GENESIS ROAD SIEMPRE VIVA ROAD ENTERPRISE ROAD
SEE SHEET C-3 SEE SHEET C-6 SEE SHEET C-3
| \ /‘ [/ ) '
O | | S | ( )\L PROPOSED SEMER
TAY | | =P TM 5505R / procoseo s
1
17 16 |
1 2
33+12.94 ALTAROAD= | 26+42.40 ALT AD= PROPOSED B T T T 12+31.39 ANJA ROAD=
100+00 AIRWAY RO ol 10+00 GENESIS ROA STORM DRAIN N\ N(37+29.97, SEMPREN(IVA ROAD 10+00 ENTERPRIGE ROAD
S{ INTERSECTION L_INTERSECTION y L INTERSECTION CL INTERSECTION
= 69 _—PROPOSED
AN _/- _/ z - { S
D= — | = SD— ——=SD — —, —S5D el
2 /| 2 30 28\

FUTURE ALTA ROAD
(BY OTHERS)

SIEMPRE VIVA ROAD
SEE SHEET C-5

WER FORCE MAINS

ESH

— —\ == — —N— —l-e |—
EXIST ESMT FOR g DEDICATION REQ'D
COUNTY HIGHWAY PER WIDTH VARIES
DOC. 2012-0540244
REC. 09/07/2012
oA O\ -~
648-070-17

APN

HAWANQ [SUBDIVISION

ROADWAY DESIGN CRITERIA: ALTA ROAD

6" TYPE GJ — L

+10°

CURB & GUTTER

+10°

—S e —
A N AN N AN X _ [ —
—l= j —H—j—u— -v——u— — —l— = == —_.V 7 - — —-Iv-— === —y—_ = = —ZT"
: . PROPOSED BY-PASS =

EX 16" OMWD EX 24" OMWD 42 " RCP STORM DRAIN EXIST ESMT FOR

WATER MAIN EX 30" O.WD. WATER MAIN CULVERT COUNTY HIGHWAY_PER

70 BE\REMOVED | FEE OWNERSHIP TO BE RELOCATED DOC:-2012+0540244

L APN 648-070-18 2 WEST-AND—4-5" _ _ REC. 09/Q7/2012
| EXIST ESMT FOR BeLow ULTMATE - A PN 84.8-070-="17
T COUNTY HIGHWAY PER FINISH SURFACEHAWANO SUBDIVISION
DOC! 2012-0540244
| REC.| 09/07/2012
TM 5 566 PROPQOSED GRAVITY. SEWER
CONSTRUCTED PERj TRACT 5405-1
(N A P ) "OTAY CROSSINGS COMMERCE RARK"
AL TRUNK SEWER-IMP 'PLAN
AIRWAY ROAD
SEE SHEET C-4
h_
R/W l@ R/W
- , 98’ ,
2" LANDSCAPE EASEMENT —~ 49 49 2" LANDSCAPE EASEMENT
> . 10° e 32 - 7'* _ 7'* . 32’ i 10°
4 ’ ’ MEDIAN CONST. 6" TYPE B-1 MEDIAN CURB ? ’ ’ 1
PAVEMENT
ST HALFWIDTH TO BE (DEFERRED CONSTRUCTION) AN . o
<—75’ PER COUNTY 5: DEFERRED UNTIL 5;
STANDARDS - —| ALL PROP UTLS | - PAVEMENT PER
BY OTHERS ARE COMPLETE / COUNTY STANDARDS
2% MIN.

2% MIN.
4’ SIDEWALK

PROP SEWER BY TRACT 5405-1 "OTAY CROSSINGS” ——

PROP RELOCATED 24" WATER MAIN
(PER OMWD)

PROP BY—PASS STORM DRAIN /d>

EX. 16" WATER MAIN

EX. 24" WATER MAIN

CBPTO'BE RELOCATED A)
2" WEST (PER OMWEI

\\6 TYPE G

CURB & GUTTER

GRASS LINED SWALE

TO BE REMOVED (PER OMWD)

/D

TYPICAL SECTION 98' R/W

PR

\C-2/ ALTA ROAD - ONSITE

(NORTH OF SIEMPRE VIVA ROAD)

4 LANE MAJOR
NOT TO SCALE

*14" MEDIAN TO BE DEFERRED
UNTIL ALL PROPOSED UTILITIES PER TRACT 5566
"HAWANO SUBDIVISION" ARE CONSTRUCTED

(WHERE FEASIBLE)

O\—— PROP STORM DRAIN

AVAILABLE LOCATION FOR UTILITY
(TRACT 5566 "HAWANQ")

OP RECLAIMED WATER MAIN

PROPOSED CLASSIFICATION: MAJOR ROAD

RIGHT OF WAY: 98FT
DESIGN SPEED: 55 MPH
SLOPE GRADIENT: 2:1 MAX
INTERIM SLOPES: 2:1 MAX

2" LANDSCAPE EASEMENT —

NOTE:
ROAD DESIGN SHOWN FOR ROUTE STUDY
ALIGNMENT AND GRADE ONLY.

O CENTERLINE DATA
NO. | BEARING-DELTA | RADIUS | LENGTH REMARKS
1 NOQ*15'52"W —— 2655.23'

TM.: 5566
(NJA.P.)

APN

FUTURE VIA DEL LA AMISTAD

(BY OTHERS)

©48-070-
HAWANQO SUBDIVISION

™M 5566

v\ (N.A.P.)

STORM DRAIN

PROPOSED BY-PASS II

17

&

ALTA ROAD - ONSITE

(SOUTH OF SIEMPRE VIVA ROAD)

4 LANE MAJOR
NOT TO SCALE
*14' MEDIAN TO BE DEFERRED

UNTIL ALL PROPOSED UTILITIES PER TM 5566

"HAWANO SUBDIVISION” ARE CONSTRUCTED

_—
R/W I@ R/W
3 98’
49° 49’
, ; , , , , ' LANDSCAPE EASEMENT
_ 10 32 7 7 32 10 L/Z
, . MEDIAN CONST. 6" TYPE B—1 MEDIAN CURB , e 1
PAVEMENT
SATAAS HALFWIDTH TO BE (DEFERRED CONSTRUCTION) SANET A e ,C\)
~—2 | ALL PROP UTLS Ut Srmoad | 1 5% i
BY OTHERS 2% MIN 2% MIN 22
(] . (<] . ( 7
6" TYPE G T 410’ +10° ’ 4 SIDEWALK
CURB & GUTTER | 9" | 8 | 10" _ T ex 22 WATER MAN. 20 _ I\\G YPE G
/(b ¢ 70 BE RELOCATED 10 . 10 / CURB & GUTTER GRASS LINED SWALE
PROP BY-PASS STORM DRAIN 00 2" WEST (PER OMWy C)\~ S0P STORM DRAIN (WHERE FEASIBLE)
EX. 16" WATER MAIN
PROP DUAL SEWER FORCE MAINS — TO BE REMOVED (PER OMWD)C& AVAILABLE LOCATION FOR UTILITY
PROP RELOCATED 24" WATER MAIN PROP RECLAIMED WATER MAIN  (TRACT 5566 "HAWANO")
(PER OMWD) /E\  TYPICAL SECTION 98 R/W

SCALE: 1"=100’

0 30

100

e ——

1"=100’

SCALE:

BY

858.694.5660

PHONE:

FAX:

/‘ STEVENS - CRESTO ENGINEERING, INC.

/- CIVIL ENGINEERS - PLANNERS - LAND SURVEYORS

9665 CHESAPEAKE DRIVE

SUITE 200

858.694.5661

www.scengr.com

SAN DIEGO, CA 92123-1352
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PRELIMINARY ROUTE
ALTA ROAD - ONSITE

SAN DIEGO
OTAY BUSINESS PARK
COUNTY OF SAN DIEGO, CALIFORNIA

Ni—

Date: JUNE 2014
Scale: AS SHOWN
Drawn: SCE
Job: 12009.02
Sheet

C-7

7 of 10 Sheets

X: \2012\12009\CAD\PRELIM\VTM\12009 C—07 ALTA.dwg 6/23/2014 4:15:22 PM PDT




BY

Wod"1buads MMM ZSEL- €216 VYD 'ODIIA NVS
1995+69°858 XV 00 31INS

0995°%69858  :INOHd AARIA IAVIAVYSTHD 9996

SINIWIAOHINI VINHO4ITVD ‘0931d NVS 40 ALNNOD

311S440 AHVd SSANISNE AV1O
JAIHA IINd34 OJIdNS OHY31d NVS

SAOAINANS ANV SYINNV1 * SYFANIDONT TAID i\

NI ‘ONRIFINIONIT OLSTUD - mzm_>m:.m|\l\,‘
ﬁl‘l\w
L

To)
|
(=]
N~
|
o
a
x
Ll

MO39 345
ANI'THOLVYW
L | | | | j N
629.5 pe
WA A | A
/ // / m.m\\\*/?m.m ) i
;I 4_ 381
L 629.2 \\ f_r e |
_ A 48! 49
)\jé _ 4%
I/ |
/ 646.4 «
\ / /|
A |k
/
\ \\ / 6. .k\ _
— /\_
Fy
/ \J/\ 64.5 |
/ / 62§ 5
Ly
/ . |
/ / BRUSH), 4 _ o
\ \\ \ S 4.5 _ ~ ~ _:___”._
¥ 1k _ >~ S »S
/ /& epg5 | | > /// w©
/ /[ ¥ S S - WW
\\ T - mmﬁ\_/ ~_ ~_ ~Z
/ ) N S — = ©@
\\ \\ \\mm_ / “ / mmcm_._/// b HW W_A._m
" S ~080~95Q
[y \\ /< _ ﬁl ﬁl rv ) (v ! _\ AN \// [}
[ / _ S~ S
[ s | 1
P/ il S
o g ? z
\ - */ 1 s
/ /| |
/ | \ | AVn
/ / p Q
/ \\ /54 | N | : 2 - M x
/ | \ : N | | / 6125 ASPH M = L
| o M t:f v ——~ N /
\\J \ “ “ ::_\ S -7 I
| / [ 671.6 ~—_—-
\\\\ / \ 20 \j_ [ \rﬂ/ 611.6 - ;
/ BRUSH ’ \ : CONC DRAIN \ .
| / \ | “u/// \ 671.5 \ /&Wﬁ // // N g
| || fribe | )| \ . <
L \ To Rl
& \ w,m'ym.rvi/ \\ \\_ 610.5 610.4 \ // ~ o m
/ \ il /) \ F
/ | /0] x4 N \ R ©
_ ﬂ / 15 \_* _t_\:\ \ ﬁ *ﬁ T — \ 611.5 mmcm_.__/ | _ﬂ _ M ~
/ _ 7 17 1 e — £ . , " =15
M/Y LL—¥S FHNLNA /] [ | ﬁj \Ju M/8 LL1—¥S 34nLnd o E :,, 1 4_ _ ) e s bee — S
/ \ / i | e w ] :AW _ | | %_— ]ﬁmz||_ T 647E T ) _n/u N
a Rl s 7
/ / / ﬂmw\\/ _\\ \ _||L R | DIRT
/ 1 RTINS T e of B3 !
\ / p )/Wm gx‘.\ _ _ | _ % ASPH ////VA \.ﬂ_wwmm s 5 m _IS _wn._
| / LY __:L  sdes }IJQQK o e @
- WHN U TP T s 2
\ / / : I . _ | L— _ s [S AVnm >
/ / 608, e _ _ 5 \ o a L
\ \ x ; - + R /_/ _B ~
/ y ' & 6ot | _m:c/ _ | 6093 | -
\\ / B /__CONC DRAN \: c | _ | sro ] RN o065 a o
/ / I il 0 IR B PO | B = 3
Yy / / \ #JYLQM/ | ASPH | S
P , 6143\ ; vt 2F b
/ / / 6151 * | J _ _ a T
* L
S | | "<
/ / - 60 ™~ | * N
\\ / ) 616.4 /// ™~ ©
/ / / o * /(/ ~—
\\ \\ 6765 \ 610.5
/ / N
_/h_ BRUSH / _
/ / T 617.4 \ \ _
\\/g \\ \ _ _
/ \ T T —— ~ _# .3 _ _ _ # /_ m.\x\‘%
1 p - 6183 A € _ “ , | R VW
-~ ! \ \ IE
@ \\ \ _N ALET “ “ , 2 1B~
N / BRUSH 4797 = _ @ ASPH | -
\\ﬁ Q / N_/ ) ) ks /_|/ \ _ |
\ / 619.3 (NI S . \
N / =1 , N _ 6125
/ / / _ N ards s || ~N T —— Y,
] / / 1 / g 10 _ 613.7
7 / _ _
/ FO\\ / \ﬁ //AmeMgA/n\/ — _
~ i 1\ — T
p v ; O\ G _,
oA ' O]
s Y, / /9 d/ \ 602.3 / _
/ / b * QNM_M m&\ _
\ // -1
7 e T O d i &
s / / _ X 622.5 / =
. / / N _ | _ _ 0S5
\\ \\ ‘ _ _ b i I | w
- QAo
i \\ \ _ “ %xﬂwo _ __ 6.2 | - Z
g 7 | _ \ e BRUSH | | | = ©m
/
S i 4 y | | ] | 5 og
\\ e / | N | _ « WE NS JW - Lo
P 4 _ | N N S o A -
P / \\ I 3 o I _,W s99.2| | 569.6 _ | |N— ¢ 624.4 { i \\ __ = o
SE 4 g Tl T — B | 1| £ 5% I N 2
R 11 241 Y AL
4 / | | ) b2z T
- 4 / 594.4 I : | __ & _ ’ \
s | 634J9 5 Il 617.4 4 - —
J1——1 L1 N a i N S
P e 4 _ | _ﬁ// / | 586.7 __m \ s i e 1 4
- v / | _ IR x 8 ]! N <
-7 \\ ! && i \ : " N e = \\/ | | — _ 6188 // ki . .
7 - | e * - NRNIR g ~~ SIS N
- 7 t I I W N _ _ _ 634.5 | ~ o N p
- \\ | _ \ \ | _ /./ 5271 ] _ 4 | // 2 — =
P e | _/: _ _ L - 598.3 g s |\ | | ~ / & O
d s I A R N | _ 5977 >~ ﬁ_ _ 619.0 ~— Ll Ll
A TR | e R O L S a |
“/_ﬁ/:, x_ 7 _ ~ N B ozf7 | | __" 519.7 67¢ . mm
e § ’ - z
| | _ | " 626.4 | [ R N x O
T _ “ _ ’ o 5 _ __ “ N / 619.6 DIRT _._S._,m M
| # _ | _ SR
| | 6204 B Y U S <
“ | | _ L ___ T ’ /// AV_“%_W._ vaO
“ __ /ww _ __ _ __ ~ / 619.9 “ N
~ | * —
\ 629.6 ’ i I
__ wm At ) __“ = 621.3 — - S >
b T~ NiR - S 1
_ 49| | 11 S
_~ Al&m.w /JV _ S~ )
, \ ™~ 620.8 o =
_ 2 [ = N 5
TN S = :
_\l_ll_ \ \_ <
M/8 LL—-¥S 3¥NLN 1! , M/ o Lizs 34NLNd I A
sg66 | | R 6226 \
1IN x \ °
_ | b \ 621.6 ol
63es _ | / \ T
e
_ _ -—
s [ [Tl 5
Q L I S| 5EX
2 e =i
O 7~ { . _ _ * -1 M )
> \ o / | 1.4 ! | 6228 [S o S
3 6301 b 7 _ il 10 A
< | ™ 1y .
S | PR h
x ﬁ \ Hm 5 7 _ il _ % .
< | Ll 1] < v/ A3
_ n <= S
| ] _ | o> = @
629.6 _ 6x7.2 _
x _ _ _ 1 _ _ O
| | | o 6224 <
_ “ f BRUSH | Ik i “_ ‘o
577.3 _ _ _ 7 e _ _ __ | | - - 621.5
7 \ _ | 2774 | o - e 576.7 / _ | __ \\ 621.5 ’
| /| _ _ \ - ) / mmw.u_ I WY_IIL | 1 -
— e N S = Hca R
_ — — 46 (7 — — () | _
‘\I m\ _\ @ n/(w | _\mvm,ru.p\ “ | 6|9 7 “ | /M_MI s mmx@ \| Q (O \_\ nw(.wﬁm ! | “ | 6208 e
u.\xm.m_ _ ,“ _ _ / \\ o768 \\ 628.9 m_ 6777 | | | _ _ : 6207
S— = | _// _ \_\ _ \ / 9 | “ _ | x
ey %&4— _ _ /# V2 _ _ / \ \\ _ WANN _ _ _ _
— : | h 7o v \\ 5748 = _ | | _ _\\ \0_3\| T
_ ase HA_A_ / | 5751 7 | _7 5776 e 4 g I _ | m | _ _:_ L - e
£ & _ — * _ _/ x. \\ .W\(.M,W | | | l/} \—\[ E i | | | ]
IN08V 338
INI'THOLVYW

AS SHOWN
SCE
12009.02

C-8

8 of 10 Sheets

JUNE 2014

Date:
Scale:
Drawn:
Job:
Sheet

300

=100’

1»

SCALE:
200
=100’

1"

100
SCALE:

20

c:ﬂ%
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4 LANE INDUSTRIAL COLLECTOR
NOT TO SCALE

PROPOSED 77" R/W

TYPICAL SECTION (EXISTING 49" R/W)

ENRICO FERMI DRIVE - OFFSITE

TRAVELED LANE

TYPICAL SECTION EXISTING 100" R/W
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6 LANE PRIME ARTERIAL
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n ' - REVISIONS BY
LEGEND | ¥ | | OTAY CR INGS COMMERCE' PARK
|
DESCRIPTION SYMBOL | / - TM 5405 X
. | GRAVITY SEWER TO BE CONSTRUCTED
SUBDIVISION BOUNDARY — i — | 648—0/0—14 II ' /:' | 648—=0/0—-03 BY TRUNK SEWER IMPROVEMENT PLAN
PDS2013-LDPIIP-00017) ASSOCIATED
PROPOSED LOT LINE ————————— e (
WITH THE OTAY CROSSINGS COMMERCE
PROPOSED RIGHT—OF—WAY —— i — - — ' FARIDA : ' KEARNEY PCCP OTAY 511 LLC PARK, TRACT 5405-1 SUBDIVISION.
I 1
FUTURE RIGHT—OF—WAY — s - — Ay 7.‘- ,A_..g A\”\ ‘ NS 540" GENERAL UTLILITY EASEMENT
- - - - - — - 2l ' = — — TN "7 AT A —l— \ —  Sl— — ! T
EASEMENT LlNE —_———— —_— A e =" il /\ i —l i B e e | el el — Il A . _W _%Jiu “J: = Wﬁx ;’£J_:k;jl;2\ /\\gq_g ] i (] y
PROPOSED GRAVITY SEWER MAIN W/MANHOLE S o === 7= = " I a = === === _ AN S— _ A
PROPOSED DUAL SEWER FORCE MAINS — - —SFM— - - — (EXISTING) i AIRWAY (PROPOSED) ROAD —— - — o
PROPOSED STORM DRAIN SYSTEM — —sSp— — R e S C | a— —\ L - | E— S F,IQ'Z, | T 12”°PVC SEWER |
1 =4S | 1 y \/ y A v \/ \L #\\—XL/_;H —‘ V—— |V, _ Ll L V_ MH L&_V p A —— -IJFW BY |\TRACT 5405
{ e — — T \ ' .
! ¥ —— e Y Ly —l—= | ‘ ‘
. |  EX. 19" EASEMENT FOR
NOTE: | "COUNTY HWY WITH Iy .
1. ELEVATIONS SHOWN IN PARENTHESIS ‘ RIGHTS TO_EXTEND L I
INDICATE EXISTING CONDITION. : | |5|_O|:)|.:s & DRAINAGE I ! U > o —
PER DOC.2012-0540244 ] £ 3%
2. SEWER MANHOLE SPACING SHALL BE I l | HAWANO SUB[P' \/|S|ON REC:/09,/07 /2012 O 210 21X
PER COUNTY OF SAN DIEGO CRITERIA l | T =15 <+
] 1 N
(500" MAX. TYPICAL) | , | | TM 5566 : — g > %% -
f ‘ — =2 wn N 8
| @ ‘ , . 648—070-17/ EJ( OTAY /WATER DISTRICT |+ E n @®g
L . 30" FEE OWNERSHIP /POR. | SMH_NO. 33 \_SMH N0/ 28 Z c
) I | | L HAWANO CORP N. V.- +— /- Furure/aLTA Rond = 532.7 RIM . 30.8 RiM o TR
B 50 P.M. 19737 Sl A~ A~ = T T | - 525/3 IE | 5238 I < > 2
— o a a \ $ = g’ r—] °
I o ; ﬂ | | ) (7.' DEEP) 21 (7.0', DEEP) g 0 g % §
& o ‘ o GRAVITY SEWER TO BE CONSTRUCTED | ol &«
= o BY TRUNK SEWER IMPROVEMENT PLAN ! >
3 I'= ! (PDS2013-LDPIIP—00017) ASSOCIATED S O
i ! s N -
| (<@ | WITH THE OTAY CROSSINGS COMMERCE ¥ 8" PVC SEWER wilo
Y N = - = _ s PARK, TRACT 5405-1 SUBDIVISION. i @s=10 X ~A
Jl = Z | I ?i | 3 [ s
Ry A I . | e =0 25 . O |
IN A‘T\ o l T | | o L PVC SEWER \ v |2 %
e e e e B z 1l AR
1 e A f oA _ > \\ s A
3 | A e / g1 = «
L{\I : z I n | 8 A1} = L N
Q | | <|”* \HN026 Il & <
N | 523.0 R wlu <
= ~ e ~ ! I ! — I glw 5160 E 54 W
p o) - N
% 648-070-30 | 548-070-29 l U>J§ | | (7.0' DEEP) \ ‘308
I | 11 ‘E - I <!l 8" PVC SEWER L8 SR
| Q (I} ‘ h 1 n wl
N RLR CARRIERS g | = | - l'& S5z
I~ I | ‘% | ' <l l o Y
S~ —
G RLR INVESTMENTS LLC : | Qz ‘ (NF
——,—— e — - - —— = = =~ [fp] .
SMH_NO. 5 ‘ SAA AN — - o = | 2
| \ .
| iy : o : ' i 4
(37.8' DEEP) ' < | | ! (7.8 /EEP)
41493.22 ENRICO FERMIRD= ‘ | == I m A s" PVC SEWER SMH_NO. 25
158+18.18 SIEMPRE VIVA RD ] i ‘ ® S=15% 520.3 RIM
. S EXISTING RIGHT—OF —WAY | SMH NO. 10 smr No. 1 \C-9 / 508.8 IE
I, — — = 2308 BN . (11.5' DEEP)
SIEMPRE (EXSTNG) | _ o2~ _ ¢ 519/6 1 = 8" PVC SEWER
=== (152' DEER) -~
EX_SMH s = N @ess0 .
— —(554.44)RIM- e ——— : = s 15" SEpes | N\ 7 .
= - \Nn: H:Hi S -Tle
] (546.2%) IE ‘ S NO—6 NI = @ ssp T _zl = _ A Ll i g . ty \ . : //
U NO. 4 ‘(f SMH_NO._ EX RAISED MEDIAN = ~ S~ _ _SIEMPRE_ / _ _VIVA SLPROPOSED)/ _ ROADﬂ
553.0 RIM | 516.3 IE SMH /NO.//7 —~ = < ¢ ‘ a .
‘ ?15-3 IE ) H o (33.8' DEEP) 546/9 RIM = — / ” \\15“ PVC SEWER @ S=0.22% % . s SMH_NO:
| 37.8' DEEP) 5171 1, = — = = & — == ﬁg: 515.8 RIM
' - ~I— = — —ll— L \— i;v — \
%H (29.9" DEEP) SWH,NO. /B -z AT S P w— \ T@\ V RPN SMH NO. 13 ! ) \ ?10145 EJEEEP)
- - - — 15" SEWER-MAIN J ‘ e 8 : \
l H @ S=0.22% | 517.8 IE gg"H 7N%M9 . m % | GRAVITY SEWER TO BE CONSTRUCTED 527.0 RIM 74\ \
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GRADING PLAN CONFORMANCE: [DPW, ESU] [DPR, TC PP] [GP, IP, MA] INTENT: IN ORDER TO IMPLEMENT THE REQUIRED MITIGATION MEASURES
FOR THE PROJECT, THE REQUIRED GRADING PLAN AND IMPROVEMENT PLANS SHALL CONFORM TO THE APPROVED CONCEPTUAL
GRADING AND DEVELOPMENT PLAN. DESCRIPTION OF REQUIREMENT: THE GRADING AND OR IMPROVEMENT PLANS SHALL CONFORM TO
THE APPROVED CONCEPTUAL GRADING PLAN, WHICH INCLUDES ALL OF THE FOLLOWING MITIGATION MEASURES:

PRE—CONSTRUCTION MEETING: (PRIOR TO PRECONSTRUCTION CONFERENCE, AND PRIOR TO ANY CLEARING, GRUBBING, TRENCHING,
GRADING, OR ANY LAND DISTURBANCES.)

PRECONSTRUCTION CONFERENCE:
(BIOLOGICAL RESOURCES)

GP.  "BIOLOGICAL MONITORING: [DPLU, PCC] [DPW,PDCI] [PC] [DPLU, FEE X3] INTENT: IN ORDER TO PREVENT INADVERTENT DISTURBANCE TO
BURROWING OWLS, SENSITIVE PLANTS TO BE SALVAGED, VERNAL POOL SOIL TO BE SALVAGED, AND OTHER SENSITIVE SPECIES,
ALL GRADING SHALL BE MONITORED BY A BIOLOGICAL MONITOR. DESCRIPTION OF REQUIREMENT: A COUNTY APPROVED
BIOLOGIST SHALL PERFORM BIOLOGICAL MONITORING DURING ALL GRADING, CLEARING, GRUBBING, TRENCHING, AND
CONSTRUCTION ACTIVITIES. “THE PROJECT BIOLOGIST SHALL ALSO PERFORM THE FOLLOWING DUTIES BEFORE CONSTRUCTION TO
COMPLY WITH THE CONDITIONS OF THIS GRADING PLAN AND TENTATIVE MAP:

1. SUPERVISE AND VERIFY PLACEMENT OF TEMPORARY FENCING AROUND THE APPROVED LIMITS OF CONSTRUCTION,
INCLUDING PROTECTION OF OCCUPIED OWL BURROWS. THE PLACEMENT OF SUCH FENCING SHALL BE APPROVED BY THE
DPLU, PERMIT COMPLIANCE SECTION.

2. THE BIOLOGIST SHALL ATTEND THE PRECONSTRUCTION MEETINGS AND OTHER MEETINGS TO DISCUSS CONSTRUCTION
REQUIREMENTS. SUCH MEETING SHALL INCLUDE THE DPLU PERMIT COMPLIANCE SECTION.

DOCUMENTATION: THE BIOLOGICAL MONITOR SHALL PREPARE WRITTEN DOCUMENTATION THAT CERTIFIES THAT THE TEMPORARY
FENCING HAS BEEN INSTALLED AND THAT ALL CONSTRUCTION STAFF HAS BEEN TRAINED ON THE SITE SENSITIVE BIOLOGICAL
RESOURCES THAT ARE TO BE AVOIDED. TIMING: PRIOR TO PRECONSTRUCTION CONFERENCE, AND PRIOR TO ANY CLEARING,
GRUBBING, TRENCHING, GRADING, OR ANY LAND DISTURBANCES, THIS CONDITION SHALL BE COMPLETED. MONITORING: THE
[DPW, PDCI] SHALL INVITE THE [DPLU, PCC] TO THE PRECONSTRUCTION CONFERENCE TO COORDINATE THE BIOLOGICAL
MONITORING REQUIREMENTS OF THIS CONDITION. THE [DPLU, PCC] SHALL ATTEND THE PRECONSTRUCTION CONFERENCE AND
VERIFY THE INSTALLATION OF THE TEMPORARY FENCING AND APPROVE THE TRAINING DOCUMENTATION PREPARED BY THE
BIOLOGIST.
GP2. BREEDING SEASON BRUSHING, GRADING, AND CLEARING RESTRICTIONS: [DPLU, PCC] [DPW, PDCI] DPLU, FEE X2] INTENT: IN ORDER TO AVOID
IMPACTS TO BREEDING OR NESTING BIRDS, INCLUDING RAPTORS AND THE BURROWING OWL, THAT COULD OCCUR DURING
BRUSHING, GRADING, AND CLEARING ACTIVITIES. DESCRIPTION OF REQUIREMENT: IF CLEARING AND GRADING ARE TO OCCUR
WITHIN THE BREEDING SEASON (FEBRUARY 1 — AUGUST 31), THEN PRE—CONSTRUCTION SURVEYS FOR BURROWING OWLS AND
OTHER BREEDING BIRDS MUST OCCUR BEFORE CLEARING AND GRADING BEGINS AND BE COMPLETED NO MORE THAN 30 DAYS
BEFORE INITIAL BRUSHING, CLEARING, GRUBBING, OR GRADING, AND APPROPRIATE MEASURES TAKEN AS FOLLOWS:

e MONITORING AND MITIGATION FOR BURROWING OWLS SHALL BE IN ACCORDANCE WITH SECTION 3.0 OF THE COUNTY'S
ADOPTED STRATEGY FOR MITIGATING IMPACTS TO BURROWING OWLS IN THE UNINCORPORATED COUNTY.

e |F NO BURROWING OWLS ARE DETECTED DURING THE SURVEY, THE SITE MUST BE MONITORED FOR NEW BURROWS EACH
WEEK UNTIL GRADING IS COMPLETE.

o |F THE SURVEYS ARE POSITIVE THEN CLEARING AND GRADING WOULD BE RESTRICTED FROM WITHIN THE APPROPRIATE
BUFFER AREAS AS DEFINED IN THE STRATEGY AND BELOW.

a. DIRECT IMPACTS TO NESTS, AS WELL AS OCCUPIED BURROWING OWL BURROWS (INCLUDING BURROWS AND/OR MAN-
MADE FEATURES SUCH AS PIPES, ETC.) SHOULD BE AVOIDED.

b. DISTURBANCE MUST NOT OCCUR WITHIN 300 FEET OF OCCUPIED OWL BURROWS OR MIGRATORY BIRD NESTS OR 900
FEET FROM NORTHERN HARRIER NESTS WITHOUT CONCURRENCE FROM THE COUNTY AND WILDLIFE AGENCIES THAT
CONSTRUCTION ACTIVITES MAY PROCEED.

c. BIO-FENCING SHOULD BE PLACED AND MAINTAINED AROUND ALL OCCUPIED BURROWS DURING CONSTRUCTION.

DOCUMENTATION: THE RESULTS OF THE PRE-CONSTRUCTION SURVEY MUST BE IMMEDIATELY PROVIDED TO THE COUNTY
MITIGATION MONITORING COORDINATOR, CDFG, AND USFWS PRIOR TO GRADING, AND MUST BE PROVIDED IN WRITING. A
WRITTEN AND SIGNED PRE-CONSTRUCTION SURVEY REPORT MUST FOLLOW WITHIN 14 DAYS OF THE SURVEY AND INCLUDE
MAPS OF THE PROJECT SITE AND BURROWING OWL LOCATIONS ON AERIAL PHOTOS IN THE FORMAT DESCRIBED IN THE
COUNTY'S MAPPING GUIDELINES AND IN THE STRATEGY FOR MITIGATING IMPACTS TO BURROWING OWLS IN THE
UNINCORPORATED COUNTY. TIMING: PRE-GRADING SURVEYS MUST BE COMPLETED NO MORE THAN 30 DAYS BEFORE INITIAL
BRUSHING, CLEARING, GRUBBING, OR GRADING OF THE PROJECT SITE. THROUGHOUT THE DURATION OF THE GRADING AND
CONSTRUCTION, WEEKLY MONITORING IS REQUIRED. COMPLIANCE WITH THIS CONDITION IS MANDATORY UNLESS THE
REQUIREMENT IS WAIVED BY THE COUNTY UPON RECEIPT OF CONCURRENCE FROM THE WILDLIFE AGENCIES. MONITORING: THE
[DPW, PDCI] SHALL NOT ALLOW ANY GRADING UNLESS A CONCURRENCE FROM THE [DPLU, PCC] IS RECEIVED. THE [DPLU,
PCC] SHALL REVIEW THE PRE—CONSTRUCTION SURVEY RESULTS AND WILDLIFE AGENCY CONCURRENCE TO ENSURE
COMPLIANCE WITH THESE REQUIREMENTS. IF OWLS ARE NOT FOUND DURING THE PRE-CONSTRUCTION SURVEY, THE SITE MUST
BE MONITORED FOR NEW BURROWS EACH WEEK UNTIL GRADING IS COMPLETE.

NON-BREEDING SEASON BRUSHING, GRADING, AND CLEARING RESTRICTIONS: [DPLU, PCC] [DPW, PDCI] DPLU, FEE X2] INTENT: IN ORDER TO
MITIGATE FOR POTENTIAL IMPACTS TO THE BURROWING OWL THAT COULD OCCUR DURING BRUSHING, GRADING, AND CLEARING
ACTIVITIES. DESCRIPTION OF REQUIREMENT: FOR BRUSHING, CLEARING AND GRADING ACTIVITIES THAT TAKE PLACE QUTSIDE OF
THE BURROWING OWL BREEDING SEASON (LE., BETWEEN SEPTEMBER 1 AND JANUARY 31), A PRE—-CONSTRUCTION SURVEY
SHALL BE CONDUCTED NO MORE THAN 30 DAYS BEFORE INITIAL BRUSHING, CLEARING, GRUBBING, OR GRADING, AND
APPROPRIATE MEASURES TAKEN IN ACCORDANCE WITH SECTION 3.0 OF THE COUNTY'S ADOPTED STRATEGY FOR MITIGATING
IMPACTS TO BURROWING OWLS IN THE UNINCORPORATED COUNTY. WEED REMOVAL (BY WHACKING, BUSH HOGGING, OR
MOWING) SHALL BE CONDUCTED AS PART OF THE PRE-CONSTRUCTION SURVEY, UNDER THE GUIDANCE OF A QUALIFIED
BIOLOGICAL MONITOR, TO MAKE ALL POTENTIAL BURROWS MORE VISIBLE AND TO AVOID INJURING OWLS BY BURROW
COLLAPSE. AS A COMPONENT OF THIS NON-BREEDING SEASON SURVEY, CAMERAS SHALL BE USED TO VERIFY WHETHER
BURROWS ARE OCCUPIED BY BURROWING OWLS.

o |IF NO BURROWING OWLS ARE DETECTED DURING THE SURVEY, THE SITE MUST BE MONITORED FOR NEW BURROWS EACH
WEEK UNTIL GRADING IS COMPLETE.

e |F OWLS ARE PRESENT IN THE BURROWS:

a. A QUALIFIED BIOLOGIST SHALL IMPLEMENT PASSIVE RELOCATION MEASURES (INSTALLATION OF ONE-WAY DOORS) IN
ACCORDANCE WTH CDFG REGULATIONS (CDFG 1995) AND THE COUNTY'S STRATEGY FOR MITIGATING IMPACTS TO
BURROWING OWLS IN THE UNINCORPORATED COUNTY.

b. ANY EVICTION OR PASSIVE RELOCATION MUST BE SPECIFICALLY APPROVED BY THE WILDLIFE AGENCIES, AND SHALL
OCCUR OUTSIDE OF THE BURROWING OWL BREEDING SEASON.

c. THE APPLICANT SHALL CONTACT THE [DPLU, PCC] TO COORDINATE THE ATTAINMENT OF WILDLIFE AGENCY
CONCURRENCE.

d. ONCE ALL OWLS HAVE VACATED THE BURROWS (AT LEAST 48 HOURS), A QUALIFIED BIOLOGIST SHALL OVERSEE THE
EXCAVATION AND FILLING OF THE BURROWS.

e. IN ORDER TO ASSURE THAT BURROWING OWL BURROWS DO NOT BECOME REOCCUPIED, CONSTRUCTION EQUIPMENT AND

MATERIALS (E.G., PIPES, RUBBLE PILES, ETC.) SHALL BE CLOSED OFF TO PREVENT BURROWING OWLS FROM
REOCCUPYING THE SITE.

DOCUMENTATION: THE RESULTS OF THE PRE-CONSTRUCTION SURVEY MUST BE IMMEDIATELY PROVIDED TO THE COUNTY
MITIGATION MONITORING COORDINATOR, CDFG, AND USFWS PRIOR TO GRADING, AND MUST BE PROVIDED IN WRITING. A
WRITTEN AND SIGNED PRE-CONSTRUCTION SURVEY REPORT MUST FOLLOW WITHIN 14 DAYS OF THE SURVEY OR BURROWING
OWL EVICTION AND INCLUDE MAPS OF THE PROJECT SITE AND BURROWING OWL LOCATIONS ON AERIAL PHOTOS IN THE
FORMAT DESCRIBED IN THE COUNTY'S MAPPING GUIDELINES. IF OWLS ARE DETERMINED TO BE PRESENT WITHIN THE BURROWS,
THE APPLICANT SHALL SUBMIT WILDLIFE AGENCY CONCURRENCE FOR EVICTION, A WRITTEN REPORT OF THE PASSIVE
RELOCATION MEASURES UNDERTAKEN TO PRECLUDE DIRECT IMPACTS TO BURROWING OWL INDIVIDUALS, AND THE PROJECT
BIOLOGIST SHALL CERTIFY THAT ALL OWLS HAVE VACATED ANY OCCUPIED BURROWS. TIMING: A PRE—-CONSTRUCTION SURVEY
SHALL OCCUR NO MORE THAN 30 DAYS PRIOR TO COMMENCEMENT OF BRUSHING, GRADING, OR CLEARING ACTIVITIES TO
DETERMINE THE PRESENCE OR ABSENCE OF BURROWING OWLS, WITH WEEKLY MONITORING THEREAFTER. SURVEY RESULTS
MUST BE REPORTED IMMEDIATELY IN WRITING, AND CONCURRENCE MUST BE OBTAINED PRIOR TO ANY EVICTION/PASSIVE
RELOCATION. THE WRITTEN REPORT MUST FOLLOW WITHIN 14 DAYS OF THE SURVEY OR BURROWING OWL EVICTION.
MONITORING: THE [DPW, PDCI] SHALL NOT ALLOW ANY GRADING UNLESS A CONCURRENCE FROM THE [DPLU, PCC] IS
RECEIVED. THE DPLU SHALL REVIEW THE PRE-CONSTRUCTION SURVEY RESULTS, ALONG WITH EVIDENCE OF ANY PASSIVE
RELOCATION MEASURES, TO ENSURE COMPLIANCE WITH THESE REQUIREMENTS.

GP4. FUGITIVE DUST: [DPW, PDCI] INTENT: IN ORDER TO MITIGATE FOR INDIRECT IMPACTS TO LOCAL WILDLIFE DUE TO FUGITIVE DUST,
WATERING OF UNPAVED SURFACES SHALL OCCUR DURING GRADING ACTIVITIES. DESCRIPTION OF REQUIREMENT: POTENTIAL
INDIRECT IMPACTS TO LOCAL WILDLIFE CAUSED BY FUGITIVE DUST SHALL BE MITIGATED BY REQUIRING THAT ACTIVE
CONSTRUCTION AREAS AND UNPAVED SURFACES BE WATERED PER COUNTY STANDARDS TO REDUCE POTENTIAL INDIRECT
IMPACTS CAUSED BY FUGITIVE DUST. DOCUMENTATION: INCLUDE A NOTE ON PROJECT GRADING PLANS INDICATING A
REQUIREMENT TO WATER UNPAVED SURFACES IN ACCORDANCE WITH COUNTY STANDARDS. TIMING: COMPLIANCE WITH THIS
CONDITION IS REQUIRED THROUGHOUT THE DURATION OF GRADING AND CONSTRUCTION. MONITORING: THE PERMIT COMPLIANCE
ENGINEER (AS DEFINED IN SECTION 87.420 OF THE COUNTY GRADING ORDINANCE) SHALL PROVIDE DOCUMENTATION /EVIDENCE
OF COMPLIANCE WITH EACH NOTE IN THE REGULAR REPORTS REQUIRED PURSUANT TO SECTION 87.420(A) OF THE COUNTY'S
GRADING ORDINANCE. THE [DPW, PDCI] SHALL MAKE SURE THAT THE GRADING CONTRACTOR COMPLIES WITH THE AIR QUALITY
REQUIREMENTS OF THIS CONDITION. THE [DPW, PDCI] SHALL CONTACT THE [DPLU, PCC] IF THE APPLICANT FAILS TO COMPLY
WITH THIS CONDITION.

TEMPORARY FENCING FOR ERRANT CONSTRUCTION IMPACTS: [DPLU, PCC] [DPW, PDCI] [PC] [DPLU, FEE] INTENT: IN ORDER TO PREVENT
ERRANT GRADING OR CLEARING BEYOND THE PROPOSED CONSTRUCTION LIMITS THAT COULD IMPACT SENSITIVE VEGETATION
COMMUNITIES OR SPECIES INTENDED FOR PRESERVATION. DESCRIPTION OF REQUIREMENT: ORANGE CONSTRUCTION FENCING
SHALL BE INSTALLED AROUND THE APPROVED LIMITS OF IMPACTS TO DEFINE THE GRADING BOUNDARIES AND PREVENT
UNINTENDED IMPACTS. DOCUMENTATION: THE APPLICANT SHALL PROVIDE EVIDENCE THAT THE FENCING HAS BEEN INSTALLED
AND HAVE THE BIOLOGICAL MONITOR CERTIFY THAT THE FENCING IS LOCATED ON THE BOUNDARY OF THE OPEN SPACE
EASEMENT(S) OR OTHER SENSITIVE AREAS. THE APPLICANT SHALL SUBMIT PHOTOS OF THE FENCING ALONG WITH THE
CERTIFICATION LETTER TO THE [DPLU, PCC] FOR APPROVAL. TIMING: PRIOR TO ANY CLEARING, GRUBBING, TRENCHING,
GRADING, OR ANY LAND DISTURBANCES THE FENCING SHALL BE INSTALLED, AND SHALL REMAIN FOR THE DURATION OF THE
GRADING AND CLEARING. MONITORING: THE [DPLU, PCC] SHALL EITHER ATTEND THE PRECONSTRUCTION CONFERENCE AND
APPROVE THE INSTALLATION OF THE TEMPORARY FENCING, OR REVIEW THE CERTIFICATION AND PICTURES PROVIDED BY THE
APPLICANT.

(CULTURAL RESOURCES)

GP6. ARCHAEOLOGICAL MONITORING: [DPW, PDCI] [DPLU, PCC] [PC] [DPLU, FEE X2] INTENT: IN ORDER TO COMPLY WITH MITIGATION
MONITORING AND REPORTING PROGRAM PURSUANT TO TM53505, A CULTURAL RESOURCE GRADING MONITORING PROGRAM
SHALL BE IMPLEMENTED. DESCRIPTION OF REQUIREMENT: THE COUNTY APPROVED 'PROJECT ARCHAEOLOGIST,” NATIVE
AMERICAN MONITOR, AND THE DPLU PERMIT COMPLIANCE COORDINATOR (PCC), SHALL ATTEND THE PRE—CONSTRUCTION
MEETING WITH THE CONTRACTORS TO EXPLAIN AND COORDINATE THE REQUIREMENTS OF THE GRADING MONITORING PROGRAM.
THE PROJECT ARCHAEOLOGIST (AND NATIVE AMERICAN MONITOR, IF CONTRACTED) SHALL MONITOR ORIGINAL CUTTING OF
PREVIOUSLY UNDISTURBED DEPOSITS IN ALL AREAS IDENTIFIED FOR DEVELOPMENT INCLUDING OFF-SITE IMPROVEMENTS. THE
GRADING MONITORING PROGRAM SHALL COMPLY WITH THE COUNTY OF SAN DIEGO GUIDELINES FOR DETERMINING SIGNIFICANCE
AND REPORT FORMAT AND CONTENT REQUIREMENTS FOR ARCHEOLOGICAL AND HISTORIC RESOURCES. DOCUMENTATION: THE
APPLICANT SHALL HAVE THE CONTRACTED PROJECT ARCHEOLOGIST AND NATIVE AMERICAN ATTEND THE PRECONSTRUCTION
MEETING TO EXPLAIN THE MONITORING REQUIREMENTS. TIMING: PRIOR TO PRECONSTRUCTION CONFERENCE, AND PRIOR TO
ANY CLEARING, GRUBBING, TRENCHING, GRADING, OR ANY LAND DISTURBANCES THIS CONDITION SHALL BE COMPLETED.
MONITORING: THE [DPW, PDCI] SHALL INVITE THE [DPLU, PCC] TO THE PRECONSTRUCTION CONFERENCE TO COORDINATE THE
CULTURAL RESOURCE MONITORING REQUIREMENTS OF THIS CONDITION. THE [DPLU, PCC] SHALL ATTEND THE
PRECONSTRUCTION CONFERENCE AND CONFIRM THE ATTENDANCE OF THE APPROVED PROJECT ARCHEOLOGIST.

DURING GRADING:

(NOISE)

GP7.

TEMPORARY NOISE IMPACTS: [DPLU, PCC] [DPW, PDCI] [DPLU, FEE Xil. INTENT: IN ORDER TO COMPLY WITH THE COUNTY OF SAN DIEGO

NOISE ORDINANCE 36.409 AND TO PRECLUDE POTENTIAL NOISE IMPACTS DURING CONSTRUCTION ACTIVITIES, THE FOLLOWING
NOISE ATTENUATION MEASURES SHALL BE IMPLEMENTED TO REDUCE THE SOUND LEVEL GENERATED FROM PROJECT
CONSTRUCTION. DESCRIPTION OF REQUIREMENT: THE DEPARTMENT OF PUBLIC WORKS SHALL DETERMINE WHAT PROJECT
GRADING OPERATIONS WILL OCCUR SIMULTANEOUSLY WITH GRADING OPERATIONS FOR ADJACENT PROPERTIES. NON-PROJECT
RELATED GRADING OPERATIONS OCCURRING WITHIN 160 FEET OF THE PROPOSED PROJECT SITE SIMULTANEOUSLY WITH
PROJECT GRADING ACTIVITIES WOULD REQUIRE ON-SITE PROJECT GRADING OPERATIONS NOT TO OCCUR WITHIN 225 FEET OF
THE AFFECTED SHARED PROJECT PROPERTY LINE. THIS NOISE MITIGATION MEASURE IS DESIGNED AND PLACED TO REDUCE
CUMULATIVE CONSTRUCTION NOISE IMPACTS AT THE PROPERTY LINE WHERE AN EXISTING OCCUPIED STRUCTURE IS LOCATED.

a. IF NON-PROJECT RELATED GRADING OPERATIONS OCCUR 160 FEET FROM THE AFFECTED PROPERTY LINE, ON-SITE
PROJECT RELATED GRADING ACTIVITIES ADJACENT TO THE SAID PROPERTY LINE SHALL OCCUR AT A MINIMUM SETBACK
DISTANCE OF 225 FEET FROM THIS SHARED PROPERTY LINE.

b. THE PERMIT COMPLIANCE ENGINEER [PCC] (AS DEFINED IN SECTION 87.420 OF THE COUNTY GRADING ORDINANCE)
SHALL DEMONSTRATE COMPLIANCE WITH THIS REQUIREMENT IN THE REGULAR REPORTS REQUIRED PURSUANT TO
SECTION 873420(A) OF THE COUNTY GRADING ORDINANCE. THE REGULAR REPORTS SHALL IDENTIFY ANY DAYS WHERE
GRADING ACTIVITES WERE RESTRICTED ON-SITE OR ON ADJACENT PROPERTIES IN ORDER TO ENSURE THE MINIMUM
SETBACK DISTANCE OF 225 FEET FOR ON-SITE PROJECT RELATED GRADING ACTIVITIES.

DOCUMENTATION: THE APPLICANT SHALL MAINTAIN THE CONSTRUCTION NOISE MITIGATION MEASURE AS INDICATED ABOVE
UNTIL ALL GRADING ACTIVITIES HAVE BEEN COMPLETED. THE APPLICANT IS RESPONSIBLE FOR IMPLEMENTING THE REQUIRED
SETBACK FOR GRADING OPERATIONS TO REMAIN IN COMPLIANCE WITH THIS CONDITION. TIMING: THE ABOVE ACTIONS SHALL
OCCUR THROUGHOUT THE DURATION OF THE GRADING CONSTRUCTION FOR LOTS 1-59 OF TM5505. MONITORING: THE [DPW,
PDCI] SHALL ENSURE THAT THE CONSTRUCTION NOISE ATTENUATION MEASURES REMAIN IN PLACE AS INDICATED ON THIS
PLAN.

(AIR QUALITY)

GP8.

GP9.

AR QUALITY: [DPW, PDCIL INTENT: IN ORDER TO LOWER CONSTRUCTION EMISSIONS OF PARTICULATE MATTER (PM10 AND PM2.5)
TO BELOW THE COUNTY'S ESTABLISHED SCREENING LEVEL THRESHOLDS (SLTS) FOR CONSTRUCTION ACTIVITIES, GRADING
MONITORING AND EMISSION REDUCTION ACTIVITIES SHALL OCCUR. DESCRIPTION OF REQUIREMENT: THE FOLLOWING GRADING
MONITORING AND EMISSION REDUCTION ACTIVITIES SHALL BE UNDERTAKEN DURING EARTHMOVING ACTIVITIES TO IMPLEMENT
SECTION 87.428 ‘DUST CONTROL MEASURES" OF THE COUNTY'S GRADING ORDINANCE:

a. ALL HAUL/DUMP TRUCKS ENTERING OR LEAVING THE SITE WITH SOIL OR FILL MATERIAL MUST MAINTAIN AT LEAST 2
FEET OF FREEBOARD OR COVER LOADS OF ALL HAUL/DUMP TRUCKS SECURELY (UNNUMBERED DESIGN MEASURE).

b. SWEEPERS AND WATER TRUCKS SHALL BE USED TO CONTROL DUST AND DEBRIS AT PUBLIC STREET ACCESS POINTS.

c. DIRT STORAGE PILES WILL BE STABILIZED BY CHEMICAL BINDERS, TARPS, FENCING OR OTHER SUPPRESSION MEASURES.

d. INTERNAL CONSTRUCTION-ROADWAYS WILL BE STABILIZED BY PAVING, CHIP SEALING OR CHEMICALS AFTER ROUGH
GRADING.

e. DURING GRADING AND GROUND-DISTURBING CONSTRUCTION ACTIVITIES, THE PERMIT COMPLIANCE ENGINEER SHALL
ASSURE THAT WATER TRUCKS OR SPRINKLER SYSTEMS APPLY WATER TO AREAS UNDERGOING ACTIVE GROUND
DISTURBANCE, AND UNPAVED ROADS, A MINIMUM OF THREE (3) TIMES DAILY (3.2 HOUR WATERING INTERVAL). ALL
AREAS OF DISTURBED SOILS SHALL BE KEPT DAMP ENOUGH TO PREVENT AIRBORNE DUST FROM DISPERSING BEYOND
THE BOUNDARIES OF THE SITE. THE PERMIT COMPLIANCE ENGINEER SHALL ORDER INCREASED WATERING FREQUENCY
WHEN AIRBORNE DUST IS VISIBLE. A LOG OF ALL SITE WATERING ACTIVITIES SHALL BE MAINTAINED BY THE PERMIT
COMPLIANCE ENGINEER, AND THIS LOG SHALL BE MADE AVAILABLE TO THE COUNTY UPON REQUEST.

f. THE PERMIT COMPLIANCE ENGINEER SHALL ASSURE THAT TEMPORARY SIGNS INDICATING A MAXIMUM 15 MILES PER
HOUR (MPH) SPEED LIMIT ARE PLACED ALONG ALL UNPAVED ROADS AND/OR UNPAVED HAUL ROUTES ON THE PROJECT
SITE, BEFORE CONSTRUCTION ACTIVITIES COMMENCE. SIGNS SHALL BE SPACED NO MORE THAN 1,000 LINEAR FEET
APART. THE PERMIT COMPLIANCE ENGINEER ALSO SHALL BE RESPONSIBLE FOR ASSURING RADAR ENFORCEMENT OF THE
15 MPH SPEED LIMIT THROUGHOUT THE DURATION OF CONSTRUCTION ACTIVITIES.

g. A GRAVEL APRON MEASURING AT LEAST 25 FEET LONG BY ROAD WIDTH SHALL BE PROVIDED AT ALL UNPAVED
ENTRANCES INTO THE CONSTRUCTION SITE AND SHALL BE MAINTAINED UNTIL THE ENTRANCE IS REMOVED, PAVED, OR
NO LONGER IN USE BY CONSTRUCTION VEHICLES AND EQUIPMENT.

h. THE PERMIT COMPLIANCE ENGINEER SHALL ENSURE THAT ALL GCRADING, EARTHMOVING, AND GROUND-DISTURBING
CONSTRUCTION ACTIVITIES ARE TEMPORARILY HALTED WHEN SUSTAINED WIND SPEEDS EXCEED 25 MPH.

i. THE PERMIT COMPLIANCE ENGINEER SHALL ENSURE THAT STREET SWEEPING OF ADJACENT PUBLIC ROADS OCCURS AT
THE END OF EACH WORK DAY THAT VISIBLE SOIL MATERIAL IS CARRIED ONTO PAVED ROADS AND AT LEAST ONCE
EVERY TWO WEEKS. A LOG OF ALL STREET SWEEPING ACTIVITIES SHALL BE MAINTAINED BY THE PERMIT COMPLIANCE
ENGINEER AND SHALL BE MADE AVAILABLE TO THE COUNTY UPON REQUEST.

j THE PERMIT COMPLIANCE ENGINEER SHALL ENSURE THAT CHEMICAL DUST SUPPRESSANTS ARE APPLIED AT LEAST ONCE
PER YEAR TO ALL DESIGNATED UNPAVED PARKING AREAS USED BY CONSTRUCTION WORKERS AND/OR CONSTRUCTION
EQUIPMENT.

k. THE PERMIT COMPLIANCE ENGINEER SHALL ENSURE THAT ROUGH GRADING ACTIVITIES AND DEMOLITION ACTIVITIES DO
NOT OVERLAP WITH EACH OTHER AND WITH OTHER PHASES OF CONSTRUCTION (L.E., PAVING, UNDERGROUND, BUILDING,
AND ARCHITECTURAL COATINGS). A SCHEDULE OF SUCH ACTIVITIES SHALL BE MAINTAINED BY THE PERMIT COMPLIANCE
ENGINEER, AND SHALL BE MADE AVAILABLE TO THE COUNTY UPON REQUEST.

DOCUMENTATION: THE PERMIT COMPLIANCE ENGINEER SHALL PROVIDE THE DEPARTMENT OF PUBLIC WORKS WITH EVIDENCE OF
COMPLIANCE WITH THIS MITIGATION MEASURE IN THE REGULAR REPORTS REQUIRED PURSUANT TO SECTION 87.422(A) OF

THE COUNTY'S GRADING ORDINANCE, AND SHALL MAKE SUCH EVIDENCE AVAILABLE WHEN REQUESTED BY THE COUNTY.
TIMING: THE LISTED ACTIONS SHALL OCCUR THROUGHOUT THE DURATION OF THE GRADING CONSTRUCTION. MONITORING: THE

[DPW, PDCI] SHALL MAKE SURE THAT THE GRADING CONTRACTOR COMPLIES WITH THE AIR QUALITY REQUIREMENTS OF THIS
CONDITION. THE [DPW, PDCI] SHALL CONTACT THE [DPLU, PCC] IF THE APPLICANT FAILS TO COMPLY WITH THIS CONDITION.

AR QUALITY: [DPW, PDCI] INTENT: IN ORDER TO LOWER CONSTRUCTION EMISSIONS OF OXIDES OF NITROGEN (NOX) TO BELOW THE
COUNTY'S ESTABLISHED SCREENING LEVEL THRESHOLDS (SLTS) FOR CONSTRUCTION ACTIVITIES, EMISSION REDUCTION
ACTIVITIES SHALL OCCUR. DESCRIPTION OF REQUIREMENT: THE FOLLOWING EMISSION REDUCTION ACTIVITIES SHALL BE
UNDERTAKEN DURING CONSTRUCTION ACTIVITIES TO REDUCE CONSTRUCTION VEHICLE AND EQUIPMENT EMISSIONS OF NOX:

a. THE PERMIT COMPLIANCE ENGINEER SHALL VERIFY THAT ALL CONSTRUCTION EQUIPMENT AND VEHICLES ARE PROPERLY
TUNED AND MAINTAINED IN ACCORDANCE WITH MANUFACTURERS' RECOMMENDATIONS, TO ENSURE PROPER TIMING AND
TUNING OF ENGINES.

b. THE PERMIT COMPLIANCE ENGINEER SHALL INSTRUCT ALL DIESEL-FUELED CONSTRUCTION VEHICLE AND EQUIPMENT
OPERATORS TO RESTRICT IDLING TIMES TO FIVE MINUTES AND TO TURN OFF ENGINES WHEN VEHICLES AND EQUIPMENT
ARE NOT IN USE. THE PERMIT COMPLIANCE ENGINEER SHALL BE RESPONSIBLE FOR ENFORCING THIS REQUIREMENT
DURING ALL CONSTRUCTION ACTIVITIES.

DOCUMENTATION: THE PERMIT COMPLIANCE ENGINEER SHALL PROVIDE THE DEPARTMENT OF PUBLIC WORKS WITH EVIDENCE OF
COMPLIANCE WITH THIS MITIGATION MEASURE IN THE REGULAR REPORTS REQUIRED PURSUANT TO SECTION 87.422(A) OF
THE COUNTY'S GRADING ORDINANCE, AND SHALL MAKE SUCH EVIDENCE AVAILABLE WHEN REQUESTED BY THE COUNTY.
TIMING: THE LISTED ACTIONS SHALL OCCUR THROUGHOUT THE DURATION OF CONSTRUCTION ACTIVITIES. MONITORING: THE
[DPW, PDCI] SHALL MAKE SURE THAT THE GRADING CONTRACTOR COMPLIES WITH THE AIR QUALITY REQUIREMENTS OF THIS
CONDITION. THE [DPW, PDCI] SHALL CONTACT THE [DPLU, PCC] IF THE APPLICANT FAILS TO COMPLY WITH THIS CONDITION.

(CLIMATE CHANGE)

GP10.

CLIMATE CHANGE: [DPW, PDCI] INTENT: CONSTRUCTION EQUIPMENT SHALL UTILIZE BIODIESEL FUELS, WHEN FEASIBLE, TO REDUCE

GREENHOUSE GAS EMISSIONS (GHG) EMISSIONS THAT WOULD OCCUR DURING CONSTRUCTION. DESCRIPTION OF REQUIREMENT:
CONSTRUCTION EQUIPMENT SHALL UTILIZE BIODIESEL FUELS, WHEN FEASIBLE, AS FOLLOWS:

‘WITH THE EXCEPTION OF EQUIPMENT USED FOR ASPHALT PAVING, TRENCHING, AND OFF-SITE IMPROVEMENTS, ALL
DIESEL-POWERED CONSTRUCTION EQUIPMENT SHALL USE B20 BIODIESEL FUEL (COMPRISING A MINIMUM OF 20%
BIODIESEL) FOR THE DURATION OF CONSTRUCTION ACTIVITIES. ANY CONSTRUCTION EQUIPMENT WHOSE WARRANTY WOULD
BE VOIDED UPON THE USE OF B20 BIODIESEL FUEL SHALL BE EXEMPT FROM THIS REQUIREMENT. THE COUNTY DPLU
MAY EXEMPT ADDITIONAL PIECES OF EQUIPMENT FROM THIS REQUIREMENT UPON WRITTEN REQUEST FROM THE PERMIT
COMPLIANCE ENGINEER DOCUMENTING A VALID TECHNICAL, ECONOMIC, OR PHYSICAL REASON WHY THE USE OF B20
BIODIESEL FUEL CANNOT BE USED. THIS REQUIREMENT SHALL ONLY APPLY IF B20 BIODIESEL FUEL IS AVAILABLE WITHIN
15 ROADWAY MILES FROM THE PROPOSED PROJECT SITE AT THE TIME CONSTRUCTION ACTIVITIES COMMENCE."

DOCUMENTATION: THE PERMIT COMPLIANCE ENGINEER SHALL INCLUDE EVIDENCE OF THE USE OF B20 BIODIESEL FUEL IN THE
REGULAR REPORTS REQUIRED PURSUANT TO SECTION 87.422(A) OF THE COUNTY'S GRADING ORDINANCE, OR SHALL PROVIDE
EVIDENCE THAT B20 BIODIESEL FUEL IS NOT AVAILABLE WITHIN 15 ROADWAY MILES OF THE PROPOSED PROJECT SITE.
TIMING: THE LISTED ACTIONS SHALL OCCUR THROUGHOUT THE DURATION OF CONSTRUCTION ACTIVITIES. MONITORING: THE
[DPW, PDCI] SHALL MAKE SURE THAT THE GRADING CONTRACTOR COMPLIES WITH THE CLIMATE CHANGE REQUIREMENTS OF
THIS CONDITION. THE [DPW, PDCI] SHALL CONTACT THE [DPLU, PCC] IF THE APPLICANT FAILS TO COMPLY WITH THIS
CONDITION.

GEOTECHNICAL STUDIES: [DPLU, BD] [GP] INTENT: IN ORDER TO ENSURE SPECIFIC MITIGATION MEASURES FOR GEOLOGIC HAZARDS
ARE IMPLEMENTED INTO THE GRADING PLANS.. DESCRIPTION OF REQUIREMENT: ALL RECOMMENDATIONS PRESENTED IN
SECTION 6 FROM GEOTECHNICAL INVESTIGATION, 159-ACRE PROPERTY, ALTA ROAD AND AIRWAY ROAD, SAN DIEGO COUNTY,
CALIFORNIA PREPARED BY GEOCON, INC. DATED FEBRUARY 28, 2005 SHALL BE INCORPORATED INTO THE GRADING PLANS
AND PART OF THE GRADING NOTES TO BE OBSERVED DURING GRADING OPERATIONS. DOCUMENTATION: THE APPLICANT
SHALL PREPARE THE GRADING PLANS TO [DPLU, BD] TIMING: PRIOR TO THE APPROVAL OF ANY GRADING PLANS, THE
GRADING PLANS SHALL INCLUDE REQUIRED ELEMENTS INDICATED IN THIS CONDITION. MONITORING: THE [DPLU, BD] SHALL
REVIEW THE GRADING PLAN TO ENSURE ALL RECOMMENDATIONS AND NOTES ARE INCLUDED PER THIS CONDITION. IF THERE
ARE ANY ADDITIONAL RECOMMENDATIONS FOR SLOPE STABILITY, THE [DPLU, BD] SHALL ENSURE THAT THEY ARE
INCORPORATED INTO THE GRADING PLANS FOR THE PROJECT.

(CULTURAL RESOURCES)

GP12

ARCHAEOLOGICAL MONITORING: [DPW, PDCI] [DPLU, PCC] [DPLU, FEE X2] INTENT: IN ORDER TO COMPLY WITH THE MITIGATION
MONITORING AND REPORTING PROGRAM PURSUANT TO TM3505, AND THE COUNTY OF SAN DIEGO GUIDELINES FOR

DETERMINING _ SIGNIFICANCE  AND REPORT FORMAT AND CONTENT REQUIREMENTS FOR ARCHEOLOGICAL AND HISTORIC

RESOURCES , CULTURAL RESOURCE GRADING MONITORING PROGRAM SHALL BE IMPLEMENTED. DESCRIPTION OF REQUIREMENT:
THE PROJECT ARCHAEOLOGIST (AND NATIVE AMERICAN MONITOR, IF CONTRACTED) SHALL MONITOR ORIGINAL CUTTING OF
PREVIOUSLY UNDISTURBED DEPOSITS IN ALL AREAS IDENTIFIED FOR DEVELOPMENT INCLUDING OFF-SITE IMPROVEMENTS. THE
GRADING MONITORING PROGRAM SHALL COMPLY WITH THE FOLLOWING REQUIREMENTS DURING GRADING:

a. "DURING THE ORIGINAL CUTTING OF PREVIOUSLY UNDISTURBED DEPOSITS, THE PROJECT ARCHAEOLOGIST AND NATIVE
AMERICAN MONITOR SHALL BE ONSITE AS DETERMINED NECESSARY BY THE PROJECT ARCHAEOLOGIST. INSPECTIONS WILL
VARY BASED ON THE RATE OF EXCAVATION, THE MATERIALS EXCAVATED, AND THE PRESENCE AND ABUNDANCE OF
ARTIFACTS AND FEATURES. THE FREQUENCY AND LOCATION OF INSPECTIONS WILL BE DETERMINED BY THE PROJECT
ARCHAEOLOGIST IN CONSULTATION WITH THE NATIVE AMERICAN MONITOR. MONITORING OF CUTTING OF PREVIOUSLY
DISTURBED DEPOSITS WILL BE DETERMINED BY THE PROJECT ARCHAEOLOGIST.”

b. "IN THE EVENT THAT PREVIOUSLY UNIDENTIFIED POTENTIALLY SIGNIFICANT CULTURAL RESOURCES ARE DISCOVERED, THE
PROJECT ARCHAEOLOGIST, IN CONSULTATION WITH THE NATIVE AMERICAN MONITOR, SHALL HAVE THE AUTHORITY TO
DIVERT OR TEMPORARILY HALT GROUND DISTURBANCE OPERATIONS IN THE AREA OF DISCOVERY TO ALLOW EVALUATION
OF POTENTIALLY SIGNIFICANT CULTURAL RESOURCES. AT THE TIME OF DISCOVERY, THE PROJECT ARCHAEOLOGIST SHALL
CONTACT THE DPLU STAFF ARCHAEOLOGIST. THE PROJECT ARCHAEOLOGIST, IN CONSULTATION WITH THE DPLU STAFF
ARCHAEOQOLOGIST, SHALL DETERMINE THE SIGNIFICANCE OF THE DISCOVERED RESOURCES. CONSTRUCTION ACTIVITIES WILL
BE ALLOWED TO RESUME IN THE AFFECTED AREA ONLY AFTER THE DPLU STAFF ARCHAEOLOGIST HAS CONCURRED WITH
THE EVALUATION. FOR SIGNIFICANT CULTURAL RESOURCES, A RESEARCH DESIGN AND DATA RECOVERY PROGRAM TO
MITIGATE IMPACTS SHALL BE PREPARED BY THE PROJECT ARCHAEOLOGIST AND APPROVED BY THE STAFF
ARCHAEOLOGIST, THEN CARRIED OUT USING PROFESSIONAL ARCHAEOLOGICAL METHODS.”

GPR.

c. "IF ANY HUMAN BONES ARE DISCOVERED, THE PROJECT ARCHAEOLOGIST SHALL CONTACT THE COUNTY CORONER AND
THE DPLU STAFF ARCHAEOLOGIST. IF THE REMAINS ARE DETERMINED TO BE OF NATIVE AMERICAN ORIGIN, THE MOST
LIKELY DESCENDANT, AS IDENTIFIED BY THE NATIVE AMERICAN HERITAGE COMMISSION, SHALL BE CONTACTED BY THE
PROJECT ARCHAEOLOGIST IN ORDER TO DETERMINE PROPER TREATMENT AND DISPOSITION OF THE REMAINS.”

d. "IF THE GRADING WILL TAKE MORE THAN 1 MONTH, THE PROJECT ARCHAEOLOGIST SHALL SUBMIT MONTHLY STATUS
REPORTS TO THE DIRECTOR OF PLANNING AND LAND USE STARTING FROM THE DATE OF THE NOTICE TO PROCEED TO
TERMINATION OF IMPLEMENTATION OF THE GRADING MONITORING PROGRAM. THE REPORTS SHALL BRIEFLY SUMMARIZE
ALL ACTIVITIES DURING THE PERIOD AND THE STATUS OF PROGRESS ON OVERALL PLAN IMPLEMENTATION. UPON
COMPLETION OF THE IMPLEMENTATION PHASE, A FINAL REPORT SHALL BE SUBMITTED DESCRIBING THE PLAN
COMPLIANCE PROCEDURES AND SITE CONDITIONS BEFORE AND AFTER CONSTRUCTION.”

DOCUMENTATION: THE APPLICANT SHALL IMPLEMENT THE GRADING MONITORING PROGRAM PURSUANT TO THIS CONDITION.
TIMING: THE FOLLOWING ACTIONS SHALL OCCUR THROUGHOUT THE DURATION OF THE GRADING CONSTRUCTION. MONITORING:
THE [DPW, PDCI] SHALL MAKE SURE THAT THE PROJECT ARCHEOLOGIST IS ON-SITE PERFORMING THE MONITORING DUTIES
OF THIS CONDITION. THE [DPW, PDCI] SHALL CONTACT THE [DPLU, PCC] IF THE PROJECT ARCHEOLOGIST OR APPLICANT
FAILS TO COMPLY WITH THIS CONDITION.

“BIOLOGICAL MONITORING: [DPLU, PCC] [DPW,PDCI] [PC] [DPLU, FEE X3] INTENT: IN ORDER TO PREVENT INADVERTENT DISTURBANCE
TO BURROWING OWLS, SENSITIVE PLANTS TO BE SALVAGED, VERNAL POOL SOIL TO BE SALVAGED, AND OTHER SENSITIVE
SPECIES, ALL GRADING SHALL BE MONITORED BY A BIOLOGICAL MONITOR. DESCRIPTION OF REQUIREMENT: A COUNTY
APPROVED BIOLOGIST SHALL PERFORM BIOLOGICAL MONITORING DURING ALL GRADING, CLEARING, GRUBBING, TRENCHING,
AND CONSTRUCTION ACTIVITIES. THE PROJECT BIOLOGIST SHALL SUPERVISE AND MONITOR GRADING ACTIVITIES TO ENSURE
AGAINST DAMAGE TO BIOLOGICAL RESOURCES THAT ARE INTENDED TO BE PROTECTED AND PRESERVED. THE MONITOR(S)
SHALL BE ON SITE DURING ALL GRADING AND CLEARING ACTIVITIES THAT ARE IN OR ADJACENT TO ANY BIOLOGICAL OPEN
SPACE AREAS OR SENSITIVE HABITATS. IF THERE ARE DISTURBANCES TO SENSITIVE SPECIES, THE MONITOR MUST REPORT
THEM IMMEDIATELY TO THE [DPLU PCC]. ADDITIONALLY, THE BIOLOGIST SHALL PERFORM THE FOLLOWING DUTEES:

1. PERFORM WEEKLY INSPECTION OF FENCING AND EROSION CONTROL MEASURES (DAILY DURING RAIN EVENTS) NEAR
PROPOSED PRESERVATION AREAS AND REPORT DEFICIENCIES IMMEDIATELY TO THE DPW CONSTRUCTION INSPECTOR;

2. PERIODICALLY MONITOR THE WORK AREA FOR EXCESSIVE DUST GENERATION IN COMPLIANCE WITH THE COUNTY
GRADING ORDINANCE AND REPORT DEFICIENCIES IMMEDIATELY TO THE DPW CONSTRUCTION INSPECTOR;

3. CONDUCT TRAINING FOR CONTRACTORS AND CONSTRUCTION PERSONNEL, INCLUDING THE PURPOSE FOR RESOURCE
PROTECTION, A DESCRIPTION OF THE BURROWING OWL AND ITS HABITAT, AND THE CONSERVATION MEASURES THAT
SHOULD BE IMPLEMENTED DURING PROJECT CONSTRUCTION;

4. MONITOR CONSTRUCTION LIGHTING PERIODICALLY TO ENSURE LIGHTING IS THE LOWEST ILLUMINATION POSSIBLE
ALLOWED FOR SAFETY, SELECTIVELY PLACED, SHIELDED, AND DIRECTED AWAY FROM PRESERVED HABITAT;

5. MONITOR EQUIPMENT MAINTENANCE, STAGING, AND FUEL DISPENSING AREAS TO ENSURE THERE IS NO RUNOFF TO
WATERS OF THE US;

6. STOP OR DIVERT ALL WORK WHEN DEFICIENCIES REQUIRE MEDIATION AND NOTIFY DPW CONSTRUCTION INSPECTOR AND
DPLU PERMIT COMPLIANCE SECTION WITHIN 24 HOURS; (8) PRODUCE PERIODIC (MONTHLY DURING GRADING) AND
FINAL REPORTS AND SUBMIT TO THE WILDLIFE AGENCIES AND THE DPLU (FINAL REPORT WILL RELEASE BOND);

7. CONFER WITH THE WILDLIFE AGENCIES AND DPLU PERMIT COMPLIANCE COORDINATOR WITHIN 24 HOURS ANY TIME
PROTECTED HABITAT OR SPECIES ARE BEING AFFECTED BY CONSTRUCTION;

8. ATTEND PRE-CONSTRUCTION, CONSTRUCTION MEETINGS, AND OTHER MEETINGS AS NECESSARY.

DOCUMENTATION: THE PROJECT BIOLOGIST SHALL PREPARE AND SUBMIT MONITORING REPORTS TO THE SATISFACTION OF THE
[DPLU, PCC], WHICH INDICATE THAT THE MONITORING HAS OCCURRED AS INDICATED ABOVE. TIMING: THESE SHALL OCCUR

THROUGHOUT THE DURATION OF THE GRADING CONSTRUCTION. MONITORING: THE [DPW, PDCI] SHALL ASSURE THAT THE
PROJECT BIOLOGIST IS ON—SITE PERFORMING THE MONITORING DUTIES OF THIS CONDITION DURING ALL APPLICABLE GRADING

ACTIVITES AS DETERMINED BY THE BIOLOGIST. THE [DPW, PDCI] SHALL CONTACT THE [DPLU, PCC] IF THE PROJECT

BIOLOGIST OR APPLICANT FAILS TO COMPLY WITH THIS CONDITION. THE [DPLU, PCC] SHALL REVIEW AND APPROVE THE
MONITORING REPORTS FOR COMPLIANCE WITH THIS CONDITION.

ROUGH GRADING: (PRIOR TO ROUGH GRADING APPROVAL AND ISSUANCE OF ANY BUILDING PERMIT).

(BIOLOGICAL RESOURCES)

GPM4.  BIOLOGICAL MONITORING: [DPLV, PCC] [RG, BP] [DPLV, FEE]

GPS.

INTENT: IN ORDER TO PREVENT INADVERTENT DISTURBANCE TO BURROWING OWLS, SENSITIVE PLANTS TO BE SALVAGED,
VERNAL POOL SOIL TO BE SALVAGED, AND OTHER SENSITIVE SPECIES, A GRADING MONITORING PROGRAM SHALL BE
IMPLEMENTED IN ACCORDANCE WITH THE COUNTY OF SAN DIEGO GUIDELINES FOR DETERMINING SIGNIFICANCE AND REPORT
FORMAT AND CONTENT REQUIREMENTS FOR BIOLOGICAL RESOURCES, DESCRIPTION OF REQUIREMENT: THE PROJECT
BIOLOGIST SHALL PREPARE AND SUBMIT A FINAL LETTER REPORT SUBSTANTIATING HIS/HER SUPERVISION OF THE GRADING
ACTIVITIES AND SUBSTANTIATING THAT GRADING DID NOT IMPACT ADDITIONAL BURROWING OWLS, PLANTS TO BE SALVAGED,
OR OTHER SENSITIVE BIOLOGICAL RESOURCES. THE REPORT SHALL CONFORM TO THE COUNTY OF SAN DIEGO REPORT
FORMAT GUIDELINES FOR BIOLOGICAL RESOURCES. IT SHALL ALSO INCLUDE BUT NOT BE LIMITED TO THE FOLLOWING ITEMS:

a. PHOTOS OF THE TEMPORARY FENCING THAT WAS
ACTIVITIES.

b. MONITORING LOGS SHOWING THE DATE AND TIME THAT THE MONITOR WAS ON SITE.
PHOTOS OF THE SITE AFTER THE GRADING AND CLEARING ACTIVITIES.

INSTALLED DURING THE TRENCHING, GRADING, OR CLEARING

DOCUMENTATION: THE APPLICANT SHALL SUBMIT THE FINAL BIOLOGICAL MONITORING REPORT TO THE [DPLU, PCC] FOR
REVIEW AND APPROVAL. TIMING: UPON COMPLETION OF ALL GRADING ACTIVITIES, AND PRIOR TO ROUGH GRADING FINAL

INSPECTION (GRADING ORDINANCE SEC 87.421.A.2), THE FINAL REPORT SHALL BE COMPLETED. MONITORING: THE [DPLU,

PCC] SHALL REVIEW THE FINAL REPORT FOR COMPLIANCE WITH THE PROJECT MMRP, AND INFORM [DPW, PDCI] THAT THE
REQUIREMENT IS COMPLETED.

(CULTURAL RESOURCES)

ARCHAEOLOGICAL MONITORING: [DPLU, PCC] [RG, BP] [DPLU, FEEL INTENT: IN ORDER TO COMPLY WITH THE ADOPTED MITIGATION
MONITORING AND REPORTING PROGRAM (MMRP) PURSUANT TO TM 5505, AND THE COUNTY OF SAN DIEGO GUIDELINES FOR
DETERMINING _SIGNIFICANCE AND REPORT FORMAT AND CONTENT REQUIREMENTS FOR ARCHAEOLOGICAL RESOURCES, A
GRADING MONITORING PROGRAM SHALL BE IMPLEMENTED. DESCRIPTION OF REQUIREMENT: THE PROJECT ARCHAEOLOGIST
SHALL PREPARE ONE OF THE FOLLOWING REPORTS UPON COMPLETION OF THE GRADING ACTIVITES THAT REQUIRE
MONITORING:

a. IF NO ARCHAEOLOGICAL RESOURCES ARE ENCOUNTERED DURING GRADING, THEN SUBMIT A FINAL NEGATIVE MONITORING
REPORT SUBSTANTIATING THAT GRADING ACTIVITES ARE COMPLETED AND NO CULTURAL RESOURCES WERE
ENCOUNTERED. MONITORING LOGS SHOWING THE DATE AND TIME THAT THE MONITOR WAS ON SITE MUST BE INCLUDED
IN THE NEGATIVE MONITORING REPORT.

b. IF ARCHAEOLOGICAL RESOURCES WERE ENCOUNTERED DURING GRADING, THE PROJECT ARCHAEOLOGIST SHALL PROVIDE
A MONITORING REPORT STATING THAT THE FIELD GRADING MONITORING ACTIVITIES HAS BEEN COMPLETED, AND THAT
RESOURCES HAVE BEEN ENCOUNTERED. THE REPORT SHALL DETAIL ALL CULTURAL ARTIFACTS AND DEPOSITS
DISCOVERED DURING MONITORING AND THE ANTICIPATED TIME SCHEDULE FOR COMPLETION OF THE CURATION PHASE OF
THE MONITORING.

DOCUMENTATION: THE APPLICANT SHALL SUBMIT THE MONITORING REPORT TO THE [DPLU, PCC] FOR REVIEW AND APPROVAL.
TIMING: UPON COMPLETION OF ALL GRADING ACTIVITIES, AND PRIOR TO ROUGH GRADING FINAL INSPECTION (GRADING
ORDINANCE SEC 87.421.A.2), THE REPORT SHALL BE COMPLETED. MONITORING: THE [DPLU, PCC] SHALL REVIEW THE
REPORT OR FIELD MONITORING MEMO FOR COMPLIANCE WITH THE PROJECT MMRP, AND INFORM [DPW, PDCI] THAT THE
REQUIREMENT IS COMPLETED.

FINAL GRADING RELEASE: (PRIOR TO ANY OCCUPANCY, FINAL GRADING RELEASE, OR USE OF THE PREMISES IN RELIANCE OF THIS
PERMIT).

(BIOLOGICAL RESOURCES)

GP16. OPEN SPACE SIGNAGE + FENCING [DPLU, PCC] [DPW, PDCIl [FG, UO] [DPLU, FEEL INTENT: IN ORDER TO PROTECT THE PROPOSED

ON-SITE OPEN SPACE EASEMENT FROM ENTRY AND DISTURBANCE, THE FENCING AND SIGNAGE SHALL BE INSTALLED.
DESCRIPTION OF REQUIREMENT: THE PERMANENT FENCES OR WALLS, AND OPEN SPACE SIGNS SHALL BE PLACED ALONG
THE OPEN SPACE BOUNDARY OF LOTS(S) C AS DESCRIBED IN THE ON-SITE RESOURCE MANAGEMENT PLAN AS SHOWN ON
THESE PLANS AND THE APPROVED CONCEPTUAL GRADING AND DEVELOPMENT PLAN FOR TM 3505.

a. THE FENCING/WALL DESIGN SHALL BE REVIEWED BY DPLU PRIOR TO INSTALLATION TO ENSURE THAT THEY COMPLY WITH
THE EAST OTAY MESA SPECIFIC PLAN.

b. EVIDENCE SHALL BE SITE PHOTOS AND A STATEMENT FROM A CALIFORNIA REGISTERED ENGINEER, OR LICENSED
SURVEYOR THAT THE PERMANENT WALLS OR FENCES, AND OPEN SPACE SIGNS HAVE BEEN INSTALLED.

c. THE SIGNS MUST BE CORROSION RESISTANT, A MINIMUM OF 6" X 9“ IN SIZE, ON POSTS NOT LESS THAN THREE (3)
FEET IN HEIGHT FROM THE GROUND SURFACE, AND MUST STATE THE FOLLOWING:

SENSITIVE ENVIRONMENTAL RESOURCES
AREA RESTRICTED BY EASEMENT
ENTRY WITHOUT EXPRESS WRITTEN PERMISSION FROM THE COUNTY OF SAN DIEGO
IS PROHIBITED. TO REPORT A VIOLATION OR FOR MORE INFORMATION ABOUT EASEMENT
RESTRICTIONS AND EXCEPTIONS CONTACT THE COUNTY OF SAN DIEGO,
DEPARTMENT OF PLANNING AND LAND USE
REFERENCE: T™M 5505

DOCUMENTATION: THE APPLICANT SHALL INSTALL THE FENCING AND SIGNAGE AND PROVIDE THE DOCUMENTATION PHOTOS
AND CERTIFICATION STATEMENT TO THE [DPLU, PCC]. TIMING: PRIOR TO THE OCCUPANCY OF ANY STRUCTURE OR USE OF
THE PREMISES IN RELIANCE OF TM 5505, AND PRIOR TO FINAL GRADING RELEASE (GRADING ORDINANCE SEC. 87.421.A.3)
THE FENCING AND SIGNAGE SHALL BE INSTALLED. MONITORING: THE [DPLU, PCC] SHALL REVIEW THE PHOTOS AND
STATEMENT FOR COMPLIANCE WITH THIS CONDITION.

“EASEMENT AVOIDANCE: [DPLU, PCC] [DPW, PDCI] [DPLU, FEE] INTENT: IN ORDER TO PROTECT SENSITIVE RESOURCES, PURSUANT TO
COUNTY GRADING ORDINANCE SECTION 87.112 THE OPEN SPACE EASEMENTS SHALL BE AVOIDED. DESCRIPTION OF
REQUIREMENT: THE EASEMENT INDICATED ON THIS PLAN IS FOR THE PROTECTION OF THE REALIGNED DRAINAGE CHANNEL
AND TRANSPLANTED SAN DIEGO MARSH-ELDER AND PROHIBITS ALL OF THE FOLLOWING ON ANY PORTION OF THE LAND
SUBJECT TO SAID EASEMENT: GRADING; EXCAVATION; PLACEMENT OF SOIL, SAND, ROCK, GRAVEL, OR OTHER MATERIAL;
CLEARING OF VEGETATION; CONSTRUCTION, ERECTION, OR PLACEMENT OF ANY BUILDING OR STRUCTURE; VEHICULAR
ACTIVITIES; TRASH DUMPING; OR USE FOR ANY PURPOSE OTHER THAN AS OPEN SPACE. IT IS UNLAWFUL TO GRADE OR
CLEAR WITHIN AN OPEN SPACE EASEMENT. ANY DISTURBANCE SHALL CONSTITUTE A VIOLATION OF THE COUNTY GRADING
ORDINANCE SECTION 87.112 AND WILL RESULT IN ENFORCEMENT ACTION AND RESTORATION. THE ONLY EXCEPTION(S) TO
THIS PROHIBITION :

a. CONSTRUCTION AND MAINTENANCE OF THE REALIGNED DRAINAGE CHANNEL ACCORDING TO CONDITION 7 AND THE
CONDITIONS OF THE CORPS 404 NATIONWIDE PERMIT AND THE RWQCB 401 WATER QUALITY CERTIFICATION OBTAINED
FOR THE PROJECT PER CONDITION 33

b. TRANSPLANTATION OF SALVAGED SAN DIEGO MARSH-ELDER ACCORDING TO THE APPROVED SAN DIEGO MARSH-ELDER
TRANSLOCATION PLAN PER CONDITION 28

¢. SELECTIVE CLEARING OF VEGETATION BY HAND TO THE EXTENT REQUIRED BY WRITTEN ORDER OF THE FIRE AUTHORITIES
FOR THE EXPRESS PURPOSE OF REDUCING AN IDENTIFIED FIRE HAZARD. WHILE CLEARING FOR FIRE MANAGEMENT IS
NOT ANTICIPATED WITH THE CREATION OF THIS EASEMENT, SUCH CLEARING MAY BE DEEMED NECESSARY IN THE
FUTURE FOR THE SAFETY OF LIVES AND PROPERTY. ALL FIRE CLEARING SHALL BE PURSUANT TO THE APPLICABLE FIRE
CODE OF THE FIRE AUTHORITY HAVING JURISDICTION AND THE MEMORANDUM OF UNDERSTANDING DATED FEBRUARY 26,
1997, BETWEEN THE WILDLIFE AGENCIES AND THE FIRE DISTRICTS AND ANY SUBSEQUENT AMENDMENTS THERETO.
ACTIVITIES CONDUCTED PURSUANT TO A REVEGETATION OR HABITAT MANAGEMENT PLAN APPROVED BY THE DIRECTOR
OF PLANNING AND LAND USE OR THE DIRECTOR OF PUBLIC WORKS.

d. VEGETATION REMOVAL OR APPLICATION OF CHEMICALS FOR VECTOR CONTROL PURPOSES WHERE EXPRESSLY REQUIRED
BY WRITTEN ORDER OF THE DEPARTMENT OF ENVIRONMENTAL HEALTH OF THE COUNTY OF SAN DIEGO.

e. MAINTENANCE AND CONSTRUCTION OF PRIVATE AND PUBLIC DRAINAGE FACILITIES TO THE EXTENT APPROVED OR
REQUIRED BY WRITTEN ORDER OF THE DIRECTOR OF PUBLIC WORKS FOR THE EXPRESS PURPOSE OF REDUCING AN
IDENTIFIED FLOODING OR DRAINAGE HAZARD. ALL MAINTENANCE OF DRAINAGE FACILITIES PURSUANT TO THIS EXCEPTION
SHALL NOT BE INITIATED UNTIL ALL APPLICABLE FEDERAL, STATE AND LOCAL PERMITS (E.G., CALIFORNIA SECTION 1600
STREAMBED ALTERATION AGREEMENT, COUNTY WATERCOURSE PERMIT) HAVE BEEN OBTAINED.

DOCUMENTATION: THE APPLICANT SHALL PROVIDE A LETTER STATEMENT TO THE [DPLU, PCC] STATING THAT ALL SENSITIVE
RESOURCE EASEMENTS WERE AVOIDED DURING THE GRADING CONSTRUCTION, AND THAT NO IMPACTS OR ENCROACHMENT
INTO THE OPEN SPACE OCCURRED. TIMING: PRIOR TO FINAL GRADING RELEASE THE LETTER VERIFYING THE EASEMENTS
WERE NOT DISTURBED SHALL BE SUBMITTED. MONITORING: THE [DPW, PDCI] SHALL NOT ALLOW ANY GRADING, CLEARING OR
ENCROACHMENT INTO THE OPEN SPACE EASEMENT.”

(CULTURAL RESOURCES)

GP18. ARCHAEOLOGICAL MONITORING: [DPLU, PCC] [RG, BP] [DPLU, FEE] INTENT: IN ORDER TO COMPLY WITH THE ADOPTED MITIGATION

MONITORING AND REPORTING PROGRAM (MMRP) PURSUANT TO TM 5505, AND THE COUNTY OF SAN DIEGO GUIDELINES FOR

DETERMINING SIGNIFICANCE AND REPORT FORMAT AND CONTENT REQUIREMENTS FOR ARCHAEOLOGICAL RESOURCES, A
GRADING MONITORING PROGRAM SHALL BE IMPLEMENTED. DESCRIPTION OF REQUIREMENT: THE PROJECT ARCHAEOLOGIST
SHALL PREPARE A FINAL REPORT THAT DOCUMENTS THE RESULTS, ANALYSIS, AND CONCLUSIONS OF ALL PHASES OF THE
ARCHAEOLOGICAL MONITORING PROGRAM IF CULTURAL RESOURCES WERE ENCOUNTERED DURING GRADING. THE REPORT
SHALL INCLUDE THE FOLLOWING:

a. DEPARTMENT OF PARKS AND RECREATION PRIMARY AND ARCHAEOLOGICAL SITE FORMS.
b. DAILY MONITORING LOGS

c. EVIDENCE THAT ALL CULTURAL RESOURCES COLLECTED DURING THE GRADING MONITORING PROGRAM HAVE BEEN
SUBMITTED TO A SAN DIEGO CURATION FACILITY THAT MEETS FEDERAL STANDARDS PER 36 CFR PART 79, AND,
THEREFORE, WOULD BE PROFESSIONALLY CURATED AND MADE AVAILABLE TO OTHER ARCHAEOLOGISTS/RESEARCHERS
FOR FURTHER STUDY. THE COLLECTIONS AND ASSOCIATED RECORDS, INCLUDING TITLE, SHALL BE TRANSFERRED TO THE
SAN DIEGO CURATION FACILITY AND SHALL BE ACCOMPANIED BY PAYMENT OF THE FEES NECESSARY FOR PERMANENT
CURATION. EVIDENCE SHALL BE IN THE FORM OF A LETTER FROM THE CURATION FACILITY STATING THAT
ARCHAEOLOGICAL MATERIALS HAVE BEEN RECEIVED AND THAT ALL FEES HAVE BEEN PAID.

d. IF NO CULTURAL RESOURCES ARE DISCOVERED, A BRIEF LETTER TO THAT EFFECT MUST BE SUBMITTED STATING THAT

THE GRADING MONITORING ACTIVITIES HAVE BEEN COMPLETED. DAILY MONITORING LOGS MUST BE SUBMITTED WITH THE
NEGATIVE MONITORING REPORT.

DOCUMENTATION: THE APPLICANT SHALL SUBMIT THE REPORT TO THE [DPLU, PCC] FOR REVIEW AND APPROVAL. TIMING:
PRIOR TO THE OCCUPANCY OF ANY STRUCTURE OR USE OF THE PREMISES IN RELIANCE OF TM 35505, AND PRIOR TO FINAL
GRADING RELEASE (GRADING ORDINANCE SEC. 87.421.A.3), FOR THE FINAL REPORT SHALL BE COMPLETED. MONITORING: THE
[DPLU, PCC] SHALL REVIEW THE FINAL REPORT FOR COMPLIANCE WITH THE PROJECT MMRP, AND INFORM [DPW, PDCI] THAT
THE REQUIREMENT IS COMPLETED.

(PALEONTOLOGICAL RESOURCES)

GP19.

PALEONTOLOGICAL MITIGATION AND MONITORING PROGRAM: [DPLU] [GRADING INSPECTION] INTENT: IN ORDER TO MITIGATE POTENTIAL
IMPACTS TO PREVIOUSLY UNKNOWN PALEONTOLOGICAL RESOURCES DURING PROJECT GRADING AND EXCAVATION ACTIVITIES,
A MITIGATION AND MONITORING PROGRAM SHALL BE ESTABLISHED. DESCRIPTION OF REQUIREMENT: THE IMPACTS WILL BE
MITIGATED BY IMPLEMENTING THE MITIGATION AND MONITORING PROGRAM DETAILED IN THE COUNTY'S GUIDELINES FOR
DETERMINING SIGNIFICANCE — PALEONTOLOGICAL RESOURCES (COUNTY OF SAN DIEGO 2008). INITIAL CUTTING, GRADING, OR
EXCAVATION OF UNDISTURBED SUBSTRATUM IN AREAS OF HIGH AND MODERATE SENSITIVITY WILL BE MONITORED BY A
PROJECT PALEONTOLOGIST OR A PALEONTOLOGICAL RESOURCES MONITOR UNDER THE SUPERVISION OF THE PROJECT
PALEONTOLOGIST. IF PALEONTOLOGICAL RESOURCES ARE UNEARTHED, THE QUALIFIED PALEONTOLOGIST OR PALEONTOLOGICAL
MONITOR SHALL DIRECT, DIVERT, OR HALT ANY GRADING OR EXCAVATION ACTIVITY UNTIL SUCH TIME THAT THE SENSITIVITY
OF THE RESOURCE CAN BE DETERMINED AND THE APPROPRIATE RECOVERY IMPLEMENTED. IF FOUND, SIGNIFICANT
PALEONTOLOGICAL RESOURCES WILL BE SALVAGED, CLEANED, CURATED, AND TRANSFERRED TO AN ACCREDITED MUSEUM OR
UNIVERSITY IN CALIFORNIA. MITIGATION SHALL BE CONSIDERED COMPLETE WHEN THE COUNTY'S PERMIT COMPLIANCE
COORDINATOR, ON BEHALF OF THE DIRECTOR OF PLANNING AND LAND USE, RECEIVES A FINAL REPORT PREPARED BY THE
PROJECT PALEONTOLOGIST, AND A LETTER FROM THE ACCREDITED INSTITUTION STATING THAT THE PALEONTOLOGICAL
RESOURCES HAVE BEEN RECEIVED AND ACCEPTED. DOCUMENTATION: THE APPLICANT SHALL PREPARE A FINAL REPORT
DOCUMENTING THE FINDINGS AND ANALYSIS OF FIELD WORK. THE FINAL REPORT SHALL BE SUBMITTED TO THE DEPARTMENT
OF PLANNING AND LAND USE. TIMING: FIELDWORK AND ANALYSIS SHALL BE COMPLETED PRIOR TO FINAL GRADING
INSPECTION. MONITORING: THE DEPARTMENT OF PLANNING AND LAND USE SHALL REVIEW THE FINAL PALEONTOLOGICAL
REPORT IN CONFORMANCE WITH THIS MITIGATION MEASURE AND THE SAN DIEGO COUNTY PALEONTOLOGICAL GUIDELINES FOR
DETERMINING SIGNIFICANCE.

IMPROVEMENT PLANS:

(BIOLOGICAL RESOURCES)

GP20. BREEDING SEASON CONSTRUCTION NOISE RESTRICTIONS: [DPW] IMPROVEMENT PLANS] INTENT: IN ORDER TO MITIGATE FOR POTENTIAL

INDIRECT IMPACTS TO BREEDING OR NESTING BIRDS, INCLUDING RAPTORS AND THE BURROWING OWL THAT COULD BE
IMPACTED BY CONSTRUCTION ACTIVITIES. DESCRIPTION OF REQUIREMENT: CONSTRUCTION NOISE MAY NOT EXCEED 60 DB
LEQ AT ANY ACTIVE RAPTOR OR BURROWING OWL NEST SITE. IF CONSTRUCTION OCCURS DURING THE BREEDING SEASON
(FEBRUARY 1 — AUGUST 31), A PRE-CONSTRUCTION SURVEY SHALL BE CONDUCTED BY A COUNTY-APPROVED BIOLOGIST
TO DETERMINE WHETHER CONSTRUCTION ACTIVITIES ARE LOCATED WITHIN 300 FEET OF BURROWING OWL BURROWS OR
WITHIN 800 FEET OF GROUND DWELLING RAPTOR NESTS. CONSTRUCTION ACTIVITIES MAY NOT PROCEED WITHIN 300 FEET OF
ACTIVE BURROWING OWL BURROWS OR WITHIN 800 FEET OF ACTIVE GROUND DWELLING RAPTOR NESTS. THIS LIMITATION MAY
ONLY BE WAIVED BY THE DIRECTOR OF DPLU IF A NOISE REPORT BY A COUNTY-APPROVED NOISE CONSULTANT CERTIFIES
THAT NOISE LEVELS WOULD NOT EXCEED 60 DB LEQ AT THE NEST SITE. IF THE NOISE REPORT DETERMINES THAT NOISE
MITIGATION MEASURES SUCH AS NOISE BARRIERS ARE NECESSARY TO BRING NOISE LEVELS TO BELOW 60 DB LEQ AT THE
NEST SITE(S), THEY SHALL BE INSTALLED PRIOR TO STARTING CONSTRUCTION. DOCUMENTATION: THE DPW SHALL ENSURE
THAT IMPROVEMENT PLANS INCLUDE A NOTE DOCUMENTING THESE REQUIREMENTS. THE APPLICANT SHALL PREPARE A
PRE-CONSTRUCTION SURVEY NO MORE THAN 30 DAYS PRIOR TO THE COMMENCEMENT OF CONSTRUCTION ACTIVITIES TO
DETERMINE WHETHER CONSTRUCTION ACTIVITIES ARE PROPOSED WITHIN 300 FEET OF BURROWING OWL BURROWS OR 800
FEET OF GROUND DWELLING RAPTOR NESTS. IF CONSTRUCTION ACTIVITIES ARE PROPOSED WITHIN 300 FEET OF BURROWING
OWL BURROWS OR 800 FEET OF GROUND DWELLING RAPTOR NESTS, THE APPLICANT SHALL PROVIDE A NOISE REPORT
PREPARED BY A COUNTY-APPROVED NOISE CONSULTANT SPECIFYING WHAT MITIGATION MEASURES, IF ANY, ARE REQUIRED
TO BRING THE NOISE LEVEL AT THE NEST SITE(S) BELOW 60 DB LEQ. IF NOISE MITIGATION MEASURES ARE REQUIRED, THE
APPLICANT SHALL PROVIDE EVIDENCE (E.G., PHOTOS) THAT DEMONSTRATES THAT THE MEASURES HAVE BEEN UNDERTAKEN
IN ACCORDANCE WITH THE NOISE REPORT. TIMING: THESE RESTRICTIONS SHALL BE DOCUMENTED ON ALL PROJECT
IMPROVEMENT PLANS PRIOR TO FINAL MAP APPROVAL. PRE-CONSTRUCTION SURVEYS SHALL OCCUR NO MORE THAN 30
DAYS PRIOR TO CONSTRUCTION ACTIVITIES. IF NOISE BARRIERS OR OTHER NOISE MITIGATION MEASURES ARE REQUIRED,
SUCH MEASURES SHALL BE INSTALLED PRIOR TO COMMENCEMENT OF ANY CONSTRUCTION ACTIVITIES WHICH OCCUR WITHIN
300 FEET OF BURROWING OWL BURROWS OR 800 FEET OF GROUND DWELLING RAPTOR NESTS. MONITORING: THE DPW SHALL
REVIEW IMPROVEMENT PLANS TO ENSURE THAT THE REQUIRED NOTES HAVE BEEN INCLUDED ON THE PLANS. THE DPLU
SHALL REVIEW THE PRE-CONSTRUCTION SURVEY, NOISE REPORT, AND EVIDENCE THAT NOISE MINIMIZATION MEASURES HAVE
BEEN UNDERTAKEN TO ENSURE THAT THE REQUIREMENTS SPECIFIED BY THIS MEASURE HAVE BEEN SATISFIED.

DOCUMENTATION: THE APPLICANT SHALL SUBMIT THE GRADING PLANS AND IMPROVEMENT PLANS, WHICH CONFORM TO THE
CONCEPTUAL DEVELOPMENT PLAN FOR THE PROJECT. TIMING: PRIOR TO THE APPROVAL OF THE MAP FOR AND PRIOR TO
THE APPROVAL OF ANY GRADING OR IMPROVEMENT PLAN AND ISSUANCE OF ANY PERMIT, THE NOTES AND ITEMS SHALL BE
PLACED ON THE PLANS AS REQUIRED. MONITORING: THE [DPW, ESU, OR DPLU, BD FOR DPLU MINOR GRADING, [DPR, TC
FOR TRAILS AND PP FOR PARK IMPROVEMENTS] SHALL VERIFY THAT THE GRADING AND OR IMPROVEMENT PLAN
REQUIREMENTS HAVE BEEN IMPLEMENTED ON THE FINAL GRADING AND OR IMPROVEMENT PLANS AS APPLICABLE. THE
ENVIRONMENTAL MITIGATION NOTES SHALL BE MADE CONDITIONS OF THE ISSUANCE OF SAID GRADING OR CONSTRUCTION
PERMIT.
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