(D) ROTOR HEAD
WITH NOZZLE
WJ (2 FINISH GRADE
IRRIGATION SPECIFICATIONS: (®)  SEE SPECS. FOR DEPTH
@) (4) SWING JOINT ASSEMBLY (GOMBINATION
1. ALL IRRIGATION MATERIALS AND PROCEDURES SHALL CONFORM TO THE COUNTY OF 15. AFTER ALL NEW IRRIGATION PIPING AND RISERS ARE IN PLACE AND CONNECTED AND ALL OTHER MARLEX //PVC, SCH 40 STREET ELLS,
SAN DIEGO SPECIFICATIONS AND REQUIREMENTS. NECESSARY WORK HAS BEEN COMPLETED, BUT PRIOR TO THE INSTALLATION OF IRRIGATION HEADS, oo /2%3/ . )
> IRRIGATION PLAN IS DIAGRAMATIC ONLY REMOTE CONTROL VALVES SHALL BE OPENED AND A FULL HEAD OF WATER USED TO FLUSH OUT THE I (®) ANGLE MAY VARY WITH SLOPE ANGLE
: : ENTIRE SYSTEM. ﬁ%ﬁ%ﬁ% m_ (6) PVC SCH 80 RISER
3. CONTRACTOR IS RESPONSIBLE FOR BEING AWARE OF ALL EXISTING SITE CONDITIONS. 16. CONTRACTOR SHALL KEEP THE PREMISES CLEAN AND FREE OF EXCESS EQUIPMENT, MATERIALS AND © LIE T x_ @ s
RUBBISH INCIDENTAL TO THE WORK OF THIS SECTION ON A DAILY BASIS. = (8 PVC SCH 40 TEE (SST) OR ELL (ST)
4,  IRRIGATION CONTRACTOR SHALL ADJUST ALL IRRIGATION EQUIPMENT TO PROVIDE AN EVEN COVERAGE mm @ PVC NON—PRESSURE LINE
AND KEEP SPRAY OFF OF THE WALKWAYS, WALLS, STREETS AND DRIVES. 17.  THE ENTIRE IRRIGATION SYSTEM SHALL BE GUARANTEED BY THE CONTRACTOR TO GIVE 1]
COMPLETE AND SATISFACTORY SERVICES AS TO MATERIALS AND WORKMANSHIP FOR A 0 @0 REBAR STAKE (30" LONG MIN.)
5. AS A MINIMUM, ALL IRRIGATION EQUIPMENT LOCATED ADJACENT TO WALKWAYS, STREETS AND PERIOD OF ONE (1> YEAR FROM THE DATE OF THE FINAL ACCEPTANCE OF THE WORK BY il Tl @ HUNTER STAKING KIT
DRIVES SHALL BE INSTALLED INSIDE OF PROPERTY LINE. T T T
18.  IRRIGATION CONTRACTOR SHALL MAINTAIN THE SYSTEM FOR A PERIOD OF THIRTY ¢30> DAYS AND 8
6. WHEN THE IRRIGATION SYSTEMS ARE COMPLETED, THE CONTRACTOR, IN THE PRESENCE OF THE SHALL WATER ON A DAILY BASIS. NOTE: USE TEFLON TAPE ON ALL
OWNER/DEVELOPER’S AUTHORIZED REPRESENTATIVE OR THE LANDSCAPE ARCHITECT, SHALL PERFORM " THREADED CONNECTIONS

A TEST OF COVERAGE OF WATER AFFORDED THE PLANTING AREAS TO ENSURE THAT IT IS COMPLETE
AND ADEQUATE. THE CONTRACTOR SHALL FURNISH ALL MATERIALS AND PERFORM ALL WORK
REQUIRED TO CORRECT ANY INADEQUACIES OF COVERAGE AT HIS OWN COST.

7. ALL IRRIGATION LINES ARE TEMPORARY AND INSTALLED ON GRADE.

ROTOR HEAD

SCALE:

A) ALL MAINLINE IN THE SYSTEM SHALL BE CAPPED AND PRESSURE TESTED AT 150 PSI FOR A
PERIOD OF FOUR <4> HOURS. ANY LEAKS FOUND SHALL BE CORRECTED BY REMOVING THE 3
LEAKING PIPE OR FITTINGS AND INSTALLING NEW MATERIAL IN ITS PLACE.

B ALL LATERAL LINES SHALL BE PRESSURE TESTED AT DESIGN PRESSURE FOR ONE (1> HOUR. 5 & ® 3

(0)) THE CONTRACTOR SHALL NOT ALLOW NOR CAUSE ANY OF HIS WORK TO BE COVERED
UNTIL IT HAS BEEN INSPECTED, TESTED, AND APPROVED BY THE OWNER OR THE
LANDSCAPE ARCHITECT.

(P

8. MAIN LINES: ALL PIPING UNDER CONSTANT PRESSURE BETWEEN WATER METER AND OR SUPPLY

RECTANGULAR VALVE wOXI/ \\l_.._z_m_._ GRADE

=TT )| === T
SYSTEM AND CONTROL VALVES AS PER LOCAL CODE OR SHALL BE PVC SCHEDULE 40 OR CLASS TR A » EI=IET=
315 PVC AND STAKED AT 10'-0’ O.C. WITH STEEL MAINLINE STAKES UNLESS OTHERWISE SHOWN ON | PEA GRAVEL (2’ DEPTH)
ON THE DRAWINGS. mwmww Dmm@wm -
9. LATERAL LINES, IF USED: ALL PIPING UNDER INTERMITTENT PRESSURE, DOWN STREAM OR CONTROL VALVES DR s B BRICK — 2 TOTAL
SHALL BE RIGID PVC 1120, SDR 21 OR SCHEDULE 40 STAKED AT 10’-0” 0O.C. WITH STEEL STAKES . L@ 18” SO o114
DRAWINGS, DETAILS, OR LEGEND. = g=
® REDUCED PRESSURE TYPE © PVC PRESSURE PIPE 6" PVC PIPE |/ T
10, ALL PLASTIC FITTINGS SHALL BERIGID POLYVINYL CHLORIDE, STANDARD SCHEDULE 40 TYPE I BACKFLOW PREVENTER @ HEIGHT PER LOCAL CODE | ———BALL VALVE
AND II. ALL RISERS AND NIPPLES SHALL BE REAMED SCHEDULE 80 PVC. ® SHUT-OFF VALVE (TYP). @ CONCRETE FOOTING (4" MIN.) SCHEDULE 80 PVC —
® THREADED BRASS ELL @ COMPACTED SUBGRADE THREADED NIPPLE (TWO
@ BRASS UNION @® 8" MIN. ALL AROUND TOTAL)
11. ALL HOSE BIB VALVES SHALL BE INSTALLED 18” FROM THE TOP OR TOE OF SLOPE A © READERERRASS NIPPLE (TYP.) @ SEE SPECS. FOR DEPTH
MINIMUM OF 12* ABOVE THE HIGHEST SPRINKLER HEAD ON THE SERVICED SYSTEM. BALL VALVES % PVC TAPE WRAP (3 LAYERS) % PRESSURE REQULATOR
PVC SCH 40 FEMALE ADAPTER
SHALL BE INSTALLED IN TEN <10> INCH ROUND VALVE BOXES WITH PEA GRAVEL BENEATH THE o SEE LU FOR PRESSURE SETTING) BLock PVC MAIN LINE
VALVE, SEE DETAIL.
12, ALL MAINLINE AND LATERAL LINES SHALL BE SLEEVED WITH PVC SCHEDULE 40. A MINIMUM OF
TWICE THE DIAMETER OF THE SLEEVED LINE WHERE IT PASSES UNDER PAVED AREAS. /C\R.P. BACKFLOW PREVENTER / B\ BALL VALVE
. SCALE:
13. ALL IRRIGATION LINES AND APPURTNANCES WITH THE EXCEPTION OF IRRIGATION LATERALS AND < SCALE: C
HEADS PROVIDING IRRIGATION OF AREAS WITHIN THE PUBLIC RIGHT-OF-WAY, SHALL BE INSTALLED
OUTSIDE THE PUBLIC RIGHT-OF-WAY.
14, CHECK VAVES SHALL BE INSTALLED AS NECESSARY TO PREVENT DRAINAGE OF THE VARIOUS
LATERAL SYSTEMS FROM OCCURING AT THE HEADS OF LOWEST ELEVATION. NO MORE THAN TWELVE
(12) FEET OF ELEVATION CHANGE SHALL SEPARATE CHECK VALVES. CHECK VALVES SHALL BE FIVE =
= VTv
(5> PSI RATED. o z J
B I—® @W
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=N=N=N=NS  EN=
SIEN=NE TSNS
JE L
SIS == . W
= S\Koscapy
- ® S . AMW\\\\\\
2 £&7 parsono Bz
IRRIGATION LEGEND (EQUIPMENT) ; -/ = (Rl ane | E
2 \B. 7/31/14/ §
SYMBOL DESCRIPTION MANUFACTURER MODEL NUMBER PRESSURE RADIUS GPM ’ nw \\\\\\\\U&&. %
My, OF TS
i
@ ROTOR HEAD HUNTER MP—ROTATOR MP3000-360 SHRUB/POP-UP 40 PsSI 24'-30’ 3.64(F)
@ ROTOR HEAD HUNTER MP—ROTATOR MP3000-180 SHRUB/POP-UP 40 PSI 24'-30’ 1.82(H) = -
. 2 ® BURIAL DEPTH (COVER): MAIN LINE AND ® MAINLINE
® ROTOR HEAD HUNTER MP—ROTATOR MP3000-90 SHRUB/POP—UP 40 PSI 24'-30 .86(Q) RONTROL WIRES- 18" [ATERAL LINES-12" & THREADED MAINLINE FITTING Darsono Design Associates, Inc.
<] AUTOMATIC CONTROLLER HUNTER PRO SERIES W/ RAIN—CLIK PEDESTAL MOUNT W/RAIN CLIK, RAINSENSOR ® REMOTE CONTROL VALVE (ANTI-SIPHON) ® COMPACTED BACKFILL LANDSCAPE ARCHITECTURE PLANNING
[RF] R.P. BACKFLOW PREVENTR  FEBCO 825 SERIES 1" SIZE ® SCHEDULE 80 PVC NIPPLES, TYP. ® FINISH GRADE O PHONE. (58 6412007 PAX (858) 541.2008 |
" REMOTE CONTROL VALVE RAINBIRD ASVF SERIES 1", INSTALL PER MANUFACTURER SPECIFICATIONS @ SCHEDULE 80 PVC UNION. ADAPT TO @ IRRIGATION CONTROL WIRES
VA BALL VALVE HAMMOND 8109 SERIES UNE SIZE SOLVENT—WELD ON DISCHARGE SIDE OF UNION. @ WATERPROFF WIRE CONNECTORS
P.0.C. 1” DOMESTIC METER ON SITE WATER METER ® LATERAL LINE
— — — SCHEDULE 40 PVC PRESSURE MAINLINE SCHEDULE 40 BROWN LINE TEMPORARY ON GRADE, SEE PLAN FOR SIZE
SCHEDULE 40 PVC LATERAL LINE SCHEDULE 40 BROWN LINE TEMPORARY ON GRADE, SEE PLAN FOR SIZE PRIVATE CONTRACT
/ D\  REMOTE CONTROL VALVE
COUNTY OF SAN DIEGO 5

) " SCALE:SCALE
NOTE: ALL IRRIGATION HEADS ADJACENT TO CURBS, WALKS, AND HARDSCAPE AREAS TO BE 6° POP—-UP < \_ DEPARTMENT OF PUBLIC WORKS

IRRIGATION HEADS. SHEETS

BENCH MARK LANDSCAPE SPECIFICATIONS FOR:

PROPOSED TPM 21144

APN 105—800—63
COUNTY APPROVED CHANGES DESCRIPTON: BENCHMARK N0, TE 0104 R e ] )
LoCATION-SW_COR. BRANDENBURG RD. & ALVARADO ST., CPrey Enginear M0 TAKHRRIDDINE 1 |Engineer of work:

22 FT. S. OF CL ALVARADO ST. & 27 FT. W. CL BRANDEN—

MARK A. FARRINGTON,R.C.E.

BURG S. PROD. 2 FT. NW PP 416240

By:

RECORDED FROM: SAN DIEGO CO. BENCHMARK
Grading _II

ELEVATION: 784.047 RECOV. DATUM: _1980 SD CO DOT Date Permit No

FILE NO.




PLANTING SPECIFICATIONS:

1,

3.

4,

10.

11,

12,

ALL PLANTING MATERIALS AND PROCEDURES SHALL CONFORM TO THE COUNTY OF SAN DIEGO
SPECIFICATIONS AND REQUIREMENTS,

PRIOR TO PLANTING, THE IRRIGATION SYSTEM SHALL BE FULLY OPERATIONAL.

PRIOR TO THE INCORPORATION OF THE AMENDMENTS, ALL PLANTING AREAS ARE TO BE THOROUGHLY
WATERED IN A MANNER THAT WILL PASS A MINIMUM OF TWELVE 2> INCHES OF WATER THROUGH

THE SURFACE SOIL ZONE. THIS PROCEDURE IS CALLED LEACHING AND ONLY WHEN COMPLETED AND
SOLUABLE SALTS ARE ADEQUATELY LOW SHALL THE ABOVE AMENDMENTS BE INCORPORATED.

FOR EACH CUBIC YARD OF BACKFILL CONSISTING OF 907 NATIVE SOIL AND 10%
NITROGEN STABILIZED wOOD SHAVINGS, THE FOLLOWING AMENDMENTS SHALL BE INCORPORATED:

A> 1 LB, AGRIFORM SLOW RELEASE FERTILIZER 12-12-12
B> 2 LBS, IRON SULFATE (DO NOT PLACE ON CONCRETE SURACES)
C> 1 LB, SOIL SULPHUR

NOTE: THE ABOVE SOIL AMENDMENTS IN ITEMS SIX (6> AND EIGHT (8> ARE SPECIFIED FOR
BIDDING PURPOSES ONLY, A MINIMUM OF THREE <(2> SOIL SAMPLES SHALL BE TAKEN FROM VARIOUS
POINTS IN THE SLOPE PLANTING AREAS AND ANALYZED BY SOIL TESTING LABORATORY.

RECOMMENDATIONS FOR TREE AND SHRUB BACKFILL, AS WELL AS BROADCAST AMENDMENT
RECOMMENDATIONS FOR ALL SLOPE AREAS SHALL BE PROVIDED TO THE LANDSCAPE
ARCHITECT FOR REVIEW PRIOR TO INSTALLATION.

PLANT PITS SHALL BE SQUARE AND TwO (2> TIMES GREATER IN DIAMETER THAN THE PLANT
CONTAINER AND AT LEAST TWELVE (12> INCHES BELOW THE BOTTOM OF THE CONTAINER.

ALL WATERING BASINS SHALL RECEIVE A MINIMUM OF TwO (2> INCHES OF SHREDDED BARK MULCH
A ONE (1> CUBIC YARD SAMPLE OF MULCH TO BE USED SHALL BE DELIVERED TO THE SITE
FOR INSPECTION BY THE OWNER/LANDSCAPE ARCHITECT.

PLANT COUNTS ARE FOR THE CONVENIENCE OF LANDSCAPE CONTRACTOR ONLY. LANDSCAPE
CONTRACTOR IS RESPONSIBLE TO PROVIDE ALL NECESSARY PLANT MATERIAL TO FULFILL THE DESIGN
INTENT OF THESE DRAWINGS.

TWENTY FOUR (24> HOURS PRIOR TO PLANTING, CONTRACTOR SHALL CONTACT OWNER/LANDSCAPE
ARCHITECT TO APPROVE ALL PLANT MATERIAL AND ITS INTENDED LOCATION ON SITE.

THE LANDSCAPE CONTRACTOR SHALL LEAVE THE SITE IN A CLEAN CONDITION REMOVING ALL USED
MATERIALS, TRASH, AND TOOLS ON A DAILY BASIS,

LANDSCAPE CONTRACTOR SHALL MAINTAIN ALL PLANTING AREAS FOR A PERIOD OF THIRTY (30> DAYS.
GUARANTEE ALL SHRUBS FOR NINETY (90> DAYS AND ALL TREES FOR ONE (1> YEAR. GUARANTEE

PERIOD FOR ALL TREES AND SHRUBS SHALL COMMENCE UPON WRITTEN APPROVAL OF THE OWNER AT
THE END OF THE MAINTENANCE PERIOD OR EXTENSION THEREOF.

LANDSCAPE CONTRACTOR SHALL BE HELD RESPONSIBLE FOR ANY REPAIRS OR REPLACEMENT OF
MATERIALS MADE NECESSARY THROUGH THE ACTION OR NEGLIGENCE OF HIS CREW.

UPON COMPLETION OF ALL WORK OUTLINED IN THESE PLANS., THE LANDSCAPE CONTRACTOR SHALL
CONTACT THE OWNER/LANDSCAPE ARCHITECT AND ARRANGE FOR A WALK THROUGH TO DETERMINE
THAT ALL ASPECTS OF WORK ARE COMPLETED. WORK MUST BE FULLY COMPLETED ACCORDING TO
ALL PLANS AND SPECIFICATIONS AND MUST BE COMPLETED IN A GOOD WORKMANSHIP LIKE MANNER
AND MUST BE ACCEPTED BY THE OWNER IN WRITING PRIOR TO THE COMMENCEMENT 0OF THE
MAINTENANCE PERIOD.

MINIMUM_PLANTING PIT SIZING

1 GAL. CONTAINER 12" DEEP x 18" DIAMETER
5  GAL. CONTAINER 18" DEEP x 30" DIAMETER

BARK MULCH
AS SPECD

3" DEPTH
WATERING BASIN

SHRUB

SET TOP OF ROOTBALL 1"
ABOVE SURROUNDING GRADE
AND SLOPE FOR DRAINAGE

SLOPE 1/4" / FT

FINISH BERM 12" MIN.
GRADE Y/ FROM TRUNK
BACKFILL
ROOTBALL PLANTING TABLET
; PLANTING BACKFILL
SR Ml G
PRIOR TO SETTING
SHRUB)
(A SHRUB PLANTING
< SCALE:
SYMBOL BOTANICAL NAME COMMON NAME SIZE REMARKS SYMBOL
SHRUBS
CAL ROS CALIFORNICA ROSEA CALIFORNIA ROSE 1 GALLON FULL AND BUSH FORM O
RUB URS ~ RUBUS URSINUS CALIFORNIA BLACKBERRY 1 GALLON FULL AND BUSH FORM ®
SAL LAS SALIX LASIOLEPIS ARROYO WILLOW 1 GALLON FULL AND BUSH FORM ®
GROUNDCOVERS

/// 3" DEEP NATIVE MULCH

PROVIDE SAMPLES FOR APPROVAL

N7 A2
S5/ pARsoNO \BZ
CUNNINGHAM

R.LA. 2418
Exp. 7/31/14

LANDSCAPE ARCHITECTURE PLANNING
5014 MOUNT LA PLATTA DRIVE SAN DIEGO, CA 92117
PHONE (858) 541-2007 FAX (858) 541-2008

PRIVATE CONTRACT

N COUNTY OF SAN DIEGO m
DEPARTMENT OF PUBLIC WORKS SHEETS

BENCH MARK

PLANTING LEGEND AND INSTALLATION DETAILS FOR:

PROPOSED TPM 21144

COUNTY APPROVED CHANGES

DESCRIPTION: BENCHMARK NO. TE 0104
IN CONC. MON.

LOCATION:SW_COR. BRANDENBURG RD. & ALVARADO ST.,

22 FT. S. OF CL ALVARADO ST. & 27 FT. W. CL BRANDEN—

BURG S. PROD. 2 FT. NW PP 416240

RECORDED FROM: SAN DIEGO CO. BENCHMARK

ELEVATION: 784.047 RECOV. DATUM: _1980 SD CO DOT

M>_uz 105—-800—-63)
o>_.__..o_~z_>ooomo_z>q_zomx"

Approved: MOHAMED FAKHRRIDDINE Engineer of work:
County Engineer

MARK A. FARRINGTON,R.C.E.

By:

o..on:....mz . _ll

Date Permi

FILE NO.
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PALM TREES, NON-—NATIVE TREES, AND NON-
NATIVE SHRUBS, REMOVE GENERAL CLEAN—-UP
OF THE AREAS.

AREAS WHERE SOUTHERN WILLOW SHRUBS,

NATIVE TO THIS AREA, ALL SOUTHERN WILLOW TO
REMAIN IN PLACE, PROTECT IN PLACE
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LANDSCAPE ARCHITECTURE PLANNING
5014 MOUNT LA PLATTA DRIVE SAN DIEGO, CA 92117

PHONE (858) 541-2007

FAX (858) 541-2008

PRIVATE CONTRACT

T

BENCH MARK

COUNTY APPROVED CHANGES

DESCRIPTION: BENCHMARK NO. TE 0104
IN CONC. MON.

LOCATION:SW_COR. BRANDENBURG RD. & ALVARADO ST.,
22 FT. S. OF CL ALVARADO ST. & 27 FT. W. CL BRANDEN—

BURG S. PROD. 2 FT. NW PP 416240

RECORDED FROM: SAN DIEGO CO. BENCHMARK

3

COUNTY OF SAN DIEGO
DEPARTMENT OF PUBLIC WORKS

5

SHEETS

LANDSCAPE WETLAND CLEAN—UP PLAN FOR:

PROPOSED TPM 21144
APN_105—-800—63)

CALIFORNIA Ooom_u_z>._._.m INDEX:

Approved: MOHAMED FAKHRRIDDINE Engineer of work:

County Engineer

By:

MARK A. FARRINGTON,R.C.E.

Grading
Date Permit No

ELEVATION: 784.047 RECOV. DATUM: _1980 SD CO DOT

FILE NO.
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PIPE SIZING /SLEEVING

THIS LEGEND TO BE USED FOR

LATERAL LINE PIPE INSTALLATION.
ALL MAINLINE TO BE SIZED AS
INDICATED ON PLAN

PIPE SIZE GPM’s
3/4 1-8
1” 9-12
1/4" 13-22
11/2" 23-30
2" 31-50
21/2" 51—70

NOTE: CONTRACTOR IS REQUIRED
TO PROVIDE SLEEVING FOR

ALL LATERAL LINE AND MAINLINE
UNDER ALL PAVING SURFACES.

RLA. 2418
Exp. 7/31/14

LANDSCAPE ARCHITECTURE PLANNING
5014 MOUNT LA PLATTA DRIVE SAN DIEGO, CA 92117
PHONE (858) 541-2007 FAX (858) 541-2008

PRIVATE CONTRACT

BENCH MARK

N_. COUNTY OF SAN DIEGO @
DEPARTMENT OF PUBLIC WORKS SHEETS

COUNTY APPROVED CHANGES

DESCRIPTION: BENCHMARK NO. TE 0104

IN CONC. MON.

TEMPORARY IRRIGATION PLAN FOR:

PROPOSED TPM 21144

._._.M>_uz 105—800-63)
o>_-__.|o_~z_>ooo_»_u_z>_z_umxn

LOCATION:SW_COR. BRANDENBURG RD. & ALVARADO ST.,

22 FT. S. OF CL ALVARADO ST. & 27 FT. W. CL BRANDEN—

BURG S. PROD. 2 FT. NW PP 416240

RECORDED FROM: SAN DIEGO CO. BENCHMARK

ELEVATION: 784.047 RECOV. DATUM: _1980 SD CO DOT

Approved: MOHAMED FAKHRRIDDINE Engineer of work:
County Engineer

MARK A. FARRINGTON,R.C.E.

By:

Grading
Date Permit No

FILE NO.
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LANDSCAPE ARCHITECTURE PLANNING
5014 MOUNT LA PLATTA DRIVE SAN DIEGO, CA 92117
PHONE (858) 541-2007

FAX (858) 541-2008

PRIVATE CONTRACT

BENCH MARK

®

COUNTY OF SAN DIEGO m

DEPARTMENT OF PUBLIC WORKS

SHEETS

COUNTY APPROVED CHANGES

DESCRIPTION: BENCHMARK NO. TE 0104

IN CONC. MON.

LANDSCAPE PLANTING PLAN FOR:

PROPOSED TPM 21144

._._.M>_uz 105—800-63)
CALIFORNIA COORDINATE INDEX:

LOCATION:SW_COR. BRANDENBURG RD. & ALVARADO ST.,

22 FT. S. OF CL ALVARADO ST. & 27 FT. W. CL BRANDEN—

BURG S. PROD. 2 FT. NW PP 416240

RECORDED FROM: SAN DIEGO CO. BENCHMARK

ELEVATION: 784.047 RECOV. DATUM: _1980 SD CO DOT

Approved: MOHAMED FAKHRRIDDINE

County Engineer

By:

Date

Engineer of work:

MARK A. FARRINGTON,R.C.E.

Grading
[Permit No. =

FILE NO.
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