PLAN VIEW

s (M) ROOF.

(2) ROOF GUTTER,

DOWNSPOUT.

SELF-CLEANING
INLET FILTER.

SECTION
NOTES:

A. CISTERN HEIGHT TO WIDTH RATIO MUST NOT EXCEED 2:1.

B. THE DOWNSPOUT, FILTER ASSEMBLY AND DIVERTER MUST BE SECURELY
ATTACHED WITH GALVANIZED OR STAINLESS STEEL FASTENERS.

C. POSITION DOWNSPOUT PROPERLY TO AVOID STANDING WATER.

PIPE TO CISTERN,
1% MIN. SLOPE.

OPTIONAL FIRST
FLUSH DIVERTER,
DETAIL WRP-09.
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CISTERN.

D. INSTALL A SUITABLE PAD AND BASE, TYPICAL OPTIONS ARE CONCRETE AND WATER LEVEL.
STABILIZED DECOMPOSED GRANITE (DG) WITH SUPPORT EDGE.

1 GAL WATER = 8.34 LBS.

(® OVER FLOW PIPE TO (1)

SUITABLE PAD.

SUITABLE BASE,
SUCH AS CLASS I
ROAD BASE.

COMPACT NATIVE
SOIL.

LOW FLOW OUTLET &
ROCK EROSION
CONTROL.

RAIN GARDEN.

AMENDED OR
SPECIALTY SOIL.

NATIVE SOIL.W/ NO
COMPACTION.

3" DEEP LAYER

E. CONSIDER MATCHING COLORS OF COMPONENTS TO EXISTING ARCHITECTURE. GARDEN. MULCH.
CISTERN TO Waterscape Rebate Program WRP - 08
RAIN GARDEN County of San Diego i
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