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PDP SWQMP  

Project Information Development type ☐ New development  ☒ Redevelopment 

Project Name  

Project Address 

Assessor’s Parcel # (APN) 

Permit # / Record ID 

Project category (select one) 
☒ Commercial 

☐ Minor subdivision* 

 
☐ Industrial ☐ Major subdivision* 

 
☐ Single family residential lot ☐ Multi-family residential* 

 *If residential, is a Homeowners Association (HOA) proposed? ☐ Yes ☐ No 
  

Project Applicant / Project Proponent 
Name 

Address 

Phone  Email:
  

SWQMP Preparer 
Name Robert Dentino 

Company (if applicable) Excel Engineering 

Address 440 State Place, Escondido, CA 92029 

Phone 760 745 8118 Email: rdentino@excelengineering.net 

PE Number (if applicable) 45629 

Preparer's Certification 
I understand that the County of San Diego has adopted minimum requirements for managing urban runoff, 
including storm water, from land development activities, as described in the County of San Diego BMP Design 
Manual.  The BMP Design Manual is a design manual for compliance with local County of San Diego Watershed 
Protection Ordinance (Sections 67.801 et seq.) and regional MS4 Permit (California Regional Water Quality 
Control Board San Diego Region Order No. R9-2013-0001, as amended by Order No. R9-2015-0001 and Order 
No. R9-2015-0100) requirements for storm water management. 

This SWQMP is intended to comply with applicable requirements of the BMP Design Manual.  I certify that it has 
been completed to the best of my ability and accurately reflects the project being proposed and the applicable 
BMPs proposed to minimize the potentially negative impacts of this project's land development activities on water 
quality.  I understand and acknowledge that the plan check review of this SWQMP by County staff is confined to a 
review and does not relieve me as the person in charge of overseeing the selection and design of storm water BMPs 
for this project, of my responsibilities for project design.  

Signature            Date 

 

COUNTY ACCEPTED    

SWQMP Approved By:             Approval Date:      
 
 
* NOTE* Approval does not constitute compliance with regulatory requirements.  
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Scope of SWQMP Submittal (Required) 

Select the option that describes the scope of this SWQMP Submittal.  Document your selection as indicated. 

SWQMP Scope Required Documentation 

☒ a. SWQMP addresses the entire project No additional documentation. 

☐ b. SWQMP implements requirements of 

an earlier master SWQMP submittal 

Include a copy of the previous submittal as Attachment 4. 

☐ c. First of multiple SWQMP submittals Identify below the elements addressed in this submittal and 
in future submittals. 

(1) Elements addressed in current submittal (streets, common areas, first project phase, etc.):  

      

(2) Elements to be addressed in future submittal(s) (individual lots, future project phases, etc.):  

      

 

Submittal Record:  List the dates of SWQMP and plan submittals and updates.  Briefly describe key 
changes from previous versions.  If responding to plan check comments, note this in the entry and attach the 
responses as applicable. 

No. Date Summary of Changes 

Preliminary Design / Planning / CEQA 

1 Date Initial Submittal 

2 Date Summary of Change 

3 Date Summary of Change 

No. Date Summary of Change 

Final Design 

1 Date Initial Submittal 

2 Date Summary of Change 

3 Date Summary of Change 

No. Date Summary of Change 

Plan Changes 

1 Date Initial Submittal 

2 Date Summary of Change 

3 Date Summary of Change 

No. Date Summary of Change 



 

General Directions 

Note: These directions may be omitted from the print version of the SWQMP submittal. 

 Scope of SWQMP Submittal and Submittal Record (inside front cover) 

Use the Submittal Scope table to document the scope of activities covered under this SWQMP Form.  Select 

one of the three options presented. 

• SWQMP addresses the entire project.  If this SWQMP form addresses the entire project from 

start to finish, additional documentation of the project scope is not required. 

• SWQMP implements requirements of an earlier master SWQMP submittal.  If this 

SWQMP Form implements requirements identified in an earlier master SWQMP Form, documentation 

of those earlier requirements must be provided.  Include a copy of the previous submittal as 

Attachment 4. 

• First of multiple SWQMP submittals.  If this is the first of multiple SWQMP submittals, use the 

spaces provided under Part c to identify and briefly describe which project elements are addressed in 

this submittal and which ones will be addressed in future submittals.  For example, this PDP addresses 

only streets and roads, but individual lots will be documented in future submittals. 

Use the Submittal Record table to list the dates of any updates to the SWQMP or construction plans.  

Briefly describe key changes from previous versions.  If responding to plan check comments, note this in the 

entry and attach the responses as applicable. 

 PDP SWQMP Submittal Checklist 

The checklist on Page 1 summarizes the tables and attachments to be included with this PDP SWQMP 

submittal.  It should be filled out after completing the remainder of the form.  Tables and attachments with 

boxes already checked () are required for all projects.  All tables are required.  The applicability of 

attachments not already checked will be identified during the completion of this form.   

 Attachment 1: Stormwater Intake Form 

Submit a copy of your completed Storm Water Intake Form as Attachment 1. 

 Tables 1, 2, and 3: Baseline Site Design and Source Control BMPs 

Table 1 Completion: Complete Table 1 to document existing and proposed site features and the BMPs to 

be implemented for them.  All BMPs must be implemented where applicable and feasible.  Applicability 

is generally assumed if a feature exists or is proposed. 

Table 2 Completion: Table 2 is not required for Small Residential Projects.  Applicants should check the 

box at the top of the table to confirm it does not apply. 

Small Residential Projects are those requiring either: a Building Permit, Minor Residential Grading Permit, 

or Site Plan Permit for a single family home; or a Tentative Parcel Map Permit for up to 4 single family 

homes and a remainder parcel.   

All other projects must complete Table 2 to identify applicable requirements for documenting pollutant-

generating sources/ features and source control BMPs.   

BMPs must be implemented for Table 1 and 2 features where feasible.  Leaving the box for a BMP 

unchecked means it will not be implemented (either partially or fully) either because it is inapplicable or 

infeasible.  Explanations must be provided in Table 3.  Tables 1 and 2 both provide specific instructions on 

when explanations are required. 



 

 Attachment 5: Existing Site and Drainage Description 

Complete Attachment 5 to provide a description of (1) the existing pre-development condition of the site, 

and (2) existing and proposed drainage conditions for the site.  If required, include a copy of the site Drainage 

Study with Attachment 5. 

 Structural Performance Standards 

Determine which Structural Performance Standards apply to the PDP, where they apply, and which 

compliance strategies you will use to satisfy them.  Record your selections in Table 4 as follows. 

  Table 4, Part A.1, Selection of Standards: First select the standards that apply to the project. 

• Pollutant control plus 
hydromodification 

Select if the PDP is not exempt from hydromodification management 
requirements.  It must satisfy both the Pollutant Control Performance 
Standard (BMPDM Section 2.2) and the Hydromodification Management 
Performance Standard (BMPDM Section 2.3). 

• Pollutant control only Select if the PDP is exempt from hydromodification management 
requirements per BMPDM Section 6.1.  Document the exemption in 
Attachment 9. 

  Table 4, Part A.2, Application of Standards: Next indicate where on the site the standards apply. 

• If this is a New Development Project, the standards apply to all impervious surfaces on the site. 

• If this is a Redevelopment Project, their applicability will depend on the ratio of created or replaced 

impervious areas to existing impervious areas (see BMPDM Section 1.7).  Complete the calculations in the 

table to determine your obligation.  The percent (%) impervious created or replaced (c) is determined 

by dividing the impervious area created or replaced (b) by the existing impervious area (a) and 

multiplying the result by 100. 

o If c is 50% or more: The standards apply to all impervious surfaces on the site (a + b). 

o If c is less than 50%: The standards apply only to created or replaced impervious surfaces (b only). 

  Table 4, Part B.1: Summary of Required Attachments (1 through 5) 

Use this part of the table to summarize which of Attachments 1 through 5 will be included with the SWQMP 

submittal.  If you are completing an electronic version of this form, your selections will be automatically 

recorded based on your previous input.  If you are completing a hard copy of this form, you must manually 

select Attachments 3 and 4 as applicable (see pages 4 and 6).  Note that Attachments 1,2, and 5 are required 

for all projects. 

  Table 4, Part B.2: Selection of Compliance Strategies 

Complete Part B.2 to document which compliance options will be used to satisfy the applicable standards for 

the site.  Before doing so, you must determine which option will be used for each DMA.  The following four 

potential design options are presented in detail in BMPDM Chapters 5 and 6. 

1. Self-mitigating DMAs (BMPDM Section 5.2.1) 

2. De Minimis DMAs (BMPDM Section 5.2.2) 

3. Self-retaining DMAs (BMPDM Section 5.2.3) 

4. Structural BMPs 

o Pollutant Control BMPs (BMPDM Sections 5.4) 

o Hydromodification BMPs (BMPDM Chapter 6) 

o Alternative Compliance Project (BMPDM Section 1.8) 

Only one compliance option may be used per individual DMA.  Regardless of which option is selected for any 

DMA, it must fully satisfy the applicable standard(s) determined in Part A.1. 



 

On the left side of Part B, check the applicable boxes for each compliance option to be used.  

 Summary of Additional Required Attachments (6 through 12) 

You must complete and submit each attachment identified for the compliance options selected.  Applicable 

attachments are listed to the right of each compliance option.  If you are completing an electronic version 

of this form, the required attachments for each design option will automatically be selected when you choose 

the compliance option.  As noted above, these selections will also be recorded on the PDP SWQMP Submittal 

Checklist (Page 1).  If you are completing a hard copy of this form, you will need to manually check the boxes 

for each applicable attachment on both pages. 

Note that Attachment 9 (Critical Coarse Sediment Yield Areas) is required for all PDPs.  If the PDP is exempt 

from hydromodification requirements, the exemption must be documented in Attachment 9. 

 Table 5: Critical Coarse Sediment Yield Area Requirements 

Complete Table 5 to select a compliance pathway for addressing Critical Coarse Sediment Yield Area 

(CCSYA) requirements for the PDP.  See BMPDM Appendix H for additional description of requirements and 

options.  Document Table 5 selections, including hydromodification management exemptions, in 

Attachment 9. 

 Tables 6 and 7: Temporary Construction Phase BMPs 

Complete Table 6 to document the minimum construction BMPs to be implemented for the project.  Each 

BMP must be implemented where applicable and feasible.  At least one BMP must be selected for each 

construction activity listed in the table (except Erosion Control for Disturbed Slopes, which requires one BMP 

per season). 

If applicable, use Table 7 to describe why BMPs not selected in Table 6 are either infeasible or are only 

partially feasible.  Justifications must be provided for all construction activity types for which NO BMPs were 

selected.  If requested by County staff, also justify why specific individual BMPs were not selected. 

 Attachment 2: DMA Exhibits and Construction Plans 

Exhibits and construction plan sets incorporating all applicable site features, activities, and BMPs identified in 

Tables 1, 2, and 6 must be submitted as Attachment 2 (DMA Exhibits and Construction Plan 

Sheets).  See the Attachment 2 cover sheet for additional instructions. 
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PDP SWQMP Submittal Checklist 

SWQMP Tables:  All of the tables below must be completed. 

 Table 1: Baseline BMPs for Existing and Proposed Site Features ............................................ Page 2 

 Table 2: Baseline BMPs for Pollutant-generating Sources ………………………......................... Page 3 

 Table 3: Explanations and Justifications for Table 1 and 2 Baseline BMPs ……………....... Page 4 

 Table 4: DMA Structural Compliance Strategies and Documentation ………………............. Page 5 

 Table 5: Critical Coarse Sediment Yield Area (CCSYA) Requirements ………………............. Page 6 

 Table 6: Minimum Construction Stormwater BMPs ………………………………………............... Page 7 

 Table 7: Explanations and Justifications for Construction Phase BMPs ……………............. Page 8 

 

SWQMP Attachments1:  Use the checklist below to identify which attachments will be included 

with this submittal.  Attachments with boxes already checked () are required for all projects.  

The applicability of other attachments will be determined upon completing this form. 

 Attachment 1: Storm Water Intake Form 

 Attachment 2: DMA Exhibits and Construction Plan Sheets 

☐ Attachment 3: Reserved for Future Use 

☐ Attachment 4: Previous SWQMP Submittals 

 Attachment 5: Existing Site and Drainage Description 

☐ Attachment 6: Documentation of DMAs without Structural BMPs 

☐ Attachment 7: Documentation of DMAs with Structural Pollutant Control BMPs 

☐ Attachment 8: Documentation of DMAs with Structural Hydromodification Management BMPs 

☐ Attachment 9: Management of Critical Coarse Sediment Yield Areas 

☐ Attachment 10: BMP Installation Verification Form 

☐ Attachment 11: BMP Maintenance Agreements and Plans 

☐ Attachment 12: Documentation of Alternative Compliance Projects (ACPs) 

 

After completing the remainder of this form, check the applicable SWQMP Attachment boxes to 

summarize your selections. 
 

  

 
1 All SWQMP Attachments are available at www.sandiego.gov/stormwater under the Development Resources tab, 

Submittal Templates. 
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Table 1 – Baseline BMPs for Existing and Proposed Site Features 

A. BMPs for Existing Natural Site Features  (See Fact Sheet BL-1)  

1. Check the boxes below for each existing 
feature on the site. 

2. Select the BMPs to be implemented for each identified feature. 
Explain why any BMP not selected is infeasible in Table 3. 

 Conserve natural 
features (SD-G) 

Provide buffers around 
waterbodies (SD-H) 

☐☐☐☐ Natural waterbodies ☐

☐☐

☐ ☐

☐☐

☐ 

☐☐☐☐ Natural storage reservoirs & drainage corridors ☐

☐☐

☐ --- 

☐☐☐☐ Natural areas, soils, & vegetation (incl. trees) 
☐

☐☐

☐ --- 
   

B. BMPs for Common Impervious Outdoor Site Features  (See Fact Sheet BL-2) 

1. Check the boxes below for 
each proposed feature. 

2. Select the BMPs to be implemented for each proposed feature. If neither BMP SD-B 
nor SD-I is selected for a feature, explain why both BMPs are infeasible in Table 3. 

 
a. Direct runoff to 
pervious areas 

(SD-B) 

b. Construct surfaces 
from permeable 
materials (SD-I) 

c. Minimize the size of 
impervious areas 

Streets and roads ☐

☐☐

☐ ☐

☐☐

☐ ☐

☐☐

☐ Check this box to confirm 
that all impervious areas on 
the site will be minimized 
where feasible. 
 
If this box is not checked, 
identify the surfaces that 
cannot be minimized in Table 
3, and explain why it is 
infeasible to do so. 

☒☒☒☒ Sidewalks & walkways ☐

☐☐

☐ ☐

☐☐

☐ 

☒☒☒☒ Parking areas & lots ☐

☐☐

☐ ☐

☐☐

☐ 

☒☒☒☒ Driveways 
☐

☐☐

☐ ☐

☐☐

☐ 

 Patios, decks, & courtyards ☐

☐☐

☐ ☐

☐☐

☐ 

☐☐☐☐ Hardcourt recreation areas ☐

☐☐

☐ ☐

☐☐

☐ 

Other: 
☐

☐☐

☐ ☐

☐☐

☐  

   

C. ☒☒☒☒ BMPs for Rooftop Areas: Check this box if rooftop areas are proposed and select at least 

one BMP below.   

If no BMPs are selected, explain why they are infeasible in Table 3. 

(See Fact 
Sheet BL-3) 

   

1. Direct runoff to 
pervious areas (SD-B) 

2. Install green roofs (SD-C) 3. Install rain barrels (SD-E) 

☒

☒☒

☒ ☐

☐☐

☐ ☐

☐☐

☐ 
   

D. ☒☒☒☒ BMPs for Landscaped Areas: Check this box if landscaping is proposed and select at least 

one BMP below.  

If no BMPs are selected, explain why they are infeasible in Table 3. 

(See Fact 
Sheet BL-4) 

   

1. Sustainable Landscaping (SD-K) 

☒

☒☒

☒ 
 

Note: All features and BMPs must be shown on applicable construction plans.  See applicable Fact Sheets in 
Appendix C of the BMP Design Manual for additional information. 

Note: Use Table 3 to explain BMP infeasibility or inapplicability, or to describe features or BMPs not listed in this 
table.  Additional explanation may be required by the County.   
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Table 2 – Baseline BMPs for Pollutant-generating Sources 

☐ If this is a Small Residential Project, check this box and skip the rest of this table. 
A. Management of Stormwater Discharges 

1. Identify all proposed outdoor 
work areas below 

2. Which BMPs will be used to prevent 
materials from contacting rainfall or runoff? 

(See Fact Sheet BL-5) 

3. Where will runoff from the work area be routed? 
(See Fact Sheet BL-6) 

(☐
☐☐

☐ Check here if none are proposed) (Select all feasible BMPs for each work area2) (Select one or more option for each work area) 

 Overhead 
covering 

(rooftops, etc.) 

(SC-A) 

Separation of 
flows from 

adjacent areas  
(berms, etc.) 

(SC-B) 

Wind 
protection 

(screens, etc.) 

(SC-C) 

Sanitary 
sewer3 

(SC-D) 

Containment 
system 

(SC-E) 

Stormwater 
S-BMP or SSD-

BMP4 Other5 

☒ Trash & Refuse Storage ☒ ☒ ☒ ☐ ☐ ☒ ☐ 
☐ Materials & Equipment Storage ☐ ☐ ☐ ☐ ☐ ☐ ☐ 
☒ Loading & Unloading 

☒ ☒ --- ☐ ☐ ☒ ☐ 
☐ Fueling 

☐ ☐ --- ☐ ☐ ☐ ☐ 

☐ Maintenance & Repair ☐ ☐ --- ☐ ☐ ☐ ☐ 
☐ Vehicle & Equipment Cleaning ☐ ☐ --- ☐ ☐ ☐ ☐ 
☐ Other: ☐ ☐ --- ☐ ☐ ☐ ☐ 
 

B. Prevention of Non-stormwater Discharges (See Fact Sheet BL-7) 

Select one option for each feature below: 

• Storm drain inlets and catch basins … ☐ are not proposed  ☒ will be labeled with stenciling or signage to discourage dumping (SC-F)   

• Educational BMP Signage … ☐ are not proposed  ☐ will be labeled with educational signage for BMP (SC-G)   

• Interior work surfaces, floor drains, & sumps … ☐ are not proposed ☐ will not discharge directly or indirectly to the MS4 or receiving waters 

• Drain lines (e.g., air conditioning, boiler, etc.) … ☐ are not proposed ☒ will not discharge directly or indirectly to the MS4 or receiving waters 

• Fire sprinkler test water … ☐ are not proposed ☐ will not discharge directly or indirectly to the MS4 or receiving waters 

Note: All outdoor features and BMPs in this table must be shown on applicable construction plans.  See applicable Fact Sheets in Appendix C of the BMP 
Design Manual for additional information. 
Note: Use Table 3 to explain BMP infeasibility or inapplicability, or to describe features or BMPs not listed in this table. Additional explanation may be 
required by the County. 

 
2 Each BMP is required where feasible. If none are selected for any feature, explain why they are infeasible in Table 3. 
3 Separate wastewater agency approvals may be required. 
4 Structural Treatment Control BMPs (S-BMPs) and Significant Site Design BMPs (SSD-BMPs) may not receive discharges from work areas that 

concentrate pollutants in a manner that will impair their functioning.  Discharges from the proposed work area must also be included in DCV 

calculations for the applicable BMP. 
5 Describe other proposed options for managing stormwater discharges in Table 3. 
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Table 3 – Explanations and Justifications for Table 1 and 2 Baseline BMPs 

☒

☒☒

☒ Check here if no explanations or justifications for Table 1 or 2 BMPs are required. 

• Required Justifications:  Provide explanations of BMP inapplicability and/or infeasibility as indicated per 
Tables 1 and 2. 

• If Requested: Justify why specific BMPs will not be implemented or will only be partially implemented. 

• Additional Explanation:  Describe any proposed features and/or BMPs not listed in Tables 1 or 2. 

BMP-Feature 
Combination 

Explanation 

Feature Feature 
Explanation 

BMP BMP 

Feature Feature 
Explanation 

BMP BMP 

Feature Feature 
Explanation 

BMP BMP 

Feature Feature 
Explanation 

BMP BMP 

Feature Feature 
Explanation 

BMP BMP 

Feature Feature 
Explanation 

BMP BMP 

Feature Feature 
Explanation 

BMP BMP 
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Table 4: DMA Structural Compliance Strategies and Documentation 

Part A – Selection and Application Structural Performance Standards 

1. Selection of Standards (select one; see BMPDM Section 6.1)  

☒☒☒☒ a. Pollutant control + hydromodification ☐☐☐☐ b. Pollutant control only (project is exempt from hydromodification requirements) 

2. Application of Structural Performance Standards (select one; see BMPDM Section 1.7) 

☐☐☐☐ New Development Projects: Standards apply to all impervious surfaces. 

☒☒☒☒ Redevelopment Projects: Complete the calculations below.  Select the applicable scenario based on the results. 
 

 

   

 a. Existing impervious area (ft2) b. Impervious area created / replaced (ft2) c. % Impervious created / replaced [(b/a)*100]  

  

☒☒☒☒ Scenario 1: c is 50% or more: Performance standards apply to all impervious surfaces (a + b). 

☐☐☐☐ Scenario 2: c is less than 50%: Performance standards apply only to created or replaced impervious surfaces (b only). 

Part B – Compliance Strategies and Required Attachments 
 

1.Complete and submit each of the 
applicable attachments on the right. 

 

 

Att. 1 Att. 2 Att. 3 Att. 4 Att. 5 

Storm Water Intake 
Form 

DMA Exhibits and 
Construction Plan 

Sheets 

N/A 
Previous SWQMP 

Submittals 
(see inside cover) 

Existing Site and 
Drainage Description 

  ☐

☐☐

☐ ☐

☐☐

☐  
 

2. Indicate each compliance strategy below that will be 
used for one or more DMAs on the site.   

 

 

Att. 6 Att. 7 Att. 8 Att. 9 Att. 10 Att. 11 Att. 12 

DMAs 
without 

Structural 
BMPs 

DMAs w/ 
Structural 
Pollutant 
Control 
BMPs 

DMAs w/ 
Structural 

Hydromod. 
BMPs 

Critical 
Coarse 

Sediment 
Yield 
Areas 

BMP 

Installation 
Verification 

Form 

Maintenance 
Agreements/ 

Plans 

Alternative 
Compliance 

Projects 

Self-mitigating DMAs (BMPDM Section 5.2.1)        

De Minimis DMAs (BMPDM Section 5.2.2)        

Self-retaining DMAs (BMPDM Section 5.2.3)        

Structural BMPs (select all that apply)        

Pollutant Control BMPs (BMPDM Section 5.4)        

Hydromodification Control BMPs (BMPDM Chapter 6)        

Alternative Compliance Project (BMPDM Section 1.8)        

 Please check this box after you complete this list. Corresponding attachments will be automatically selected on the right. 

• Attachments 1, 2, and 5 are required for all projects. 
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Table 5: Critical Coarse Sediment Yield Area (CCSYA) Requirements 

o Identify one applicable compliance pathway for the PDP below. 

o Document your selection in Attachment 9. 

A. Hydromodification Management Exemption (BMPDM Sections 1.6 and 6.1) 

☐☐☐☐ PDP is Exempt from Hydromodification Management Requirements 

Select if hydromodification management exemption was selected in Table 4 Part A.1. 

B. Watershed Management Area (WMAA) Mapping (BMPDM Appendix H.1.1.2) 

☒☒☒☒ WMAA mapping demonstrates the following: 

a. <5% of potential onsite CCYSAs will be impacted (built on or obstructed) 

b. All potential upstream offsite CCYSAs will be bypassed 

C. Resource Protection Ordinance (RPO) Methods (BMPDM Appendix H.1.1.1) 

☐☐☐☐ RPO Scenario 1: PDP is subject to and in compliance with RPO requirements 

a. Project requires one or more discretionary permits (RPO applicability is confirmed during discretionary review) 

b. Onsite AND upstream offsite CCSYAs will be avoided and/or bypassed 

☐☐☐☐ RPO Scenario 2: PDP is entirely exempt/not subject to RPO requirements6 

a. Project does not require discretionary permits 

b. Project will bypass all upstream offsite CCSYAs (no requirements for onsite CCSYAs) 

D. No Net Impact Analysis (BMPDM Appendix H.4) 

☐☐☐☐ Project demonstrates no net impact to receiving waters  

 

 

 
6 Does not include PDPs utilizing exemption(s) via RPO Section 86.604(e)(2)(cc) or 86.604(e)(3). 
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Table 6 –Minimum Construction Stormwater BMPs  

Minimum Required BMPs by Activity Type 
Select all applicable activities and at least one BMP for each. 

References 

Caltrans7 
County of San 

Diego 

☒☒☒☒ Erosion Control for Disturbed Slopes (choose at least 1 per season) 

☐

☐☐

☐ Vegetation Stabilization Planting8 (Summer) SS-2, SS-4  

☒

☒☒

☒ Hydraulic Stabilization Hydroseeding (Summer) SS-4  

☐

☐☐

☐ Bonded Fiber Matrix or Stabilized Fiber Matrix9 (Winter) SS-3  

☒

☒☒

☒ Physical Stabilization Erosion Control Blanket (Winter) SS-7  

☒☒☒☒ Erosion control for disturbed flat areas (slope < 5%) 

☒

☒☒

☒ County Standard Lot Perimeter Protection Detail SC-2 PDS 65910 

☐

☐☐

☐ Use of Item A erosion control measures on flat areas SS-3, SS-4, SS-7  

☐

☐☐

☐ County Standard Desilting Basin (must treat all site runoff) SC-2 PDS 66011 

☐

☐☐

☐ Mulch, straw, wood chips, soil application SS-6, SS-8  

☒☒☒☒ Energy dissipation (required to control velocity for concentrated runoff or dewatering discharge) 

☒

☒☒

☒ Energy Dissipater Outlet Protection SS-10 RSD D-4012 

☒☒☒☒ Sediment control for all disturbed areas 

☒

☒☒

☒ Silt Fence SC-1  

☐

☐☐

☐ Fiber Rolls (Straw Wattles) SC-5  

☒

☒☒

☒ Gravel & Sand Bags SC-6, SC-8  

☐

☐☐

☐ Dewatering Filtration NS-2  

☒

☒☒

☒ Storm Drain Inlet Protection SC-10  

☒

☒☒

☒ Engineered Desilting Basin (sized for 10-year flow) SC-2  

☒☒☒☒ Preventing offsite tracking of sediment 

☒

☒☒

☒ Stabilized Construction Entrance TC-1  

☒

☒☒

☒ Construction Road Stabilization TC-2  

☒

☒☒

☒ Entrance/Exit Tire Wash TC-3  

☒

☒☒

☒ Entrance/Exit Inspection & Cleaning Facility TC-1  

☒

☒☒

☒ Street Sweeping and Vacuuming SC-7  

☒☒☒☒ Materials Management 

☒

☒☒

☒ Material Delivery & Storage WM-1  

☒

☒☒

☒ Spill Prevention and Control WM-4  

☒☒☒☒ Waste Management13 

☒

☒☒

☒ Waste Management Concrete Waste Management WM-8  

☒

☒☒

☒ Solid Waste Management WM-5  

☒

☒☒

☒ Sanitary Waste Management WM-9  

☒

☒☒

☒ Hazardous Waste Management WM-6  
 

 
7 See Caltrans 2017 Construction Site Best Management Practices (BMP) Manual available at:  
https://dot.ca.gov/programs/construction/storm-water-and-water-pollution-control/manuals-and-handbooks 
8 Planting or Hydroseeding may be installed between May 1st and August 15th. Slope irrigation must be in 
place and operable for slopes >3 feet. Vegetation must be watered and established prior to October 1st. A 
contingency physical BMP must be implemented by August 15th if vegetation is not established by that date. 
If landscaping is proposed, erosion control measures must also be used while landscaping is being 
established. Established vegetation must have a subsurface mat of intertwined mature roots with a uniform 
vegetative coverage of 70 percent of the natural vegetative coverage or more on all disturbed areas. 
9 All slopes over three feet must have established vegetative cover prior to final permit approval. 
10 County PDS 659. Standard Lot Perimeter Protection Design System (Bldg. Division)  
11 County PDS 660. County Standard Desilting Basin for Disturbed Areas of 1 Acre or Less Bldg. Division 
12 Regional Standard Drawing D-40 – Rip Rap Energy Dissipater (also acceptable for velocity reduction) 
13 Applicants are responsible to apply appropriate BMPs for specific wastes (e.g., BMP WM-8 for concrete). 
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Table 7 – Explanations and Justifications for Construction Phase BMPs 

☒

☒☒

☒ Check here if no explanations or justifications for Table 6 BMPs are required. 

Justifications for Table 6 Temporary Construction Phase BMPs 

• Required Justifications:  Justify all construction activity types for which NO BMPs were selected. 

• If Requested: Justify why specific individual BMPs were not selected. 

• Additional Explanation:  Describe any proposed features and/or BMPs not listed in Table 6. 

Activity Type / BMP Explanation 

Activity 
Type  

Activity Type Explanation 

BMP BMP 

Activity 
Type 

Activity Type Explanation 

BMP BMP 

Activity 
Type 

Activity Type Explanation 

BMP BMP 

Activity 
Type 

Activity Type Explanation 

BMP BMP 

Activity 
Type  

Activity Type Explanation 

BMP BMP 

Activity 
Type  

Activity Type 
Explanation 

BMP BMP 

Activity 
Type  

Activity Type 
Explanation 

BMP BMP 
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Intake Form  

This form establishes Stormwater Quality Management Plan (SWQMP) requirements for Development 
Projects per Sections 67.809 and 67.811 of the County of San Diego Watershed Protection Ordinance (WPO). 
See Storm Water Intake Form Instructions for additional guidance and explanation of terms. 

Part 1. Project Information 
Project Name: 

Record ID (Permit) No(s): 

Assessor’s Parcel No(s): 

Street Address (or Intersection): 

City, State, Zip: 

Part 2. Applicant / Project Proponent Information 
Name: 

Company: 

Street Address: 

City, State, Zip:  

Phone Number 

Email: 

Part 3. Required Information for All Development Projects 
1. Existing

(pre-development) 
impervious surfaces (ft2) 

2. Created or replaced
impervious surfaces (ft2) 

3. Total disturbed area
(acres or ft2) 

☐ Check here and provide a WDID# if this project is subject
to the California Construction General Permit (Order No.
2009-0009-DWQ)1

WDID # (if issued) 

For County Use Only Reviewed By: Review Date: 

☐ Standard SWQMP ☐ PDP SWQMP ☐ Green Streets PDP Exemption SWQMP

1 Available at: https://www.waterboards.ca.gov/water_issues/programs/stormwater/construction.html 
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2.0 General Requirements 

• Attachment 2 consolidates exhibits and plans required for the entire project. 

• Complete the table below to indicate which sub-attachments are included with the submittal.  

Sub-attachments that are not applicable can be excluded from the submittal. 

• Unless otherwise stated, features and BMPs identified and described in each corresponding 

Attachment (6 through 9) must be shown on applicable DMA Exhibits and construction plans 

submitted for the project. 

Sub-attachments Requirement 

☒ 2.1: DMA Exhibits All PDPs 

☐ 2.2: Individual Structural BMP DMA Mapbook PDPs with structural BMPs 

☒ 2.3: Construction Plan Sets All projects 
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2.1 DMA Exhibits 

• DMA Exhibits must show all DMAs on the project site.  Exhibits must include all applicable 

features identified in applicable SWQMP attachments.   

• Exhibits may be prepared individually for the BMPs associated with each applicable SWQMP 

Attachment (6, 7, 8, and/or 9) or combined into one or more consolidated exhibits.  

• Use this checklist to ensure required information is included on each exhibit (copy as needed). 

 

DMA Exhibit ID #: 

A. Features required for all exhibits 

1. Existing Site Features 

☒ Underlying hydrologic soil group (A, B, C, D) 

☒ Approximate depth to groundwater 

☒ Natural hydrologic features 

☒ Topography and impervious areas 

☒ Existing drainage network, directions, 

and offsite connections  

2. Drainage Management Area (DMA) Information 

☒ Proposed drainage network, directions, and 

offsite connections 

☒ DMA boundaries, ID numbers, areas, 

and type (structural BMP, de minimis, 

etc.) 

3. Proposed Site Changes, Features, and BMPs 

☒ Proposed demolition and grading 

☐ Group 1, 2, and 3 Features1 

☐ Group 4 Features 

☐ Construction BMPs2 

☒ Baseline source control BMPs 

☒ Baseline source control BMPs 

B. Proposed Features and BMPs Specific to Individual SWQMP Attachments3 

☐ Attachment 6 ☐ SSD-BMP impervious dispersion areas 

☐ SSD-BMP tree wells 

☒ Attachment 7 ☒ Structural pollutant control BMPs 

☒ Attachment 8 ☒ Structural hydromodification management BMPs 

☒ Point(s) of Compliance (POC) for hydromodification management 

☒ Proposed drainage boundary and drainage area to each POC 

☒ Attachment 9 ☒ Onsite CCSYAs 

 

☐ Bypass of onsite CCSYAs  

☐ Bypass of upstream offsite CCSYAs 

 

 

 
1 Group 1-4 features and baseline BMPs from PDP SWQMP Tables 2 and 3. 
2 Minimum Construction Stormwater BMPs from PDP SWQMP Table 7. 
3 Identify the location, ID numbers, type, and size/detail of BMPs. 
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2.2 Individual Structural BMP DMA Mapbook 

• Use this page as a cover sheet for the Structural DMA Mapbook. 

• An individual Structural DMA Mapbook must be submitted for any project site with one or more 

structural BMPs.  One Mapbook is required for each unique subsequent owner with responsibility 

for maintenance of a Structural BMP. Mapbook exhibits will be incorporated as exhibits in 

Stormwater Maintenance Agreements (SWMAs) and Maintenance Notifications (MNs). See 

Attachment 11 for additional information on maintenance agreements. If the Mapbook has been 

provided for each subsequent owner in Attachment 11, they are not required here. 

• Place each map on 8.5”x11” paper. 

• Show at a minimum the DMA, Structural BMP, Assessor’s parcel boundaries with parcel numbers, 

and any existing hydrologic features within the DMA. 

☐ All Mapbooks are attached 

☐ All Mapbooks are in Attachment 11 
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2.3 Construction Plan Sets 

• DMAs, features, and BMPs identified and described in this attachment must also be shown on all 

applicable construction and landscape plans. 

• As applicable, plan sheets must identify: 

o All features and BMPs identified in Sub-attachment 2.1 (DMA Exhibits). 

o The additional information listed below. 

• Use this checklist to ensure required information is included on each plan (copy as needed). 

 

Plan Type Grading 

Required Information4 

☐ Structural BMP(s) and Significant Site Design BMPs (if applicable) with ID numbers. 

☐ The grading and drainage design shown on the plans must be consistent with the delineation of 

DMAs shown on the DMA exhibit. 

☐ Details and specifications for construction of Structural BMP(s) and Significant Site Design BMPs 

(if applicable). 

☐ Signage indicating the location and boundary of structural BMP(s) as required by County staff. 

☐ How to access the structural BMP(s) to inspect and perform maintenance. 

☐ Features that are provided to facilitate inspection (e.g., observation ports, cleanouts, silt posts, 

or other features that allow the inspector to view necessary components of the structural BMP 

and compare to maintenance thresholds). 

☐ Maintenance thresholds specific to the structural BMP(s), with a location-specific frame of 

reference (e.g., level of accumulated materials that triggers removal of the materials, to be 

identified based on viewing marks on silt posts or measured with a survey rod with respect to 

a fixed benchmark within the BMP). 

☐ Recommended equipment to perform maintenance. 

☐ When applicable, necessary special training or certification requirements for inspection and 

maintenance personnel such as confined space entry or hazardous waste management. 

☐ Include landscaping plan sheets (if available) showing vegetation requirements for vegetated 

structural BMP(s). 

☐ All BMPs must be fully dimensioned on the plans. 

☐ When proprietary BMPs are used, site-specific cross-section with outflow, inflow, and 

manufacturer model number must be provided. Photocopies of general brochures are not 

acceptable. 

☐ Include all source control and site design measures described in the SWQMP. 

☐ Include all construction BMPs described in the SWQMP. 

 

 
4 For Building Permit Applications, refer to Form PDS 272, 

https://www.sandiegocounty.gov/content/dam/sdc/pds/docs/pds272.pdf 



County of San Diego 

Stormwater Quality Management Plan (SWQMP)  

Attachment 3: Source Control BMP Worksheet 
 

County of San Diego SWQMP Attachment 3 (Source Control BMP Cover Sheet) Page 3.0-1 

Template Date: December 28, 2018        Preparation Date: 4/12/2019 

3.0 Cover Sheet and General Requirements 

• Standard SWQMP Form Table 2 and PDP SWQMP Form Table 3 require the identification of 

pollutant-generating sources and associated BMPs for development projects. 

• In some cases, County staff may request additional, more detailed documentation of source 

control BMP design details.  If requested, applicants must submit a completed copy of this 

Source Control BMP Worksheet.  This requirement can be satisfied either by submitting a copy 

of BMPDM Attachment E.1 (Source Control BMP Requirements) or equivalent documentation at 

the County’s discretion. 

• Submit this documentation using this cover sheet.   

• Sources and BMPs must also be shown as applicable on DMA exhibits and construction plans 

(see Attachment 2). 

 



Appendix E: BMP Design Fact Sheets 

 
www.sandiegocounty.gov/stormwater E-17 Effective January 1, 2019 
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6.0 General Requirements 

• Use this attachment to document all proposed (1) self-mitigating, (2) de minimis, and (3) self-

retaining DMAs.  Indicate under “DMA Compliance Option” below which design options will be 

used to satisfy structural performance requirements for one or more DMA. 

DMA Compliance Option Required Sub-attachments 

or Printouts 

BMPDM Design Resources 

☒ Self-mitigating • Sub-attachment 6.1 • BMPDM Section 5.2.1 

☐ De minimis • Sub-attachment 6.2 • BMPDM Section 5.2.2 

☐ Self-retaining1 • Sub-attachment 6.3 • BMPDM Section 5.2.3 

(all options) 

SSD-BMP Type(s)   

☐ Impervious Area 

Dispersion 

• DCV calculations from 

SSD-BMP tool 

• Dispersion Areas 

calculations from SSD-

BMP tool 

• Fact Sheet SD-B (Appendix E.8) 

• Appendix I 

☐ Tree Wells • DCV calculations from 

SSD-BMP tool 

• Tree Well calculations 

from SSD-BMP tool 

• Fact Sheet SD-A (Appendix E.7) 

• Appendix I 

• Submit this cover page and all “Required Sub-attachments or Printouts” listed for each selected 

DMA compliance option. 

• See the BMPDM sections and appendices listed under “BMPDM Design Resources” for additional 

explanation of design requirements.  Each constructed feature must fully satisfy the 

requirements described in these resources, and any other guidance identified by the County. 

• DMA Exhibits and Construction Plans: DMAs, features, and BMPs identified and described in this 

attachment must be shown on DMA Exhibits and all applicable construction plans submitted for 

the project.  See Attachment 2 for additional instruction on exhibits and plans.   

 

 
1   If “Self-retaining” is selected, also choose the types of Significant Site Design BMPs (SSD-BMPs) to be used.  

SSD-BMPs are Site Design BMPs that are sized and constructed to fully satisfy all applicable Structural 

Performance Standards for a DMA. 
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6.2 De Minimis DMAs (complete this page once for ALL de minimis DMAs) 

De minimis DMAs consist of areas too small to be considered significant contributors of pollutants 

and not practicable to drain to a BMP.  They are excluded from DCV calculations.  Examples include 

driveway aprons connecting to existing streets, portions of sidewalks, retaining walls, and similar 

features at the external boundaries of a project. 

• Provide the information requested below for each proposed de minimis DMA.  Add rows or copy 

the table if additional entries are needed. 

DMA # DMA Area 

(ft2) 

Permit # and Sheet # 

   

   

   

   

   

   

   

   

   

   

• “DMA #”, “DMA Area”, and “Permit # and Sheet #” are required.   

• Check the boxes below to confirm that each required condition is satisfied for ALL de minimis 

DMAs on the site.   

☐ Each DMA listed is less than 250 square feet and not adjacent or hydraulically connected 

to each other. 

☐ Each DMA listed fully satisfies all design requirements and restrictions described in 

BMPDM Section 5.2.2 De Minimis DMAs. 
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6.3 Self-retaining DMAs using Significant Site Design BMPs 

Self-retaining DMAs use Site Design BMPs to fully-retain the entire DCV, at a minimum.  Site Design 

BMPs that fully retain the DCV, at a minimum, therefore replacing the need for a Structural BMP (S-

BMP), are classified as Significant Site Design BMPs (SSD-BMPs). To satisfy pollutant control 

requirements only, self-retaining means retention of the entire DCV. However, under some 

circumstances, a self-retaining DMA can also satisfy hydromodification management requirements 

by implementing BMPs that retain a greater volume of runoff. 

• Provide the information requested below for each proposed self-retaining DMA.  Add rows or 

copy the table if additional entries are needed. 

DMA # DMA Area 

(ft2) 

BMP Type (choose one per DMA) 

Permit # and Sheet # 

Dispersion 

Area Tree Wells 

(Att. 6.3.1) (Att. 6.3.2) 

  ☐ ☐  

  ☐ ☐  

  ☐ ☐  

  ☐ ☐  

  ☐ ☐  

  ☐ ☐  

  ☐ ☐  

  ☐ ☐  

  ☐ ☐  

  ☐ ☐  

  ☐ ☐  

  ☐ ☐  

  ☐ ☐  

  ☐ ☐  

  ☐ ☐  

Copy and Paste table here for additional DMAs 

• “DMA #”, “DMA Area”, and “Permit # and Sheet #” are required. 

• Select one BMP Type per DMA.  Provide detailed documentation for each DMA in Attachments 

6.3.1 (Impervious Dispersion Areas) and/or 6.3.2 (Tree Wells) below. 

• Each self-retaining DMA must fully satisfy all design requirements and restrictions described in 

BMPDM Section 5.2.3, applicable BMPDM Appendix E Fact Sheets, BMPDM Appendix I, and any 

other guidance or instruction identified by the County. 
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6.3.1 Self-retaining DMAs with Impervious Dispersion Areas 

Impervious area dispersion (dispersion) refers to the practice of effectively disconnecting 

impervious areas from directly draining to the storm drain system by routing runoff from 

impervious areas such as rooftops (through downspout disconnection), walkways, and driveways 

onto the surface of adjacent pervious areas. The intent is to slow runoff discharges and reduce 

volumes. Dispersion with partial or full infiltration results in significant volume reduction by means 

of infiltration and evapotranspiration.  When adequately sized, dispersion can also be used to 

satisfy both the pollutant control and hydromodification management structural performance 

standards for a DMA. 

• Each self-retaining DMA with impervious area dispersion must fully satisfy all design 

requirements and restrictions described in BMPDM Section 5.2.3, Fact Sheet SD-B: Impervious 

Area Dispersion, and any other guidance or instruction identified by the County. 

• Documentation of compliance with all applicable conditions must be submitted with this sub-

attachment using the Summary Sheet for DMAs with Impervious Area Dispersion on the next 

page.  One version of this Summary Sheet must be completed for each applicable DMA. 

• Applicants are responsible to comply with all other applicable requirements, regardless of 

whether they are included in the summary sheet. 

• The following applies if the dispersion area is native soil (SD-B in Appendix E):  

o For pollutant control only, the DMA is considered self-retaining if the impervious to 

pervious ratio is:  

 2:1 when the pervious area is composed of Hydrologic Soil Group A  

 1:1 when the pervious area is composed of Hydrologic Soil Group B  

• The following applies if the dispersion area includes amended soil (SD-B in Appendix E):  

o DMAs using impervious area dispersion can be considered to meet both pollutant control 

and hydromodification flow control requirements if the impervious to pervious area ratio is 

1:1 or less and all other design requirements of SD-B are satisfied, including 11 inches of 

amended soil.  

  



 

 

County of San Diego SWQMP Sub-attachment 6.3.1 (Impervious Area Dispersion)            Page 6.3.1-3 

Template Date: August 7, 2020     Preparation Date: 2/12/2021 

Summary Sheet for Self-retaining DMAs with Impervious Area Dispersion 

Attach Printouts from SSD-BMP tool below 

• DCV calculations from SSD-BMP tool 

• Dispersion Areas calculations from SSD-BMP tool 
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7.0 General Requirements 

• Submit this cover page and all required Sub-attachments for all structural BMPs proposed for 

the project. 

• See the BMPDM sections and appendices listed under “BMPDM Design Resources” in the table 

below for additional explanation of design requirements. Constructed features must fully satisfy 

the requirements described in these resources, and any other guidance identified by the County. 

• PDPs subject to hydromodification management requirements must also implement structural 

BMPs for flow control for hydromodification management.  Completion of SWQMP Attachment 

8 is also required for these BMPs. 

• DMA Exhibits and Construction Plans: DMAs, features, and BMPs identified and described in 

this attachment must be shown on DMA Exhibits and all applicable construction plans 

submitted for the project.  See Attachment 2 for additional instruction on exhibits and plans.   

• Structural BMP Certification.  All structural BMPs documented this attachment and in 

Attachment 8 must be certified by a registered engineer in Sub-attachment 7.1. 

• Structural BMP Verification.  Structural BMP installation must be verified by the County at the 

completion of construction.  Applicants must complete an Installation Verification Form 

(Attachment 10). 

Sub-attachments 

(check all that are completed) 

Requirement BMPDM Design Resources 

☒☒☒☒ 7.1: Preparer’s Certification Required • N/A 

☒☒☒☒ 7.2: Structural BMP Strategy Required • BMPDM Sections 5.1., 5.3, 

5.4, and Chapter 6 

• BMPDM Appendix E 

(pages E-78 through E-

210) ☒☒☒☒ 7.3: Structural BMP Checklist(s) Required 

☒☒☒☒ 7.4: Stormwater Pollutant 

Control Worksheet Calculations 

Required  • BMPDM Appendix B 

☐

☐☐

☐ 7.5: Identification and Narrative 

of Receiving Water and Pollutants of 

Concern 

Required if flow-thru 

BMPs are proposed 
• N/A 
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7.2 Structural BMP Strategy  

 

7.2.1 Narrative Strategy (Continue description on subsequent pages as necessary) 

Describe the general strategy for structural BMP implementation at the project site.  For pollutant 

control BMPs, your description must address the key points outlined in Section 5.1 of the BMP 

Design Manual, and the type of BMPs selected.  For projects requiring hydromodification flow 

control BMPs, indicate whether pollutant control and flow control BMPs are integrated or separate. 

The general strategy for structural BMP implementation on this project follows the steps outlined 

in the BMP manual (Manual) section 5.1 which refers to sections in appendix B of the Manual. 

Step 1. Determine DCV per Appendix B.1 

The first step in performing storm water pollutant control calculations is to calculate the Design 

Capture Volume (DCV). The DCV represents the volume of storm water runoff that must be retained 

and/or biofiltered in order to satisfy pollutant control requirements. The DCV is calculated through 

use of the automated worksheet (Worksheet B.1) which is part of the workbook provided by the 

County for this purpose: 

(https://www.sandiegocounty.gov/content/dam/sdc/dpw/WATERSHED_PROTECTION_PROGRA

M/watershedpdf/Dev_Sup/County_BMPDM_PC_Worksheet.xlsx) (County Workbook). 

A. Determine rainfall depth per Appendix B.1.1. 

The rainfall depth (D) used to calculate the DCV is determined through examination of the 85th 

percentile, 24-hour isopluvial map provided in Figure B.1-1 of the BMP Manual. The isopluvial map 

represents rainfall depths as blue line work provided at 0.02” intervals. Appropriate rainfall depths 

are determined by plotting the project location on the map, examining adjacent rainfall depths, and 

interpolating an appropriate depth to the nearest hundredth of an inch. The result is then entered 

into the appropriate field on Worksheet B.1. 

B. Delineate tributary areas per Appendix B.1.2. 

The entire project site is divided up into distinct tributary areas to each point of discharge from the 

site. All areas of the site that are intended to be developed with buildings or site improvements are 

delineated by their tributary area and available space to construct structural BMPs. BMPs must be 

sized to treat the DCV from the total area draining to the BMP, including any offsite or onsite areas 

that comingle with project runoff draining to the BMP. To minimize offsite flows treated by project 

BMPs, upgradient flows from offsite areas and self-treating cut and fill slopes are diverted around 

the developed portions of the project. 

C. Determine runoff factors per Appendix B.1.3. 

Runoff factors (C) represent the ratio of storm water runoff over rainfall that is anticipated for a 

particular surface type. Impervious surfaces typically have high runoff factors (0.90) as nearly all 

rainfall is converted into runoff. Pervious surfaces typically have low runoff factors (0.10) as much 

of the rainfall is retained in natural surface features. For each of the DMAs draining to structural 

BMPs, each DMA area is evaluated for the relative quantities of impervious surfaces (roofs, 

concrete, asphalt, etc.) and pervious surfaces (amended soils, landscaped areas, mulched areas). 

The respective areas are entered into Worksheet B.1 (County Workbook), and the worksheet 

calculates the respective weighted runoff factor. Dispersion Area Runoff Factor Adjustments are not 

considered for this project. 

D. Determine site design volume reductions per Appendix B.1.4 

Site design volume reductions (R) account for the effects of incorporating non-structural BMPs such 

as tree wells and rain barrels into the site design. Effective use of these site design elements can 

significantly reduce and/or completely eliminate the DCV requiring treatment through structural 
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BMP strategies. Tree wells designed per the SD-A fact sheet provide the volume reductions to the 

DCV of up to 420 cf/tree (30-foot tree canopy). Rain barrels provide less substantial effects. For the 

nature of this project, the use of volume reductions is not considered. 

Step 2. Determine Retention Requirements Appendix B.2 

The second step in performing storm water pollutant control calculations is to determine the 

retention requirements for each drainage area. Retention requirements are calculated through use 

of the automated Worksheet B.2 (County Workbook). 

A. Determine if capture and use analysis is required per Appendix B.2.1 

Projects that propose habitable structures over 9 stories tall are required to perform a capture and 

use analysis to identify whether the DCV from the project site can be utilized for onsite toilet 

flushing and/or irrigation within 36 hours of the storm. This project does not propose this type 

development, therefore Capture and Use is not required. 

B. Evaluate infiltration restrictions per Appendix B.2.2 

Infiltration Restrictions are listed in table B.2-1 of the Manual. Restriction elements are divided into 

Mandatory Considerations and Optional Considerations. Mandatory Considerations include 

elements that may pose a significant risk to human health and safety. These elements must always 

be evaluated and discretion regarding the setbacks is not permitted, unless supported by the 

recommendations of a geotechnical engineer. None of the mandatory considerations are applicable 

to this project. Optional Considerations include elements that are not necessarily associated with 

human health and safety, so analysis is not mandated. Even though not mandated, none of the 

optional considerations are applicable to this project. 

C. Determine design infiltration rate per Appendix B.2.3 

The design infiltration rate for each drainage area must be determined through either a basic or 

advanced analysis. The basic analysis allows for the use of a default design infiltration rate based on 

the predominant NRCS soil type present within the proposed BMP footprint. The basic analysis is 

not permitted for BMPs that lack an underdrain. The advanced analysis allows for a geotechnical 

engineer to assign a more specific design infiltration rate based on field testing. Table B.2-3 of the 

Manual identifies the design infiltration rates that can be used for each analysis. For this project all 

of the proposed BMPs are located in areas of type C soil and have no infiltration restrictions, 

therefore the basic design infiltration rate of 0.2 in/hr is used. 

D. Determine retention requirements per Appendix B.2.4 

Using the results from the previous discussion, the values are entered into Automated Worksheet 

B.2 (County Workbook). From this worksheet the required retention volume is read. 

Step 3. Determine BMP Performance per Appendix B.3 

The third step in performing stormwater pollutant control calculations is to design a structural 

BMP with the characteristics that provide stormwater treatment for the DCV and meet the 

minimum retention requirements for the drainage area. 

A. Identify proposed BMP characteristics per Appendix B.3.1. 

The performance of a BMP is a function of its retention and biofiltration processes, which are 

directly related to the proposed BMP geometry and design components. BMP geometries identify 

the area and depth over which retention and/or biofiltration processes occur. Critical BMP 

geometries include: BMP surface area, surface ponding depth, biofiltration soil media depth, gravel 

depth, underdrain depth, underdrain diameter and underdrain offset. BMP components dictate how 

retention and biofiltration processes occur over the BMP footprint. Critical BMP components 

include: vegetation vs no vegetation, standard biofiltration soil media vs non-standard biofiltration 

soil media, impermeable liner vs no impermeable liner, underdrain vs no underdrain, and design 
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infiltration rates. By default, these BMPs must be sized to provide a surface area that is equal to at 

least 3% of the tributary effective impervious area. If a smaller BMP surface area is desired, the 

application must include additional calculations determining the required maintenance interval 

required to maintain BMP effectiveness. This project does not propose BMPs smaller than the 3% 

limit. The most common BMPs proposed for storm water compliance are infiltration BMPs, 

bioretention BMPs, and biofiltration BMPs. For this project the site layout, soil characteristics, and 

maintenance requirements were considered against the advantages and disadvantages of each of 

the common BMP options. 

B. Calculate retention processes per Appendix B.3.2 

BMP retention processes include infiltration and evapotranspiration occurring within the BMP. 

Part 1) Is to determine the amount of infiltration in a 6 hour storm event. 

Located on the county spreadsheet B.3 Line 18 is located the infiltration over a 6 hour time frame, 

some basins may not be infiltrating and those basins will have a "zero" listed in line 18. 

Part 2) Of this section is in reference to the retention capacity of the bmp. 

This item is characterized in the county's spreadsheet as well in terms of an efficiency of retention 

listed on line item 25. 

C. Calculate biofiltration processes per Appendix B.3.3 

Any portion of the DCV that has not been retained within site design or structural BMP elements 

must be biofiltered. BMP biofiltration processes include filtration, sedimentation, sorption, 

biochemical processes and/or vegetative uptake. This section presents how to calculate the 

biofiltration processes occurring within the proposed BMP. 

Part 1) Determine the filtration rate (in/hr) of the proposed BMP. 

This is the rate in which storm water biofilters through the BMP and exits through the underdrain. 

Filtration rates can be governed by characteristics of the biofiltration soil media or by flow 

restrictions experienced due to the design of the BMP underdrain/orifice. The soil infiltration rate 

can be seen in the County's spreadsheet on B.3 Line item 30. 

Part 2) Determine the volume of biofiltration occurring within the BMP during a 6 hour storm 

event.  This volume is a function of the BMP filtration rate, BMP surface area, and the rainfall 

duration as shown below. The item can be found in the County’s spreadsheet in B.3 from ((item 

33)/12) * Line 8 and is built into the spreadsheet to check for efficiency. 

Part 3) Determine the static biofiltration capacity of the BMP assuming it is entirely full. 

This volume is a function of the BMP surface area and the effective biofiltration depth. This is 

located from Worksheet B.3 line 37 * Line 8 

Part 4) Determine the drawdown time (hours) for surface ponding. 

This is the ponding depth divided by the sum of the design infiltration rate and BMP filtration rate. 

Surface ponding depths of 24 hours or less are typically required; however, longer drawdown times 

up to 96 hours may be proposed if supported by a landscape architect/agronomist and no safety 

hazards are anticipated due to excessive ponding. Surface ponding drawdown times over 96 hours 

are not permitted due to vector concerns. This item is located on worksheet B.3 item 11. 

Part 5) Determine the efficacy of the biofiltration processes provided by the BMP. 

This value represents the portion of the pollutant control standard that is satisfied through the 

biofiltration processes of the BMP. There are two options available for establishing the biofiltration 

performance standard. Applicants may select the option of their choice. Option 1 requires that the 

BMP treat 1.5 times the portion of the DCV not reliably retained onsite (assuming a 6 hour routing 

period). Option 2 requires that the BMP treat 1.0 times the portion of the DCV not reliably retained 

onsite; and additionally check that the system has a total static (i.e., non-routed) storage volume, 
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including pore spaces and pre-filter detention volume, equal to at least 0.75 times the portion of the 

DCV not reliably retained onsite. For option of 1.5 times the DCV see worksheet B.3 Line item 41 

For option of 1.0 times the DCV with a static volume of 0.75 DCV see worksheet B.3 Line item 43. 

Both items are calculated and the minimum value between the two is chosen to be used in the 

calculations. 

D. Satisfaction of pollutant control requirements per Appendix B.3.4 

The performance of a BMP with respect to the pollutant control performance standards is referred 

to as the BMP efficacy. Worksheet B.3 Line item 47 is the efficiency; if the efficiency is not at least 

100% then changes to sizing parameter will need to be considered. 

E. Satisfaction of minimum retention requirements per Appendix B.3.5 

Minimum retention requirements can be satisfied by demonstrating that the all of the retention 

elements incorporated within a drainage area (rain barrels, tree wells, dispersion areas, and BMPs) 

retain a volume of water that is greater than or equal to what is required. Worksheet B.1 will 

provide areas that have been incorporated into any retention volumes for rain barrels and or tree 

wells (this project uses neither of these for this portion of the project). the remaining retention 

requirements are on Worksheet B.2 Retention Requirements. When incorporated into worksheet 

B.3 a box is Labeled as " "YES" or "NO" to determine if the requirements have been met. for this 

project all items are to be reflective of "YES" in the box. 
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7.2.2 Structural BMP Summary Table (Complete for all proposed structural BMPs) 

• List and provide the information requested below for all pollutant control and hydromodification 

management BMPs proposed for the project. 

• For each BMP listed, complete the Structural BMP Checklist on the next page.  Copy the Checklist as 

many times as needed. 

   Structural BMP Type  

BMP ID 

# DMA # 

DMA 

Area 

(ft2) H
a

rv
e

st
 a

n
d

 U
se

 

In
fi

lt
ra

ti
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n
 

U
n
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e
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n

 

L
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F
lo

w
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t 
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o

d
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a
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o

n
 

M
a

n
a

g
e

m
e

n
t 

1
 

O
th

e
r 

Permit # and Sheet # 

  
☐ ☐ ☒☒☒☒ ☐ ☐ ☒☒☒☒ ☐  

 
☐ ☐ ☒☒☒☒ ☐ ☐ ☒☒☒☒ ☐  

 
☐ ☐ ☒☒☒☒ ☐

☐☐

☐ 
☐ ☒☒☒☒ ☐  

  
☐ ☐ ☒☒☒☒ ☐ ☐ ☒☒☒☒ ☐  

   
☐ ☐ ☒☒☒☒ ☐ ☐ ☒☒☒☒ ☐  

   
☐ ☐ ☒☒☒☒ ☐ ☐ ☒☒☒☒ ☐  

 
☐ ☐ ☒☒☒☒ ☐ ☐ ☒☒☒☒ ☐  

   
☐ ☐ ☒☒☒☒ ☐ ☐ ☒☒☒☒ ☐  

   
☐ ☐ ☐ ☐ ☐ ☐ ☐  

   
☐ ☐ ☐ ☐ ☐ ☐ ☐  

   
☐ ☐ ☐ ☐ ☐ ☐ ☐  

   
☐ ☐ ☐ ☐ ☐ ☐ ☐  

   
☐ ☐ ☐ ☐ ☐ ☐ ☐  

   
☐ ☐ ☐ ☐ ☐ ☐ ☐  

   
☐ ☐ ☐ ☐ ☐ ☐ ☐  

   
☐ ☐ ☐ ☐ ☐ ☐ ☐  

   
☐ ☐ ☐ ☐ ☐ ☐ ☐  

   
☐ ☐ ☐ ☐ ☐ ☐ ☐  

   
☐ ☐ ☐ ☐ ☐ ☐ ☐  

   
☐ ☐ ☐ ☐ ☐ ☐ ☐  

   
☐ ☐ ☐ ☐ ☐ ☐ ☐  

   
☐ ☐ ☐ ☐ ☐ ☐ ☐  

   
☐ ☐ ☐ ☐ ☐ ☐ ☐  

   
☐ ☐ ☐ ☐ ☐ ☐ ☐  

 

Copy and Paste table here for additional BMPs  

 
1 Hydromodification Management BMPs must be accompanied by BMPs that provide pollutant control. 
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7.3 Structural BMP Checklist (Complete once for each proposed structural BMP) 

 

Structural BMP ID #   Permit # and Sheet #  

BMP Type  

Infiltration 

☐ Infiltration basin (INF-1) 

☐ Bioretention (INF-2) 

☐ Permeable pavement (INF-3) 

Unlined Biofiltration 

☒

☒☒

☒ Biofiltration with partial retention (PR-1) 

Lined Biofiltration 

☐ Biofiltration (BF-1) 

☐ Nutrient Sensitive Media Design (BF-2)  

☐ Proprietary Biofiltration (BF-3) 

 

Harvest and Use 

☐ Cistern (HU-1) 

Flow-thru Treatment (describe below) 

☐ With prior lawful approval to meet earlier PDP 

requirements 

☐ Pre-treatment/forebay for an onsite retention 

or biofiltration BMP2 

☐ With alternative compliance 

Hydromodification Management3 

☒

☒☒

☒ Detention pond or vault 

☐ Other (describe below)  

BMP Purpose  

☐ Pollutant control only 

☐ Hydromodification control only 

☒

☒☒

☒ Combined pollutant control and 

hydromodification 

☐

☐☐

☐ Pre-treatment/forebay for another BMP 

☐

☐☐

☐ Other (describe below) 

BMP Verification (See BMPDM Section 8.3) 

Provide name and contact information 

for the party responsible to sign BMP 

verification forms  

Robert D. Dentino, PE 

Excel Engineering 

760-745-8118 

 

BMP Ownership and Maintenance (See BMPDM Section 7.3 and Attachment 11) 

BMP Maintenance Category  Cat. 1 Cat. 2 Cat. 3 Cat. 4 

 ☐   ☒
☒☒

☒   ☐   ☐  

Final owner of BMP 

 
☐ HOA     ☒

☒☒

☒ Property Owner     
☐ County 

☐ Other (describe):  

Maintenance of BMP into perpetuity 

 
☐ HOA     ☒

☒☒

☒ Property Owner     
☐ County 

☐ Other (describe):  

Discussion (As needed; Continue on subsequent pages as necessary) 

The BMP is a biofiltration unit sized and designed to provide stormwater treatment, 

hydromodification mitigation, and flood control peak flow mitigation functions. 
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7.3 Structural BMP Checklist (Complete once for each proposed structural BMP) 

 

Structural BMP ID #  Permit # and Sheet #  

BMP Type  

Infiltration 

☐ Infiltration basin (INF-1) 

☐ Bioretention (INF-2) 

☐ Permeable pavement (INF-3) 

Unlined Biofiltration 

☒

☒☒

☒ Biofiltration with partial retention (PR-1) 

Lined Biofiltration 

☐ Biofiltration (BF-1) 

☐ Nutrient Sensitive Media Design (BF-2)  

☐ Proprietary Biofiltration (BF-3) 

 

Harvest and Use 

☐ Cistern (HU-1) 

Flow-thru Treatment (describe below) 

☐ With prior lawful approval to meet earlier PDP 

requirements 

☐ Pre-treatment/forebay for an onsite retention 

or biofiltration BMP2 

☐ With alternative compliance 

Hydromodification Management3 

☒

☒☒

☒ Detention pond or vault 

☐ Other (describe below)  

BMP Purpose  

☐ Pollutant control only 

☐ Hydromodification control only 

☒

☒☒

☒ Combined pollutant control and 

hydromodification 

☐

☐☐

☐ Pre-treatment/forebay for another BMP 

☐

☐☐

☐ Other (describe below) 

BMP Verification (See BMPDM Section 8.3) 

Provide name and contact information 

for the party responsible to sign BMP 

verification forms  

Robert D. Dentino, PE 

Excel Engineering 

760-745-8118 

 

BMP Ownership and Maintenance (See BMPDM Section 7.3 and Attachment 11) 

BMP Maintenance Category  Cat. 1 Cat. 2 Cat. 3 Cat. 4 

 ☐   ☒
☒☒

☒   ☐   ☐  

Final owner of BMP 

 
☐ HOA     ☒

☒☒

☒ Property Owner     
☐ County 

☐ Other (describe):  

Maintenance of BMP into perpetuity 

 
☐ HOA     ☒

☒☒

☒ Property Owner     
☐ County 

☐ Other (describe):  

Discussion (As needed; Continue on subsequent pages as necessary) 

The BMP is a biofiltration unit sized and designed to provide stormwater treatment, 

hydromodification mitigation, and flood control peak flow mitigation functions. 
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8.0 General Requirements 

• Completion of this attachment is required for all PDPs subject to hydromodification management 

requirements (see PDP SWQMP Form Table 5). Do not submit this attachment if exempt from 

Hydromodification Management requirements.  Document the PDP exemption in Attachment 9. 

• Submit this cover page and all required Sub-attachments for all structural hydromodification 

management BMPs proposed for the project. 

• Constructed features must fully satisfy the requirements described in applicable BMPDM 

sections and appendices, and any other guidance identified by the County. 

• DMA Exhibits and Construction Plans: DMAs, features, and BMPs identified and described in this 

attachment must be shown on DMA Exhibits and all applicable construction plans submitted for 

the project.  See Attachment 2 for additional instruction on exhibits and plans.   

• Structural BMP Certification.  All structural hydromodification management BMPs documented 

this attachment must be certified by a registered engineer in Attachment 7, Sub-attachment 7.1. 

• Structural BMP Verification.  BMP installation must be verified by the County at the completion 

of construction.  Applicants must complete an Installation Verification Form (Attachment 10). 

Sub-attachments (check all that are completed) 

☒

☒☒

☒ 8.1: Flow Control Facility Design (required)1 

Submit using ☒
☒☒

☒ the Sub-attachment 8.1 cover sheet provided, or ☐ as a separate stand-alone 

document labeled Sub-attachment 8.1. 

☒

☒☒

☒ 8.2: Hydromodification Management Points of Compliance (required) 

Complete the table provided in Sub-attachment 8.2. 

    8.3: Geomorphic Assessment of Receiving Channels 

1. Has a geomorphic assessment been performed for the receiving channel(s)? 

☒

☒☒

☒ No, the low flow threshold is 0.1Q2 (default low flow threshold) 

☐ Yes (provide the information below): 

Low flow threshold: ☐ 0.1Q2     ☐ 0.3Q2     ☐ 0.5Q2 

Title:   

Date:   Preparer:     

Submit using ☐ the Sub-attachment 8.3 cover sheet provided, or ☐
☐☐

☐ as a separate stand-alone 

document labeled Sub-attachment 8.3. 

    8.4: Vector Control Plan (required if BMPs will not drain in less than 96 hours)  

☐ Included with this attachment  ☒
☒☒

☒ Not required 

 

 
1 Including Structural BMP Drawdown Calculations and Overflow Design Summary.  See BMPDM Chapter 6 

and Appendix G for additional design guidance. 
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8.1 Flow Control Facility Design 

Insert Flow Control Facility Design behind this cover page or submit as a separate stand-alone 

document labeled Sub-attachment 8.1. 
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8.3 Geomorphic Assessment of Receiving Water Channels 

Insert Geomorphic Assessment behind this cover page or submit as a separate stand-alone 

document labeled Sub-attachment 8.3. 

 

 No Geomorphic assessment has been performed for this project.  Calculations assume the default of 

receiving channel is of high sensitivity to erosion and compare developed hydromodification 

discharges to 10% of the predevelopment Q2 flows.  
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8.4 Vector Control Plan 

Insert Vector Control Plan behind this cover page or submit as a separate stand-alone document 

labeled Sub-attachment 8.4. 

 All drainage detention facilities on this project are designed to drawdown in less than 96 hour 

and therefore no vector control plan is required. 
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9.3 Resource Protection Ordinance (RPO) Methods (BMPDM Appendix H.1.1.1) 

• Either of two Resource Protection Ordinance (RPO) methods may also be used to demonstrate 

compliance with CCSYA requirements.  Select either option and document the selection below: 

☐☐☐☐ RPO Scenario 1: PDP is subject to and in compliance with RPO requirements5 

o Select if the project requires one or more discretionary permits; 

o Demonstrate that onsite AND upstream offsite CCSYAs will be avoided and/or bypassed. 

☐☐☐☐ RPO Scenario 2: PDP is entirely exempt/not subject to RPO requirements6 

o Select if the project does not require discretionary permits;  

o Demonstrate that all upstream offsite CCSYAs will be bypassed7. 

A. Mapping Results -- At a minimum, show as applicable: (1) the project footprint, (2) areas of 

proposed development, (3) locations of onsite and upstream offsite CCSYAs, and (4) bypass of all 

identified CCSYAs. 

 

 

 
5 RPO applicability is normally confirmed during discretionary review.  Check with your project manager if 

you’re not sure of your status. 
6 Does not include PDPs utilizing exemption(s) via RPO Section 86.604(e)(2)(cc) or 86.604(e)(3). 
7 This scenario does not impose requirements for onsite CCSYAs. 
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B. Explanation -- Provide documentation as needed to demonstrate that (1) onsite CCSYAs are 

avoided and bypassed [if applicable], and (2) upstream offsite CCYSAs are effectively bypassed.  

Add pages as necessary. 

 

 



 

County of San Diego SWQMP Sub-attachment 9.4 (No Net Impact Analysis)          Page 9.4-1 

Template Date: January 11, 2019     Preparation Date: 2/12/2021 

9.4 No Net Impact Analysis (BMPDM Appendix H.4) 

• When impacts to CCSYAs cannot be avoided or effectively bypassed, applicants must demonstrate 

that their project generates no net impact to the receiving water per the performance metrics 

identified in BMPDM Appendix H.4. 

• Use the space below to document that the PDP will generate no net impact to any receiving water. 

No Net Impact Analysis (add or attach pages as necessary) 
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This form must be accepted by the County prior to the release of construction permits or granting of 

occupancy for applicable portions of a Priority Development Project (PDP).  Its purpose is to provide 

documentation of the final installation of permanent Best Management Practices (BMPs) used to satisfy 

Structural Performance Standards for the development project.  Compliance with these standards reduces 

the discharge of pollutants and flows from the completed project site.  Applicable standards may be satisfied 

using Structural BMPs (S-BMPs), Significant Site Design BMPs (SSD-BMPs), or both.  Applicants are 

responsible for providing all requested information.  Do not leave any fields blank; indicate N/A for any 

requested item that is not applicable. 
 

PART 1 General Project and Applicant Information 
 

 

Table 1: Project and Applicant Information 

 

  A. Project Summary Information 

 

ID No. IVF-20___-____ 
 

To be assigned by DPW-WPP 
 

Project Name 

Record ID (e.g. grading/improvement 

plan number, building permit) 

 

Project Address 

Assessor's Parcel Number(s) APN(s) APN: 

Project Watershed (complete Hydrologic 

Unit, Area, and Subarea Name with 

Numeric Identifier) 

   

B. Owner Information 

 

Name 

Address 

Email Address 

Phone Number 
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PART 3 Required Attachments for All BMPs Listed in Table 3 

 

For ALL projects, submit the following to the County inspector (check all that are attached): 

 

☐ Photographs: Labeled photographs illustrating proper construction of each S-BMP or SSD-BMP. 

 

☐ Maintenance Agreements: Copies of all approved and recorded Storm Water Maintenance Agreements 

(SWMAs) or Maintenance Notifications (MNs) for all S-BMPs. 

 

Note: All BMPs proposed for County ownership will remain the responsibility of the owner listed on Page 1 until 

a signed Letter of Acceptance of Completion is received by the DPW Watershed Protection Program. 

 

 

For Grading and Improvement projects only, ALSO submit: 

 

☐ Construction Plans: An 11” X 17” copy of the most current applicable approved Construction Plan 

sheets: 

 

☐ Grading Plans, AND/OR 

☐ Improvement Plans, AND/OR 

☐ Precise Grading Plan(s) (only for residential subdivisions with tract homes), AND/OR 

☐ Other (Please specify)    Click here to enter text.    
 

Note: For each Construction Plan, the sheets submitted must incorporate all of the following: 

 

☐ A BMP Table, AND 

☐ A plan/cross-section of each verified as-built BMP, AND 

☐ The location of each verified as-built BMP 

 

☐ Landscape Plans: An 11” X 17” copy of the most current applicable Landscape Plan sheets where the 

BMPs are required to be vegetated, including: 

 

☐ The Certification of Completion (Form 407), AND 

☐ The Certificate of Approval from PDS Landscape Architect 

 

Note: For each Landscape Plan, the sheets submitted must show the location of each verified as-built BMP. 

 

 

 

Required only for Verifications for Partial Record Plans 

 

☐ If this is a partial record plan verification, please include the following: 

 

☐  A list of previously submitted Verification Forms (Table 2, A) 

☐  A map of DMAs and BMPs (Table 2, B) 
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PART 4 Preparer’s Certification 

By signing below, I certify that the BMP(s) listed in Table 3 of this Verification Form have been constructed 

and all are in substantial conformance with the approved plans and applicable regulations.  I understand the 

County reserves the right to inspect the above BMPs to verify compliance with the approved plans and 

Watershed Protection Ordinance (WPO). Should it be determined that the BMPs were not constructed to 

plan or code, corrective actions may be necessary before permits can be closed. 

 

Note:  Structural BMPs (Table 3, Part A) must be certified by a licensed professional engineer. 

 

 

 

 

Please sign and, if applicable, provide your seal below. 

 

Preparer’s Printed Name: 

 

 

Robert Dentino 

 

Email: _rdentino@excelengineering.net 
 

Phone Number: 760-745-8118 

 

 

Preparer's Signed Name: 

 

 

____________________________________________ 

 

 

Date: _                        ._________________ 

  

[SEAL] 
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COUNTY - OFFICIAL USE ONLY: 

 

For County Inspectors 

 

County Department: ____________________  

 

Date verification received from EOW: _____________________________ 

 

By signing below, County Inspector concurs that every noted BMP has been installed per plan. 

 

Inspector Name: _______________________________________________ 

 

Inspector’s Signature: __________________________ _____ Date: ________________ 

 

 

For Building Division Only 

 

Inspection Supervisor Name:  __________________________________________________ 

 

Inspector Supervisor’s Signature: ____________________________ Date: _____________ 

 

 

 

PDCI & Building, along with the rest of this package, please provide to DPW WPP: 

 

☐  A copy of the final accepted SWQMP and any accepted addendum 

 

 

For Watershed Protection Program Only 

 

Date Received: _________________________________________ 

 

WPP Reviewer: __________________________________________ 

 

WPP Reviewer concurs that the BMPs accepted in Part 2 above may be entered into inventory. 

 

WPP Reviewer’s Signature: __________________________________ Date: _____________ 
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11.0 Cover Sheet and General Requirements 

• All Structural BMPs must have a plan and mechanism to ensure on-going maintenance.  Use the 

table below to document the types of agreements to be submitted for the PDP and submit them 

under cover of this sheet. 

• See BMPDM Section 7.3 for a description of maintenance categories and responsibilities.  Note 

that since Category 3 and 4 BMPs are County-maintained, they do not require maintenance 

agreements. 

 

a. Applicability of Maintenance Agreements 

Check the boxes below to indicate which types of agreements are included with this attachment.   

☐ Maintenance Notification (Category 1 BMPs) 

• Exhibit A: Project Site Vicinity; Project Site Map; and a map for each BMP and its Drainage 

Management Area 

• Exhibit B: BMP Maintenance Plan (see below)  

☒ Stormwater Maintenance Agreement (Category 2 BMPs) 

• Exhibit A: Legal Description of Property 

• Exhibit B: BMP Maintenance Plan (see below) 

• Exhibit C: Project Site Vicinity Map 

Maintenance agreement templates and instructions are provided on the County’s website:  

www.sandiegocounty.gov/stormwater under the Development Resources tab. 

PDP applicants contact County staff to ensure they have the most current forms. 

b. Maintenance Plan Requirements 

Use this checklist to confirm that each maintenance plan includes the following that as applicable. 

☒ Specific maintenance indicators and actions for proposed structural BMP(s). These must 

be based on based on maintenance indicators presented in BMP Design Fact Sheets in 

Appendix E and enhanced to reflect actual proposed components of the structural BMP(s). 

☒ Access to inspect and perform maintenance on the structural BMP(s). 

☒ Features to facilitate inspection (e.g., observation ports, cleanouts, silt posts, or other 

features that allow the inspector to view necessary components of the structural BMP and 

compare to maintenance thresholds). 

☒ Manufacturer and part number for proprietary parts of structural BMP(s) when applicable. 

☒ Maintenance thresholds specific to the structural BMP(s), with a location-specific frame of 

reference (e.g., level of accumulated materials that triggers removal of the materials, to be 

identified based on viewing marks on silt posts or measured with a survey rod with respect to 

a fixed benchmark within the BMP). 

☒ Recommended equipment to perform maintenance. 

☒ When applicable, necessary special training or certification requirements for inspection 

and maintenance personnel such as confined space entry or hazardous waste management. 
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BMP MAINTENANCE FACT SHEET 
FOR 

STRUCTURAL BMP PR-1 BIOFILTRATION WITH PARTIAL RETENTION 
 
Biofiltration with partial retention facilities are vegetated surface water systems that filter water through 
vegetation and soil or engineered media prior to infiltrating into native soils, discharge via underdrain, or overflow 
to the downstream conveyance system. These BMPs have an elevated underdrain discharge point that creates 
storage capacity in the aggregate storage layer. Typical biofiltration with partial retention components include: 
 

• Inflow distribution mechanisms (e.g., perimeter flow spreader or filter strips) 
• Energy dissipation mechanism for concentrated inflows (e.g., splash blocks or riprap) 
• Shallow surface ponding for captured flows 
• Side slope and basin bottom vegetation selected based on climate and ponding depth 
• Non-floating mulch layer 
• Media layer (planting mix or engineered media) capable of supporting vegetation growth 
• Filter course layer consisting of aggregate to prevent the migration of fines into uncompacted native soils 

or the aggregate storage layer 
• Aggregate storage layer with underdrain(s) 
• Uncompacted native soils at the bottom of the facility 
• Overflow structure 

 
Normal Expected Maintenance 
 
Biofiltration with partial retention requires routine maintenance to: remove accumulated materials such as 
sediment, trash or debris; maintain vegetation health; maintain infiltration capacity of the media layer; replenish 
mulch; and maintain integrity of side slopes, inlets, energy dissipators, and outlets. A summary table of standard 
inspection and maintenance indicators is provided within this Fact Sheet. 
 
Non-Standard Maintenance or BMP Failure 
 
If any of the following scenarios are observed, the BMP is not performing as intended to protect downstream 
waterways from pollution and/or erosion. Corrective maintenance, increased inspection and maintenance, BMP 
replacement, or a different BMP type will be required. 
 

• The BMP is not drained between storm events. Surface ponding longer than approximately 24 hours 
following a storm event may be detrimental to vegetation health, and surface ponding longer than 
approximately 96 hours following a storm event poses a risk of vector (mosquito) breeding. Poor drainage 
can result from clogging of the media layer, filter course, aggregate storage layer, underdrain, or outlet 
structure. The specific cause of the drainage issue must be determined and corrected. 

• Sediment, trash, or debris accumulation greater than 25% of the surface ponding volume within one 
month. This means the load from the tributary drainage area is too high, reducing BMP function or 
clogging the BMP. This would require pretreatment measures within the tributary area draining to the 
BMP to intercept the materials. Pretreatment components, especially for sediment, will extend the life of 
components that are more expensive to replace such as media, filter course, and aggregate layers. 
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• Erosion due to concentrated storm water runoff flow that is not readily corrected by adding erosion 
control blankets, adding stone at flow entry points, or minor re-grading to restore proper drainage 
according to the original plan. If the issue is not corrected by restoring the BMP to the original plan and 
grade, the [City Engineer] shall be contacted prior to any additional repairs or reconstruction. 

 
Other Special Considerations 
 
Biofiltration with partial retention is a vegetated structural BMP. Vegetated structural BMPs that are constructed 
in the vicinity of, or connected to, an existing jurisdictional water or wetland could inadvertently result in creation 
of expanded waters or wetlands. As such, vegetated structural BMPs have the potential to come under the 
jurisdiction of the United States Army Corps of Engineers, SDRWQCB, California Department of Fish and Wildlife, or 
the United States Fish and Wildlife Service. This could result in the need for specific resource agency permits and 
costly mitigation to perform maintenance of the structural BMP. Along with proper placement of a structural BMP, 
routine maintenance is key to preventing this scenario. 
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SUMMARY OF STANDARD INSPECTION AND MAINTENANCE FOR PR-1 BIOFILTRATION WITH PARTIAL RETENTION 

The property owner is responsible to ensure inspection, operation and maintenance of permanent BMPs on their property unless responsibility has been formally transferred to 
an agency, community facilities district, homeowners association, property owners association, or other special district. 
 
Maintenance frequencies listed in this table are average/typical frequencies. Actual maintenance needs are site-specific, and maintenance may be required more frequently. 
Maintenance must be performed whenever needed, based on maintenance indicators presented in this table. The BMP owner is responsible for conducting regular inspections 
to see when maintenance is needed based on the maintenance indicators. During the first year of operation of a structural BMP, inspection is recommended at least once prior 
to August 31 and then monthly from September through May. Inspection during a storm event is also recommended. After the initial period of frequent inspections, the 
minimum inspection and maintenance frequency can be determined based on the results of the first year inspections. 

Threshold/Indicator Maintenance Action Typical Maintenance Frequency 
Accumulation of sediment, litter, or debris Remove and properly dispose of accumulated materials, 

without damage to the vegetation or compaction of the 
media layer. 

• Inspect monthly. If the BMP is 25% full* or more in 
one month, increase inspection frequency to monthly 
plus after every 0.1-inch or larger storm event. 

• Remove any accumulated materials found at each 
inspection. 

Obstructed inlet or outlet structure Clear blockage. • Inspect monthly and after every 0.5-inch or larger 
storm event. 

• Remove any accumulated materials found at each 
inspection. 

Damage to structural components such as weirs, inlet or 
outlet structures 

Repair or replace as applicable. • Inspect annually. 
• Maintenance when needed. 

Poor vegetation establishment Re-seed, re-plant, or re-establish vegetation per original 
plans. 

• Inspect monthly. 
• Maintenance when needed. 

Dead or diseased vegetation Remove dead or diseased vegetation, re-seed, re-plant, 
or re-establish vegetation per original plans. 

• Inspect monthly. 
• Maintenance when needed. 

Overgrown vegetation Mow or trim as appropriate. • Inspect monthly. 
• Maintenance when needed. 

2/3 of mulch has decomposed, or mulch has been 
removed 

Remove decomposed fraction and top off with fresh 
mulch to a total depth of 3 inches. 

• Inspect monthly. 
• Replenish mulch annually, or more frequently when 

needed based on inspection. 

*“25% full” is defined as ¼ of the depth from the design bottom elevation to the crest of the outflow structure (e.g., if the height to the outflow opening is 12 inches from the 
bottom elevation, then the materials must be removed when there is 3 inches of accumulation – this should be marked on the outflow structure).  
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SUMMARY OF STANDARD INSPECTION AND MAINTENANCE FOR PR-1 BIOFILTRATION WITH PARTIAL RETENTION (Continued from previous page) 
Threshold/Indicator Maintenance Action Typical Maintenance Frequency 

Erosion due to concentrated irrigation flow Repair/re-seed/re-plant eroded areas and adjust the 
irrigation system. 

• Inspect monthly. 
• Maintenance when needed. 

Erosion due to concentrated storm water runoff flow Repair/re-seed/re-plant eroded areas, and make 
appropriate corrective measures such as adding erosion 
control blankets, adding stone at flow entry points, or 
minor re-grading to restore proper drainage according 
to the original plan. If the issue is not corrected by 
restoring the BMP to the original plan and grade, the 
[City Engineer] shall be contacted prior to any additional 
repairs or reconstruction. 

• Inspect after every 0.5-inch or larger storm event. If 
erosion due to storm water flow has been observed, 
increase inspection frequency to after every 0.1-inch 
or larger storm event. 

• Maintenance when needed. If the issue is not 
corrected by restoring the BMP to the original plan 
and grade, the [City Engineer] shall be contacted prior 
to any additional repairs or reconstruction. 

Standing water in BMP for longer than 24 hours 
following a storm event 

Surface ponding longer than approximately 24 hours 
following a storm event may be detrimental to 
vegetation health 

Make appropriate corrective measures such as adjusting 
irrigation system, removing obstructions of debris or 
invasive vegetation, clearing underdrains, or 
repairing/replacing clogged or compacted soils. 

• Inspect monthly and after every 0.5-inch or larger 
storm event. If standing water is observed, increase 
inspection frequency to after every 0.1-inch or larger 
storm event. 

• Maintenance when needed. 

Presence of mosquitos/larvae 
 
For images of egg rafts, larva, pupa, and adult 
mosquitos, see 
http://www.mosquito.org/biology 
 

If mosquitos/larvae are observed: first, immediately 
remove any standing water by dispersing to nearby 
landscaping; second, make corrective measures as 
applicable to restore BMP drainage to prevent standing 
water. 

If mosquitos persist following corrective measures to 
remove standing water, or if the BMP design does not 
meet the 96-hour drawdown criteria due to release 
rates controlled by an orifice installed on the 
underdrain, the [City Engineer] shall be contacted to 
determine a solution. A different BMP type, or a Vector 
Management Plan prepared with concurrence from the 
County of San Diego Department of Environmental 
Health, may be required.  

• Inspect monthly and after every 0.5-inch or larger 
storm event. If mosquitos are observed, increase 
inspection frequency to after every 0.1-inch or larger 
storm event. 

• Maintenance when needed. 

Underdrain clogged Clear blockage. • Inspect if standing water is observed for longer than 
24-96 hours following a storm event. 

• Maintenance when needed. 
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