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October 15, 2024 
 
 
 
Mr. Levi Raskin 
Chabad Jewish Center of Rancho Santa Fe 
P.O. Box 8282 
Rancho Santa Fe, CA 92067 
 

LLG Reference:  3-23-3769 
 
Subject: Chabad Jewish Center of Rancho Santa Fe, Access Analysis 

County of San Diego, CA 
 
Dear Rabbi Levi: 

Linscott, Law & Greenspan, Engineers (LLG) has prepared this transportation access 
analysis for the Chabad Jewish Center of Rancho Santa Fe Project (“Project”) located 
at 14906 Via De La Valle in the County of San Deigo (County).  

PROJECT DESCRIPTION 
The Project proposes a Major Use Permit for a Chabad of Rancho Santa Fe (as defined 
by Zoning Ordinance Section 1348 – Civic, Fraternal or Religious Assembly) and a 
Childcare Center on two lots, totaling approximately 2.43-acres. The Project proposes 
constructing a Shul (approximately 11,150 square feet (sf)), maintaining the existing 
single-family home, the Accessory Dwelling Unit (ADU), and the candle shop 
buildings, adding surface parking, signage, and landscaping. The Project will consist 
of a single phase of construction which will consist of the Shul, parking and drive 
aisles, signage, and landscaping. 

The existing property has structures which comprise approximately 10,000 sf of 
building area which includes a candle factory and shop, stone shop, ADU, a single-
family home, and various out-structures. The proposed Shul which is approximately 
11,150 sf of coverage in an area currently free of structures.  As mentioned above, 
single-family home (approximately 1,800 sf), ADU (approximately 600 sf), and candle 
shop (approximately 3,400 sf) structures will remain on-site. The stone shop and 
various out-structures will be removed from the property. 

The Chabad of Rancho Santa Fe is a small congregation that has served the community 
for approximately 19 years. If approved, the long-term goal is to allow the local-serving 
congregation to grow to approximately 100 people for Saturday services. The facility 
would include weekly services (Friday evenings and Saturday), holiday services (may 
include 100 people), a childcare center for up to 50 children (7am to 3pm), and daily 
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classes and gatherings, in the evenings (3pm to 7pm), for members of the community. 
The administrative office will operate 9:00 AM to 5:00 PM, Monday through Friday 
(excepting holidays). The Project proposes to provide 62 parking spaces (58 standard 
spaces and 4 accessible spaces) on site. 

Figure 1 shows the vicinity map. Figure 2 shows a more detailed Project area map. 
Figure 3 shows the proposed site plan. 

EXISTING CONDITIONS 
The following is a brief description of the street in the Project area.  

Via De La Valle is constructed as an undivided, 2-lane east-west roadway west of the 
West Project Driveway and as an undivided, 2-lane roadway with a two-way left-turn 
lane east of the West Project Driveway. The posted speed limit is 45 mph in both 
directions on Via De La Valle. 

LLG commissioned peak hour intersection counts for vehicles, bicycles and 
pedestrians on Friday, August 23, 2024, Saturday, August 24, 2024, and Tuesday, 
August 27, 2024, at the study area locations (study area is discussed in the following 
section).  

Figure 4 shows the existing traffic volumes. Attachment A contains a copy of the count 
sheets. 

ANALYSIS APPROACH AND METHODOLOGY 
Analysis Approach 
This traffic letter report evaluates the effect of the Project on the existing and near-term 
conditions of the local street system. The following scenarios are analyzed for potential 
Project impacts: 

 Existing 
 Existing With Project 

 
Methodology 
Level of service (LOS) is the term used to denote the different operating conditions 
which occur on a given roadway segment under various traffic volume loads. It is a 
qualitative measure used to describe a quantitative analysis taking into account factors 
such as roadway geometries, signal phasing, speed, travel delay, and the freedom to 
maneuver. Level of service provides an index to the operational qualities of a roadway 
segment or an intersection. Level of service designations range from A to F, with LOS 
A representing the best operating conditions and LOS F representing the worst 
operating conditions.  



Mr. Levi Raskin 
October 15, 2024 
Page 3 

N:\3769 - Chabad Center RSF\Report\3769.Chabad Center RSF Access Analysis.docx 

Unsignalized intersections were analyzed under AM and PM peak hour conditions. 
Average vehicle delay (in seconds) and Levels of Service (LOS) were determined 
based upon the procedures found in Chapters 20 and 21 of the 2022 Highway Capacity 
Manual (HCM 7th Edition), with the assistance of the Synchro (version 12) computer 
software. Vehicle volumes, bicycle volumes and pedestrian crossing volumes were 
inputted into the HCM analysis. LOS for unsignalized intersections is determined by 
the computed or measured control delay and is defined for worst case minor street 
movement. The unsignalized intersection evaluated in this letter report is the following: 

1. Via De La Valle / West Project Driveway (minor street stop-control) 
2. Via De La Valle / East Project Driveway (minor street stop-control) 

PROJECT TRIP GENERATION, DISTRIBUTION, AND ASSIGNMENT 
The following is a discussion of the Project trip generation calculations and the Project 
traffic distribution and assignment through the local network. 

Trip Generation 
Children Classes: Due to the unique nature of the Project, a site-specific trip generation 
was calculated based on occupancy. A vehicle occupancy rate of 1.5 children per 
vehicle and a trip rate of 3 trips per vehicle were applied to calculate the trips for public 
and private children classes including Teen Classes, Hebrew Lessons, and Bat Mitzvah 
Lessons. A vehicle occupancy rate of 1 adult per vehicle and a trip rate of 2 trips per 
vehicle were applied to calculate the trips for adult classes including women’s classes 
and private lessons.  

Day Care Center: Trip rates for “Day Care Center” from the Institute of Transportation 
Engineers (ITE) Trip Generation Manual, 11th Edition, were applied to calculate the 
trips for the Day Care. A vehicle occupancy rate of 1 employee per vehicle and a trip 
rate of 4 trips per vehicle were applied to calculate the trips for the Administration 
Office.  

Shabbat Service: A vehicle occupancy rate of 2.5 attendees per vehicle and a trip rate 
of 2 trips per vehicle were applied to calculate the trips for the Shabbat Service. 

Table 1 shows a summary of the proposed Project trip generation on a weekday. As 
shown in Table 1, the proposed Project is calculated to generate 237 daily trips (ADT) 
with 45 trips (27 inbound/18 outbound) during the AM commuter peak hour and 66 
trips (29 inbound/37 outbound) during the PM commuter peak hour. 
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Table 2 shows a summary of the proposed Project trip generation on a Friday. As 
shown in Table 2, the proposed Project is calculated to generate 241 daily trips (ADT) 
with 45 trips (27 inbound/18 outbound) during the AM commuter peak hour and 58 
trips (31 inbound/27 outbound) during the PM commuter peak hour. 

Table 3 shows a summary of the proposed Project trip generation on a Saturday. As 
shown in Table 3, the proposed Project is calculated to generate 80 daily trips (ADT) 
with 80 trips (40 inbound/40 outbound) during the peak hour of the project, which is 
expected to occur during midday.  

All tables are provided at the end of this letter report. 

Trip Distribution/Assignment 
Trip distribution is the process of determining traffic percentage splits on the regional 
and local roadway network. Trip distribution for the Project was based upon the 
existing traffic patterns, the land use characteristics of the Project, the roadway network 
and the general location of other land uses to which Project trips would originate or 
terminate.  

Figure 5 shows the Project trip distribution and Project traffic volumes. 

EXISTING + PROJECT CONDITIONS 
The Project proposes to install a dedicated westbound right-turn lane at the West 
Project Driveway and a two-way left-turn lane fronting the Project site. Attachment B 
contains the Conceptual Striping Plan.  

Figure 6 shows the Existing With Project traffic volumes. 

EXISTING + PROJECT ANALYSIS 
Table 4 summarizes the intersection analysis on a weekday under existing conditions 
and existing with Project conditions. As shown in Table 4, both access driveways are 
calculated to operate at LOS B or better under existing conditions. Under the existing 
+ Project conditions, both access driveways are calculated to operate at LOS C or 
better. 

Table 5 summarizes the intersection analysis on a Friday under existing conditions and 
existing with Project conditions. As shown in Table 5, both access driveways are 
calculated to operate at LOS B or better under existing conditions. Under the existing 
+ Project conditions, both access driveways are calculated to operate at LOS C or 
better. 
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Table 6 summarizes the intersection analysis on a Saturday under existing conditions 
and existing with Project conditions. As shown in Table 6, both access driveways are 
calculated to operate at LOS A under existing conditions. Under the existing + Project 
conditions, both access driveways are calculated to operate at LOS C. 

Attachment C contains the peak hour calculation sheets for the intersections analyzed 
under all scenarios.  

QUEUES 
Based on SimTraffic 12, vehicular queuing was evaluated for study intersection turning 
movements where queue storage is provided within a turn pocket or a dedicated turn 
lane. Vehicular queuing was based on 60-minute recording time, 15-minute seed, and 
average of 10 simulations. 

Table 7 summarizes the peak hour queuing for the eastbound left-turning movement 
for both access driveways under the Existing and Existing + Project conditions on a 
weekday. As shown in Table 7, the eastbound left-turn queuing is contained within the 
provided storage for both access driveways. 

Table 8 summarizes the peak hour queuing for the eastbound left-turning movement 
for both access driveways under the Existing and Existing + Project conditions on a 
Friday. As shown in Table 8, the eastbound left-turn queuing is contained within the 
provided storage for both access driveways. 

Table 9 summarizes the peak hour queuing for the eastbound left-turning movement 
for both access driveways under the Existing and Existing + Project conditions on a 
Saturday. As shown in Table 9, the eastbound left-turn queuing is contained within the 
provided storage for both access driveways. 

Attachment D contains the queuing analysis worksheets. 

PARKING ASSESSMENT 
Based on the County Parking Regulations, a religious assembly land use is required to 
provide 0.25 parking spaces per person. Based on the County Parking Regulations, the 
Project is required to provide a minimum of 25 parking spaces. The Project proposes 
to provide a total of 62 parking spaces (58 standard spaces and 4 accessible spaces). 
Therefore, the Project exceeds the minimum parking requirement. 
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TABLE 1 
TRIP GENERATION – WEEKDAY 

Land Use Size 

Daily Trip Ends (ADTs) AM Commuter Peak Hour PM Commuter Peak Hour 

Average Vehicle 
Occupancy a Rate a Volume % of 

ADT 

In:Out Volume % of 
ADT 

In:Out Volume 

Split In Out Total Split In Out Total 

Proposed Land Use 

Classes – Children b 6 children 1.5 children/veh 3 trips/veh 12 0% 50:50 0 0 0 100% 50:50 6 6 12 

Classes – Adults c 4 adults 1 adult/veh 2 trips/veh 8 0% 50:50 0 0 0 100% 50:50 4 4 8 

Day Care d 50 children 1 child/veh 4.09 trips/veh 205 19% 53:47 21 18 39 19% 47:53 19 21 40 

Administration Office e 3 employees 1 employee/veh 4 trips/veh 12 50% 100:0 6 0 6 50% 0:100 0 6 6 

Total 237 –– –– 27 18 45 –– –– 29 37 66 

Footnotes: 
a. Due to the unique nature of the Project, a site-specific trip generation was calculated based on occupancy. 
b. Classes for children include Teen Classes, Hebrew Lessons, and Bat Mitzvah Lessons (public and private). A vehicle occupancy rate of 1.5 children per vehicle and a trip rate of 3 trips per vehicle were applied. 
c. Classes for adults include women’s classes and private lessons. A vehicle occupancy rate of 1 adult per vehicle and a trip rate of 2 trips per vehicle were applied. Although all trips are expected to occur outside of the peak 

hours, for this analysis, all trips are assumed to occur during the PM peak hour. 
d. Trip rates for “Day Care Center” from ITE’s Trip Generation Manual, 11th Edition, were applied. 
e. A vehicle occupancy rate of 1 employee per vehicle and a trip rate of 2 trips per vehicle were applied. 
General Notes: 
1. ADT = Average daily traffic volumes 
2. AM (7am-9am) and PM (4pm-6pm) peak hours of commuter traffic were used. 
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TABLE 3 
TRIP GENERATION – SATURDAY 

Land Use Size 

Daily Trip Ends (ADTs) Project Peak Hour c 

Average Vehicle 
Occupancy a Rate a Volume % of 

ADT 

In:Out Volume 

Split In Out Total 

Proposed Land Use 

Shabbat Service b 100 attendees 2.5 attendees/veh 2 trips/veh 80 100% 50:50 40 40 80 

Total 80 –– –– 40 40 40 

Footnotes: 
a. Due to the unique nature of the Project, a site-specific trip generation was calculated based on occupancy. 
b. Shabbat service and lunch are offered on midday Saturday. A vehicle occupancy rate of 2.5 attendees per vehicle and a trip rate of 2 trips per vehicle were applied. 
c. The peak arrival and the peak departure times are not expected to occur within the same hour. However, to be conservative, both the peak arrival and peak departure 

volumes were included in the analysis.  
General Notes: 
1. ADT = Average daily traffic volumes 
 

 
 



 

N:\3769 - Chabad Center RSF\Report\3769.Chabad Center RSF Access Analysis.docx 

TABLE 4 
INTERSECTION OPERATIONS - WEEKDAY 

Intersection Control 
Type 

Peak 
Hour 

Existing Existing 
With Project Sig 

Impact? 
Delaya LOSb Delay LOS Δc 

         
1. Via De La Valle / West 

Project Driveway MSSCd 
AM 9.2 A 14.6 B 5.4 No 
PM 8.4 A 12.3 B 3.9 No 

         

2. Via De La Valle / East 
Project Driveway MSSC 

AM 14.7 B 16.5 C 1.8 No 
PM 12.5 B 15.4 C 2.9 No 

         

Footnotes: 
a. Average delay expressed in seconds per vehicle. 
b. Level of Service.  
c. ∆ denotes the increase in delay due to Project. 
d. MSSC = Minor Street Stop-Controlled intersection. Worst movement delay is reported. 

UNSIGNALIZED  

DELAY/LOS THRESHOLDS 

Delay LOS 

0.0   ≤  10.0 A 
10.1 to  15.0 B 
15.1 to  25.0 C 
25.1 to  30.0 D 
35.1 to  50.0 E 
         ≥  50.1 F 
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TABLE 5 
INTERSECTION OPERATIONS - FRIDAY 

Intersection Control 
Type 

Peak 
Hour 

Existing Existing 
With Project Sig 

Impact? 
Delaya LOSb Delay LOS Δc 

         
1. Via De La Valle / West 

Project Driveway MSSCd 
AM 0.0 A 15.4 C 15.4 No 
PM 8.3 A 12.0 B 3.7 No 

         

2. Via De La Valle / East 
Project Driveway MSSC 

AM 14.0 B 19.9 C 5.9 No 
PM 12.9 B 14.4 B 1.5 No 

         

Footnotes: 
a. Average delay expressed in seconds per vehicle. 
b. Level of Service.  
c. ∆ denotes the increase in delay due to Project. 
d. MSSC = Minor Street Stop-Controlled intersection. Worst movement delay is reported. 

UNSIGNALIZED  

DELAY/LOS THRESHOLDS 

Delay LOS 

0.0   ≤  10.0 A 
10.1 to  15.0 B 
15.1 to  25.0 C 
25.1 to  30.0 D 
35.1 to  50.0 E 
         ≥  50.1 F 

  



 

N:\3769 - Chabad Center RSF\Report\3769.Chabad Center RSF Access Analysis.docx 

TABLE 6 
INTERSECTION OPERATIONS - SATURDAY 

Intersection Control 
Type 

Peak 
Hour 

Existing Existing 
With Project Sig 

Impact? 
Delaya LOSb Delay LOS Δc 

         
1. Via De La Valle / West 

Project Driveway MSSCd MD 0.0 A 17.0 C 17.0 No 

         
2. Via De La Valle / East 

Project Driveway MSSC MD 9.7 A 20.6 C 10.9 No 

         

Footnotes: 
a. Average delay expressed in seconds per vehicle. 
b. Level of Service.  
c. ∆ denotes the increase in delay due to Project. 
d. MSSC = Minor Street Stop-Controlled intersection. Worst movement delay is reported. 
General Notes: 
1. MD = Mid-Day Peak Hour  

UNSIGNALIZED  

DELAY/LOS THRESHOLDS 

Delay LOS 

0.0   ≤  10.0 A 
10.1 to  15.0 B 
15.1 to  25.0 C 
25.1 to  30.0 D 
35.1 to  50.0 E 
         ≥  50.1 F 
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TABLE 7 
EXISTING + PROJECT INTERSECTION QUEUE ANALYSIS - WEEKDAY 

Intersection Movement 
Peak 
Hour 

Existing Existing With Project 

Storage Queue 
Length Storage Queue 

Length 

1. Via De La Valle / West 
Project Driveway EBL 

AM 
DNE 

14’ 
350’ 

37’ 

PM 6’ 29’ 

2. Via De La Valle / East 
Project Driveway EBL 

AM 
200’ 

7’ 
375’ 

19’ 

PM 11’ 16’ 
General Notes: 
1. 95th percentile queues reported. 
2. DNE = Does not exist 
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TABLE 8 
EXISTING + PROJECT INTERSECTION QUEUE ANALYSIS - FRIDAY 

Intersection Movement 
Peak 
Hour 

Existing Existing With Project 

Storage Queue 
Length Storage Queue 

Length 

1. Via De La Valle / West 
Project Driveway EBL 

AM 
DNE 

0’ 
350’ 

36’ 

PM 5’ 34’ 

2. Via De La Valle / East 
Project Driveway EBL 

AM 
200’ 

3’ 
375’ 

16’ 

PM 0’ 12’ 
General Notes: 
1. 95th percentile queues reported. 
2. DNE = Does not exist 
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TABLE 9 
EXISTING + PROJECT INTERSECTION QUEUE ANALYSIS - SATURDAY 

Intersection Movement 
Peak 
Hour 

Existing Existing With Project 

Storage Queue 
Length Storage Queue 

Length 

1. Via De La Valle / West 
Project Driveway EBL MD DNE 0’ 350’ 41’ 

2. Via De La Valle / East 
Project Driveway EBL MD 200’ 13’ 375’ 27’ 

General Notes: 
1. 95th percentile queues reported. 
2. DNE = Does not exist 
3. MD = Mid-Day Peak Hour 
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Figure 2

Chabad Jewish Center of Rancho Santa Fe
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Project Site Plan
Figure 3

Chabad Jewish Center of Rancho Santa Fe
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ExisƟng Traffic Volumes
Figure 4

Chabad Jewish Center of Rancho Santa Fe
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Project Traffic DistribuƟon /  Traffic Volumes
Figure 5

Chabad Jewish Center of Rancho Santa Fe
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ATTACHMENT A 
EXISTING TRAFFIC COUNTS 

  















National Data & Surveying ServicesIntersection Turning 
Movement CountLocation: Chabad RSF E Dwy & Via De La Valle Project ID:

City: Del Mar Date:

NS/EW Streets:

EB WB EB WB NB SB NB SB TOTAL
7:00 AM 0 0 0 0 0 0 0 0 0
7:15 AM 0 0 0 0 0 0 0 0 0
7:30 AM 0 0 0 0 0 0 0 0 0
7:45 AM 0 0 0 0 0 0 0 0 0
8:00 AM 0 0 0 0 0 0 0 0 0
8:15 AM 0 0 0 0 0 0 0 0 0
8:30 AM 0 0 0 0 0 0 0 0 0
8:45 AM 0 0 0 0 0 0 0 0 0

EB WB EB WB NB SB NB SB TOTAL
TOTAL VOLUMES : 0 0 0 0 0 0 0 0 0
APPROACH %'s :

PEAK HR : 08:00 AM 40 -1 -1 TOTAL
PEAK HR VOL : 0 0 0 0 0 0 0 0 0

PEAK HR FACTOR :

Headers NEB NWB SEB SWB ENS ESB WNB WSB

EB WB EB WB NB SB NB SB TOTAL
4:00 PM 0 0 0 0 0 0 0 0 0
4:15 PM 0 0 0 0 0 0 0 0 0
4:30 PM 0 0 0 0 0 0 0 0 0
4:45 PM 0 0 0 0 0 0 0 0 0
5:00 PM 0 0 0 0 0 0 0 0 0
5:15 PM 0 0 0 0 0 0 0 0 0
5:30 PM 0 0 0 0 0 0 0 0 0
5:45 PM 0 0 0 0 0 0 0 0 0

EB WB EB WB NB SB NB SB TOTAL
TOTAL VOLUMES : 0 0 0 0 0 0 0 0 0
APPROACH %'s :

PEAK HR : 05:00 PM 290 -3 -3 TOTAL
PEAK HR VOL : 0 0 0 0 0 0 0 0 0

PEAK HR FACTOR :

24-040155-002
8/27/2024

05:00 PM - 06:00 PM

PM NORTH LEG SOUTH LEG EAST LEG WEST LEG

08:00 AM - 09:00 AM

AM NORTH LEG SOUTH LEG EAST LEG WEST LEG

Data - Pedestrians (Crosswalks)
Chabad RSF E Dwy Chabad RSF E Dwy Via De La Valle Via De La Valle



Prepared by National Data & Surveying Services

ID: 24-040155-002 Day:
City: Del Mar Date:

AM 1 0 1 0 AM
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National Data & Surveying ServicesIntersection Turning Movement Count

Location: Chabad RSF W Dwy & Via De La Valle
City: Del Mar Project ID:

Control: No Control Date:

NS/EW Streets:

0 0 0 0 0 1 0 0 0 1 0 0 0 1 0 0
NL NT NR NU SL ST SR SU EL ET ER EU WL WT WR WU TOTAL

7:00 AM 0 0 0 0 1 0 0 0 0 62 0 0 0 79 0 0 142
7:15 AM 0 0 0 0 0 0 0 0 0 100 0 0 0 109 0 0 209
7:30 AM 0 0 0 0 0 0 0 0 0 93 0 0 0 155 0 0 248
7:45 AM 0 0 0 0 0 0 0 0 0 120 0 0 0 152 0 0 272
8:00 AM 0 0 0 0 0 0 0 0 0 132 0 0 0 164 0 0 296
8:15 AM 0 0 0 0 0 0 0 0 0 135 0 0 0 182 0 0 317
8:30 AM 0 0 0 0 0 0 0 0 0 186 0 0 0 165 0 0 351
8:45 AM 0 0 0 0 0 0 0 0 0 215 0 0 0 149 0 0 364

NL NT NR NU SL ST SR SU EL ET ER EU WL WT WR WU TOTAL
TOTAL VOLUMES : 0 0 0 0 1 0 0 0 0 1043 0 0 0 1155 0 0 2199
APPROACH %'s : 100.00% 0.00% 0.00% 0.00% 0.00% 100.00% 0.00% 0.00% 0.00% 100.00% 0.00% 0.00%

PEAK HR : 08:00 AM 41 0 0 TOTAL
PEAK HR VOL : 0 0 0 0 0 0 0 0 0 668 0 0 0 660 0 0 1328

PEAK HR FACTOR : 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.777 0.000 0.000 0.000 0.907 0.000 0.000

Headers NBL NBT NBR NBU SBL SBT SBR SBU EBL EBT EBR EBU WBL WBT WBR WBU

0 0 0 0 0 1 0 0 0 1 0 0 0 1 0 0
NL NT NR NU SL ST SR SU EL ET ER EU WL WT WR WU TOTAL

4:00 PM 0 0 0 0 0 0 0 0 0 120 0 0 0 100 0 0 220
4:15 PM 0 0 0 0 0 0 0 0 0 124 0 0 0 93 0 0 217
4:30 PM 0 0 0 0 0 0 0 0 0 116 0 0 0 95 0 0 211
4:45 PM 0 0 0 0 0 0 0 0 0 115 0 0 0 100 0 0 215
5:00 PM 0 0 0 0 0 0 0 0 1 116 0 0 0 104 0 0 221
5:15 PM 0 0 0 0 0 0 0 0 0 114 0 0 0 115 0 0 229
5:30 PM 0 0 0 0 0 0 0 0 0 94 0 0 0 97 0 0 191
5:45 PM 0 0 0 0 0 0 0 0 1 109 0 0 0 83 0 0 193

NL NT NR NU SL ST SR SU EL ET ER EU WL WT WR WU TOTAL
TOTAL VOLUMES : 0 0 0 0 0 0 0 0 2 908 0 0 0 787 0 0 1697
APPROACH %'s : 0.22% 99.78% 0.00% 0.00% 0.00% 100.00% 0.00% 0.00%

PEAK HR : 04:30 PM 291 0 0 TOTAL
PEAK HR VOL : 0 0 0 0 0 0 0 0 1 461 0 0 0 414 0 0 876

PEAK HR FACTOR : 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.250 0.994 0.000 0.000 0.000 0.900 0.000 0.000

Data - Totals
Chabad RSF W Dwy Chabad RSF W Dwy Via De La Valle Via De La Valle

0.777 0.907

AM
  NORTHBOUND   SOUTHBOUND   EASTBOUND   WESTBOUND

PM
  NORTHBOUND   SOUTHBOUND   EASTBOUND   WESTBOUND

24-040155-001
8/23/2024

04:30 PM - 05:30 PM

0.9560.987 0.900

08:00 AM - 09:00 AM

0.912



National Data & Surveying ServicesIntersection Turning Movement Count

Location: Chabad RSF W Dwy & Via De La Valle
City: Del Mar Project ID:

Control: No Control Date:

NS/EW Streets:

0 0 0 0 0 1 0 0 0 1 0 0 0 1 0 0
NL NT NR NU SL ST SR SU EL ET ER EU WL WT WR WU TOTAL

7:00 AM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
7:15 AM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
7:30 AM 0 0 0 0 0 0 0 0 0 2 0 0 0 1 0 0 3
7:45 AM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
8:00 AM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
8:15 AM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
8:30 AM 0 0 0 0 0 0 0 0 0 1 0 0 0 0 0 0 1
8:45 AM 0 0 0 0 0 0 0 0 0 2 0 0 0 1 0 0 3

NL NT NR NU SL ST SR SU EL ET ER EU WL WT WR WU TOTAL
TOTAL VOLUMES : 0 0 0 0 0 0 0 0 0 5 0 0 0 2 0 0 7
APPROACH %'s : 0.00% 100.00% 0.00% 0.00% 0.00% 100.00% 0.00% 0.00%

PEAK HR : 08:00 AM 41 0 0 TOTAL
PEAK HR VOL : 0 0 0 0 0 0 0 0 0 3 0 0 0 1 0 0 4

PEAK HR FACTOR : 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.375 0.000 0.000 0.000 0.250 0.000 0.000

Headers NBL NBT NBR NBU SBL SBT SBR SBU EBL EBT EBR EBU WBL WBT WBR WBU

0 0 0 0 0 1 0 0 0 1 0 0 0 1 0 0
NL NT NR NU SL ST SR SU EL ET ER EU WL WT WR WU TOTAL

4:00 PM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
4:15 PM 0 0 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1
4:30 PM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
4:45 PM 0 0 0 0 0 0 0 0 0 2 0 0 0 0 0 0 2
5:00 PM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
5:15 PM 0 0 0 0 0 0 0 0 0 1 0 0 0 0 0 0 1
5:30 PM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
5:45 PM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

NL NT NR NU SL ST SR SU EL ET ER EU WL WT WR WU TOTAL
TOTAL VOLUMES : 0 0 0 0 0 0 0 0 0 3 0 0 0 1 0 0 4
APPROACH %'s : 0.00% 100.00% 0.00% 0.00% 0.00% 100.00% 0.00% 0.00%

PEAK HR : 04:30 PM 291 0 0 TOTAL
PEAK HR VOL : 0 0 0 0 0 0 0 0 0 3 0 0 0 0 0 0 3

PEAK HR FACTOR : 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.375 0.000 0.000 0.000 0.000 0.000 0.000

Data - Bikes
Chabad RSF W Dwy Chabad RSF W Dwy Via De La Valle Via De La Valle

0.375 0.250

AM
  NORTHBOUND   SOUTHBOUND   EASTBOUND   WESTBOUND

PM
  NORTHBOUND   SOUTHBOUND   EASTBOUND   WESTBOUND

24-040155-001
8/23/2024

04:30 PM - 05:30 PM

0.3750.375

08:00 AM - 09:00 AM

0.333



National Data & Surveying ServicesIntersection Turning 
Movement CountLocation: Chabad RSF W Dwy & Via De La Valle Project ID:

City: Del Mar Date:

NS/EW Streets:

EB WB EB WB NB SB NB SB TOTAL
7:00 AM 0 0 0 0 0 0 0 0 0
7:15 AM 0 0 0 0 0 0 0 0 0
7:30 AM 0 0 0 0 0 0 0 0 0
7:45 AM 0 0 0 0 0 0 0 0 0
8:00 AM 0 0 0 0 0 0 0 0 0
8:15 AM 0 0 0 0 0 0 0 0 0
8:30 AM 0 0 0 0 0 0 0 0 0
8:45 AM 0 0 0 0 0 0 0 0 0

EB WB EB WB NB SB NB SB TOTAL
TOTAL VOLUMES : 0 0 0 0 0 0 0 0 0
APPROACH %'s :

PEAK HR : 08:00 AM 40 -1 -1 TOTAL
PEAK HR VOL : 0 0 0 0 0 0 0 0 0

PEAK HR FACTOR :

Headers NEB NWB SEB SWB ENS ESB WNB WSB

EB WB EB WB NB SB NB SB TOTAL
4:00 PM 0 0 0 0 0 0 0 0 0
4:15 PM 0 0 0 0 0 0 0 0 0
4:30 PM 0 0 0 0 0 0 0 0 0
4:45 PM 0 0 0 0 0 0 0 0 0
5:00 PM 0 0 0 0 0 0 0 0 0
5:15 PM 0 0 0 0 0 0 0 0 0
5:30 PM 0 0 0 0 0 0 0 0 0
5:45 PM 0 0 0 0 0 0 0 0 0

EB WB EB WB NB SB NB SB TOTAL
TOTAL VOLUMES : 0 0 0 0 0 0 0 0 0
APPROACH %'s :

PEAK HR : 04:30 PM 288 -3 -3 TOTAL
PEAK HR VOL : 0 0 0 0 0 0 0 0 0

PEAK HR FACTOR :

Data - Pedestrians (Crosswalks)
Chabad RSF W Dwy Chabad RSF W Dwy Via De La Valle Via De La Valle

08:00 AM - 09:00 AM

AM NORTH LEG SOUTH LEG EAST LEG WEST LEG

PM NORTH LEG SOUTH LEG EAST LEG WEST LEG

24-040155-001
8/23/2024

04:30 PM - 05:30 PM



Prepared by National Data & Surveying Services

ID: 24-040155-001 Day:
City: Del Mar Date:

AM 0 0 0 0 AM

NOON 0 0 0 0 NOON

PM 0 0 0 0 PM

AM NOON PM PM NOON AM

0 1 0 0 0 0 0 0

1 414 0 660

0 0 0 0 0 0 0 0

0 0 1 0 TEV 1328 0 876 0 0 0 0

668 0 461 1 PHF 0.91 0.96

0 0 0 0 0 0 0 0
AM NOON PM PM NOON AM

PM 0 0 0 0 PM

NOON 0 0 0 0 NOON

AM 0 0 0 0 AM

Pedestrians (Crosswalks)

Totals (PM) Total Bikes (PM)

0

0

NORTHBOUND
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Totals (NOON) Total Bikes (NOON)
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National Data & Surveying ServicesIntersection Turning Movement Count

Location: Chabad RSF E Dwy & Via De La Valle
City: Del Mar Project ID:

Control: No Control Date:

NS/EW Streets:

0 0 0 0 0 1 0 0 0 1 0 0 0 1 0 0
NL NT NR NU SL ST SR SU EL ET ER EU WL WT WR WU TOTAL

7:00 AM 0 0 0 0 0 0 0 0 0 63 0 0 0 79 0 0 142
7:15 AM 0 0 0 0 1 0 0 0 2 95 0 1 0 109 0 0 208
7:30 AM 0 0 0 0 0 0 0 0 0 95 0 0 0 154 1 0 250
7:45 AM 0 0 0 0 1 0 0 0 1 117 0 0 0 153 0 0 272
8:00 AM 0 0 0 0 0 0 0 0 0 134 0 0 0 163 0 0 297
8:15 AM 0 0 0 0 0 0 0 0 1 133 0 0 0 184 0 0 318
8:30 AM 0 0 0 0 0 0 0 0 0 187 0 0 0 163 0 0 350
8:45 AM 0 0 0 0 0 0 2 0 0 213 0 0 0 148 0 0 363

NL NT NR NU SL ST SR SU EL ET ER EU WL WT WR WU TOTAL
TOTAL VOLUMES : 0 0 0 0 2 0 2 0 4 1037 0 1 0 1153 1 0 2200
APPROACH %'s : 50.00% 0.00% 50.00% 0.00% 0.38% 99.52% 0.00% 0.10% 0.00% 99.91% 0.09% 0.00%

PEAK HR : 08:00 AM 41 0 0 TOTAL
PEAK HR VOL : 0 0 0 0 0 0 2 0 1 667 0 0 0 658 0 0 1328

PEAK HR FACTOR : 0.000 0.000 0.000 0.000 0.000 0.000 0.250 0.000 0.250 0.783 0.000 0.000 0.000 0.894 0.000 0.000

Headers NBL NBT NBR NBU SBL SBT SBR SBU EBL EBT EBR EBU WBL WBT WBR WBU

0 0 0 0 0 1 0 0 0 1 0 0 0 1 0 0
NL NT NR NU SL ST SR SU EL ET ER EU WL WT WR WU TOTAL

4:00 PM 0 0 0 0 0 0 0 0 1 117 0 1 0 96 1 0 216
4:15 PM 0 0 0 0 0 0 0 0 0 125 0 0 0 94 1 0 220
4:30 PM 0 0 0 0 0 0 1 0 0 116 0 0 0 93 0 0 210
4:45 PM 0 0 0 0 0 0 0 0 0 114 0 0 0 100 0 0 214
5:00 PM 0 0 0 0 3 0 1 0 0 117 0 0 0 104 1 0 226
5:15 PM 0 0 0 0 0 0 0 0 0 114 0 0 0 114 0 0 228
5:30 PM 0 0 0 0 0 0 0 0 0 95 0 0 0 97 0 0 192
5:45 PM 0 0 0 0 0 0 0 0 1 107 0 0 0 83 0 0 191

NL NT NR NU SL ST SR SU EL ET ER EU WL WT WR WU TOTAL
TOTAL VOLUMES : 0 0 0 0 3 0 2 0 2 905 0 1 0 781 3 0 1697
APPROACH %'s : 60.00% 0.00% 40.00% 0.00% 0.22% 99.67% 0.00% 0.11% 0.00% 99.62% 0.38% 0.00%

PEAK HR : 04:30 PM 291 0 0 TOTAL
PEAK HR VOL : 0 0 0 0 3 0 2 0 0 461 0 0 0 411 1 0 878

PEAK HR FACTOR : 0.000 0.000 0.000 0.000 0.250 0.000 0.500 0.000 0.000 0.985 0.000 0.000 0.000 0.901 0.250 0.000

24-040155-002
8/23/2024

04:30 PM - 05:30 PM

0.9630.313 0.985 0.904

08:00 AM - 09:00 AM

0.915

PM
  NORTHBOUND   SOUTHBOUND   EASTBOUND   WESTBOUND

0.250 0.784 0.894

AM
  NORTHBOUND   SOUTHBOUND   EASTBOUND   WESTBOUND

Data - Totals
Chabad RSF E Dwy Chabad RSF E Dwy Via De La Valle Via De La Valle



National Data & Surveying ServicesIntersection Turning Movement Count

Location: Chabad RSF E Dwy & Via De La Valle
City: Del Mar Project ID:

Control: No Control Date:

NS/EW Streets:

0 0 0 0 0 1 0 0 0 1 0 0 0 1 0 0
NL NT NR NU SL ST SR SU EL ET ER EU WL WT WR WU TOTAL

7:00 AM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
7:15 AM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
7:30 AM 0 0 0 0 0 0 0 0 0 2 0 0 0 1 0 0 3
7:45 AM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
8:00 AM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
8:15 AM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
8:30 AM 0 0 0 0 0 0 0 0 0 1 0 0 0 0 0 0 1
8:45 AM 0 0 0 0 0 0 0 0 0 2 0 0 0 1 0 0 3

NL NT NR NU SL ST SR SU EL ET ER EU WL WT WR WU TOTAL
TOTAL VOLUMES : 0 0 0 0 0 0 0 0 0 5 0 0 0 2 0 0 7
APPROACH %'s : 0.00% 100.00% 0.00% 0.00% 0.00% 100.00% 0.00% 0.00%

PEAK HR : 08:00 AM 41 0 0 TOTAL
PEAK HR VOL : 0 0 0 0 0 0 0 0 0 3 0 0 0 1 0 0 4

PEAK HR FACTOR : 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.375 0.000 0.000 0.000 0.250 0.000 0.000

Headers NBL NBT NBR NBU SBL SBT SBR SBU EBL EBT EBR EBU WBL WBT WBR WBU

0 0 0 0 0 1 0 0 0 1 0 0 0 1 0 0
NL NT NR NU SL ST SR SU EL ET ER EU WL WT WR WU TOTAL

4:00 PM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
4:15 PM 0 0 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1
4:30 PM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
4:45 PM 0 0 0 0 0 0 0 0 0 2 0 0 0 0 0 0 2
5:00 PM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
5:15 PM 0 0 0 0 0 0 0 0 0 1 0 0 0 0 0 0 1
5:30 PM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
5:45 PM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

NL NT NR NU SL ST SR SU EL ET ER EU WL WT WR WU TOTAL
TOTAL VOLUMES : 0 0 0 0 0 0 0 0 0 3 0 0 0 1 0 0 4
APPROACH %'s : 0.00% 100.00% 0.00% 0.00% 0.00% 100.00% 0.00% 0.00%

PEAK HR : 04:30 PM 291 0 0 TOTAL
PEAK HR VOL : 0 0 0 0 0 0 0 0 0 3 0 0 0 0 0 0 3

PEAK HR FACTOR : 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.375 0.000 0.000 0.000 0.000 0.000 0.000

24-040155-002
8/23/2024

04:30 PM - 05:30 PM

0.3750.375

08:00 AM - 09:00 AM

0.333

PM
  NORTHBOUND   SOUTHBOUND   EASTBOUND   WESTBOUND

0.375 0.250

AM
  NORTHBOUND   SOUTHBOUND   EASTBOUND   WESTBOUND

Data - Bikes
Chabad RSF E Dwy Chabad RSF E Dwy Via De La Valle Via De La Valle



National Data & Surveying ServicesIntersection Turning 
Movement CountLocation: Chabad RSF E Dwy & Via De La Valle Project ID:

City: Del Mar Date:

NS/EW Streets:

EB WB EB WB NB SB NB SB TOTAL
7:00 AM 0 0 0 0 0 0 0 0 0
7:15 AM 0 0 0 0 0 0 0 0 0
7:30 AM 0 0 0 0 0 0 0 0 0
7:45 AM 0 0 0 0 0 0 0 0 0
8:00 AM 0 0 0 0 0 0 0 0 0
8:15 AM 0 0 0 0 0 0 0 0 0
8:30 AM 0 0 0 0 0 0 0 0 0
8:45 AM 0 0 0 0 0 0 0 0 0

EB WB EB WB NB SB NB SB TOTAL
TOTAL VOLUMES : 0 0 0 0 0 0 0 0 0
APPROACH %'s :

PEAK HR : 08:00 AM 40 -1 -1 TOTAL
PEAK HR VOL : 0 0 0 0 0 0 0 0 0

PEAK HR FACTOR :

Headers NEB NWB SEB SWB ENS ESB WNB WSB

EB WB EB WB NB SB NB SB TOTAL
4:00 PM 0 0 0 0 0 0 0 0 0
4:15 PM 0 0 0 0 0 0 0 0 0
4:30 PM 0 0 0 0 0 0 0 0 0
4:45 PM 0 0 0 0 0 0 0 0 0
5:00 PM 0 0 0 0 0 0 0 0 0
5:15 PM 0 0 0 0 0 0 0 0 0
5:30 PM 0 0 0 0 0 0 0 0 0
5:45 PM 0 0 0 0 0 0 0 0 0

EB WB EB WB NB SB NB SB TOTAL
TOTAL VOLUMES : 0 0 0 0 0 0 0 0 0
APPROACH %'s :

PEAK HR : 04:30 PM 288 -3 -3 TOTAL
PEAK HR VOL : 0 0 0 0 0 0 0 0 0

PEAK HR FACTOR :

24-040155-002
8/23/2024

04:30 PM - 05:30 PM

PM NORTH LEG SOUTH LEG EAST LEG WEST LEG

08:00 AM - 09:00 AM

AM NORTH LEG SOUTH LEG EAST LEG WEST LEG

Data - Pedestrians (Crosswalks)
Chabad RSF E Dwy Chabad RSF E Dwy Via De La Valle Via De La Valle



Prepared by National Data & Surveying Services

ID: 24-040155-002 Day:
City: Del Mar Date:

AM 2 0 0 0 AM

NOON 0 0 0 0 NOON

PM 2 0 3 0 PM
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National Data & Surveying ServicesIntersection Turning Movement Count

Location: Chabad RSF W Dwy & Via De La Valle
City: Del Mar Project ID:

Control: No Control Date:

NS/EW Streets:

0 0 0 0 0 1 0 0 0 1 0 0 0 1 0 0
NL NT NR NU SL ST SR SU EL ET ER EU WL WT WR WU TOTAL

11:00 AM 0 0 0 0 0 0 0 0 0 188 0 0 0 195 0 0 383
11:15 AM 0 0 0 0 0 0 0 0 0 199 0 0 0 208 0 0 407
11:30 AM 0 0 0 0 0 0 0 0 0 195 0 1 0 177 0 0 373
11:45 AM 0 0 0 0 0 0 0 0 0 183 0 0 0 138 0 0 321
12:00 PM 0 0 0 0 0 0 0 0 0 187 0 0 0 162 0 0 349
12:15 PM 0 0 0 0 0 0 0 0 0 170 0 0 0 168 0 0 338
12:30 PM 0 0 0 0 0 0 0 0 0 186 0 0 0 183 0 0 369
12:45 PM 0 0 0 0 0 0 0 0 0 185 0 0 0 216 0 0 401

NL NT NR NU SL ST SR SU EL ET ER EU WL WT WR WU TOTAL
TOTAL VOLUMES : 0 0 0 0 0 0 0 0 0 1493 0 1 0 1447 0 0 2941
APPROACH %'s : 0.00% 99.93% 0.00% 0.07% 0.00% 100.00% 0.00% 0.00%

PEAK HR : 11:00 AM 161 0 0 TOTAL
PEAK HR VOL : 0 0 0 0 0 0 0 0 0 765 0 1 0 718 0 0 1484

PEAK HR FACTOR : 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.961 0.000 0.250 0.000 0.863 0.000 0.000

24-040155-001
8/24/2024

11:00 AM - 12:00 PM

0.9120.962 0.863

NOON
  NORTHBOUND   SOUTHBOUND   EASTBOUND   WESTBOUND

Data - Totals
Chabad RSF W Dwy Chabad RSF W Dwy Via De La Valle Via De La Valle



National Data & Surveying ServicesIntersection Turning Movement Count

Location: Chabad RSF W Dwy & Via De La Valle
City: Del Mar Project ID:

Control: No Control Date:

NS/EW Streets:

0 0 0 0 0 1 0 0 0 1 0 0 0 1 0 0
NL NT NR NU SL ST SR SU EL ET ER EU WL WT WR WU TOTAL

11:00 AM 0 0 0 0 0 0 0 0 0 0 0 0 0 2 0 0 2
11:15 AM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
11:30 AM 0 0 0 0 0 0 0 0 0 1 0 0 0 1 0 0 2
11:45 AM 0 0 0 0 0 0 0 0 0 1 0 0 0 1 0 0 2
12:00 PM 0 0 0 0 0 0 0 0 0 1 0 0 0 1 0 0 2
12:15 PM 0 0 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1
12:30 PM 0 0 0 0 0 0 0 0 0 1 0 0 0 1 0 0 2
12:45 PM 0 0 0 0 0 0 0 0 0 1 0 0 0 0 0 0 1

NL NT NR NU SL ST SR SU EL ET ER EU WL WT WR WU TOTAL
TOTAL VOLUMES : 0 0 0 0 0 0 0 0 0 5 0 0 0 7 0 0 12
APPROACH %'s : 0.00% 100.00% 0.00% 0.00% 0.00% 100.00% 0.00% 0.00%

PEAK HR : 11:00 AM 161 0 0 TOTAL
PEAK HR VOL : 0 0 0 0 0 0 0 0 0 2 0 0 0 4 0 0 6

PEAK HR FACTOR : 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.500 0.000 0.000 0.000 0.500 0.000 0.000

24-040155-001
8/24/2024

11:00 AM - 12:00 PM

0.7500.500 0.500

NOON
  NORTHBOUND   SOUTHBOUND   EASTBOUND   WESTBOUND

Data - Bikes
Chabad RSF W Dwy Chabad RSF W Dwy Via De La Valle Via De La Valle



National Data & Surveying ServicesIntersection Turning 
Movement CountLocation: Chabad RSF W Dwy & Via De La Valle Project ID:

City: Del Mar Date:

NS/EW Streets:

EB WB EB WB NB SB NB SB TOTAL
11:00 AM 0 0 0 0 0 0 0 0 0
11:15 AM 0 0 0 0 0 0 0 0 0
11:30 AM 0 0 0 0 0 0 0 0 0
11:45 AM 0 0 0 0 0 0 0 0 0
12:00 PM 0 0 0 0 0 0 0 0 0
12:15 PM 0 0 0 0 0 0 0 0 0
12:30 PM 0 0 0 0 0 0 0 0 0
12:45 PM 0 0 0 0 0 0 0 0 0

EB WB EB WB NB SB NB SB TOTAL
TOTAL VOLUMES : 0 0 0 0 0 0 0 0 0
APPROACH %'s :

PEAK HR : 12:00 AM 159 -2 -2 TOTAL
PEAK HR VOL : 0 0 0 0 0 0 0 0 0

PEAK HR FACTOR :

24-040155-001
8/24/2024

12:00 AM - 01:00 AM

NOON NORTH LEG SOUTH LEG EAST LEG WEST LEG

Data - Pedestrians (Crosswalks)
Chabad RSF W Dwy Chabad RSF W Dwy Via De La Valle Via De La Valle



Prepared by National Data & Surveying Services

ID: 24-040155-001 Day:
City: Del Mar Date:
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NOON 0 0 0 0 NOON

PM 0 0 0 0 PM
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Peak Hour Turning Movement Count
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National Data & Surveying ServicesIntersection Turning Movement Count

Location: Chabad RSF E Dwy & Via De La Valle
City: Del Mar Project ID:

Control: No Control Date:

NS/EW Streets:

0 0 0 0 0 1 0 0 0 1 0 0 0 1 0 0
NL NT NR NU SL ST SR SU EL ET ER EU WL WT WR WU TOTAL

11:00 AM 0 0 0 0 0 0 0 0 0 188 0 3 0 192 1 0 384
11:15 AM 0 0 0 0 0 0 0 0 0 199 0 0 0 208 3 0 410
11:30 AM 0 0 0 0 0 0 0 0 1 192 0 1 0 177 0 0 371
11:45 AM 0 0 0 0 0 0 0 0 3 180 0 1 0 138 1 0 323
12:00 PM 0 0 0 0 0 0 1 0 0 186 0 0 0 159 0 0 346
12:15 PM 0 0 0 0 1 0 0 0 0 171 0 0 0 169 1 0 342
12:30 PM 0 0 0 0 0 0 0 0 0 186 0 0 0 185 0 0 371
12:45 PM 0 0 0 0 0 0 0 0 0 184 0 0 0 213 1 0 398

NL NT NR NU SL ST SR SU EL ET ER EU WL WT WR WU TOTAL
TOTAL VOLUMES : 0 0 0 0 1 0 1 0 4 1486 0 5 0 1441 7 0 2945
APPROACH %'s : 50.00% 0.00% 50.00% 0.00% 0.27% 99.40% 0.00% 0.33% 0.00% 99.52% 0.48% 0.00%

PEAK HR : 11:00 AM 161 0 0 TOTAL
PEAK HR VOL : 0 0 0 0 0 0 0 0 4 759 0 5 0 715 5 0 1488

PEAK HR FACTOR : 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.333 0.954 0.000 0.417 0.000 0.859 0.417 0.000

24-040155-002
8/24/2024

11:00 AM - 12:00 PM

0.9070.965 0.853

NOON
  NORTHBOUND   SOUTHBOUND   EASTBOUND   WESTBOUND

Data - Totals
Chabad RSF E Dwy Chabad RSF E Dwy Via De La Valle Via De La Valle



National Data & Surveying ServicesIntersection Turning Movement Count

Location: Chabad RSF E Dwy & Via De La Valle
City: Del Mar Project ID:

Control: No Control Date:

NS/EW Streets:

0 0 0 0 0 1 0 0 0 1 0 0 0 1 0 0
NL NT NR NU SL ST SR SU EL ET ER EU WL WT WR WU TOTAL

11:00 AM 0 0 0 0 0 0 0 0 0 0 0 0 0 2 0 0 2
11:15 AM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
11:30 AM 0 0 0 0 0 0 0 0 0 1 0 0 0 1 0 0 2
11:45 AM 0 0 0 0 0 0 0 0 0 1 0 0 0 1 0 0 2
12:00 PM 0 0 0 0 0 0 0 0 0 1 0 0 0 1 0 0 2
12:15 PM 0 0 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1
12:30 PM 0 0 0 0 0 0 0 0 0 1 0 0 0 1 0 0 2
12:45 PM 0 0 0 0 0 0 0 0 0 1 0 0 0 0 0 0 1

NL NT NR NU SL ST SR SU EL ET ER EU WL WT WR WU TOTAL
TOTAL VOLUMES : 0 0 0 0 0 0 0 0 0 5 0 0 0 7 0 0 12
APPROACH %'s : 0.00% 100.00% 0.00% 0.00% 0.00% 100.00% 0.00% 0.00%

PEAK HR : 11:00 AM 161 0 0 TOTAL
PEAK HR VOL : 0 0 0 0 0 0 0 0 0 2 0 0 0 4 0 0 6

PEAK HR FACTOR : 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.500 0.000 0.000 0.000 0.500 0.000 0.000

24-040155-002
8/24/2024

11:00 AM - 12:00 PM

0.7500.500 0.500
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Data - Bikes
Chabad RSF E Dwy Chabad RSF E Dwy Via De La Valle Via De La Valle



National Data & Surveying ServicesIntersection Turning 
Movement CountLocation: Chabad RSF E Dwy & Via De La Valle Project ID:

City: Del Mar Date:

NS/EW Streets:

EB WB EB WB NB SB NB SB TOTAL
11:00 AM 0 0 0 0 0 0 0 0 0
11:15 AM 0 0 0 0 4 1 0 0 5
11:30 AM 0 0 0 0 0 0 0 0 0
11:45 AM 0 0 0 0 0 0 0 0 0
12:00 PM 0 0 0 0 0 0 0 0 0
12:15 PM 0 0 0 0 0 0 0 0 0
12:30 PM 0 0 0 0 0 0 0 0 0
12:45 PM 0 0 0 0 0 0 0 0 0

EB WB EB WB NB SB NB SB TOTAL
TOTAL VOLUMES : 0 0 0 0 4 1 0 0 5
APPROACH %'s : 80.00% 20.00%

PEAK HR : 12:00 AM 159 -2 -2 TOTAL
PEAK HR VOL : 0 0 0 0 4 1 0 0 5

PEAK HR FACTOR : 0.250 0.250

24-040155-002
8/24/2024

12:00 AM - 01:00 AM

0.2500.250

NOON NORTH LEG SOUTH LEG EAST LEG WEST LEG

Data - Pedestrians (Crosswalks)
Chabad RSF E Dwy Chabad RSF E Dwy Via De La Valle Via De La Valle



Prepared by National Data & Surveying Services

ID: 24-040155-002 Day:
City: Del Mar Date:
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Chabad RSF E Dwy & Via De La Valle
Peak Hour Turning Movement Count

Chabad RSF E Dwy Saturday
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ATTACHMENT B 
CONCEPTUAL STRIPING PLAN 



NORTH

SCALE: 1"=80'

Chabad Jewish Center RSF of Rancho Santa Fe
NOT FOR CONSTRUCTION
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ATTACHMENT C 
INTERSECTION CALCULATION SHEETS 

  



HCM 7th TWSC Existing AM (Tuesday)
1: Via De La Valle & West Driveway 09/05/2024

Chabad Center RSF Synchro 12 Report
Linscott, Law & Greenspan, Engineers (LLG) Page 1

Intersection
Int Delay, s/veh 0

Movement EBL EBT WBT WBR SBL SBR
Lane Configurations
Traffic Vol, veh/h 1 410 647 0 0 0
Future Vol, veh/h 1 410 647 0 0 0
Conflicting Peds, #/hr 10 0 0 10 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length - - - - 0 -
Veh in Median Storage, # - 0 0 - 0 -
Grade, % - 0 0 - 0 -
Peak Hour Factor 98 98 88 88 92 92
Heavy Vehicles, % 3 3 3 3 3 3
Mvmt Flow 1 418 735 0 0 0

Major/Minor Major1 Major2 Minor2
Conflicting Flow All 745 0 - 0 1166 745
          Stage 1 - - - - 745 -
          Stage 2 - - - - 420 -
Critical Hdwy 4.13 - - - 6.43 6.23
Critical Hdwy Stg 1 - - - - 5.43 -
Critical Hdwy Stg 2 - - - - 5.43 -
Follow-up Hdwy 2.227 - - - 3.527 3.327
Pot Cap-1 Maneuver 858 - - - 213 412
          Stage 1 - - - - 467 -
          Stage 2 - - - - 661 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 850 - - - 209 408
Mov Cap-2 Maneuver - - - - 338 -
          Stage 1 - - - - 462 -
          Stage 2 - - - - 654 -

Approach EB WB SB
HCM Control Delay, s/v 0.02 0 0
HCM LOS A

Minor Lane/Major Mvmt EBL EBT WBT WBR SBLn1
Capacity (veh/h) 4 - - - -
HCM Lane V/C Ratio 0.001 - - - -
HCM Control Delay (s/veh) 9.2 0 - - 0
HCM Lane LOS A A - - A
HCM 95th %tile Q(veh) 0 - - - -



HCM 7th TWSC Existing AM (Tuesday)
2: Via De La Valle & East Driveway 09/05/2024

Chabad Center RSF Synchro 12 Report
Linscott, Law & Greenspan, Engineers (LLG) Page 2

Intersection
Int Delay, s/veh 0.1

Movement EBL EBT WBT WBR SBL SBR
Lane Configurations
Traffic Vol, veh/h 2 407 649 0 1 1
Future Vol, veh/h 2 407 649 0 1 1
Conflicting Peds, #/hr 10 0 0 10 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length 50 - - - 0 -
Veh in Median Storage, # - 0 0 - 0 -
Grade, % - 0 0 - 0 -
Peak Hour Factor 97 97 91 91 25 25
Heavy Vehicles, % 3 3 3 3 3 3
Mvmt Flow 2 420 713 0 4 4

Major/Minor Major1 Major2 Minor2
Conflicting Flow All 723 0 - 0 1147 723
          Stage 1 - - - - 723 -
          Stage 2 - - - - 424 -
Critical Hdwy 4.13 - - - 6.43 6.23
Critical Hdwy Stg 1 - - - - 5.43 -
Critical Hdwy Stg 2 - - - - 5.43 -
Follow-up Hdwy 2.227 - - - 3.527 3.327
Pot Cap-1 Maneuver 875 - - - 219 424
          Stage 1 - - - - 479 -
          Stage 2 - - - - 658 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 866 - - - 214 420
Mov Cap-2 Maneuver - - - - 344 -
          Stage 1 - - - - 473 -
          Stage 2 - - - - 652 -

Approach EB WB SB
HCM Control Delay, s/v 0.04 0 14.72
HCM LOS B

Minor Lane/Major Mvmt EBL EBT WBT WBR SBLn1
Capacity (veh/h) 866 - - - 378
HCM Lane V/C Ratio 0.002 - - - 0.021
HCM Control Delay (s/veh) 9.2 - - - 14.7
HCM Lane LOS A - - - B
HCM 95th %tile Q(veh) 0 - - - 0.1



HCM 7th TWSC Existing PM (Tuesday)
1: Via De La Valle & West Driveway 09/05/2024

Chabad Center RSF Synchro 12 Report
Linscott, Law & Greenspan, Engineers (LLG) Page 1

Intersection
Int Delay, s/veh 0

Movement EBL EBT WBT WBR SBL SBR
Lane Configurations
Traffic Vol, veh/h 2 552 456 1 0 0
Future Vol, veh/h 2 552 456 1 0 0
Conflicting Peds, #/hr 10 0 0 10 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length - - - - 0 -
Veh in Median Storage, # - 0 0 - 0 -
Grade, % - 0 0 - 0 -
Peak Hour Factor 94 94 97 97 92 92
Heavy Vehicles, % 3 3 3 3 3 3
Mvmt Flow 2 587 470 1 0 0

Major/Minor Major1 Major2 Minor2
Conflicting Flow All 481 0 - 0 1072 481
          Stage 1 - - - - 481 -
          Stage 2 - - - - 591 -
Critical Hdwy 4.13 - - - 6.43 6.23
Critical Hdwy Stg 1 - - - - 5.43 -
Critical Hdwy Stg 2 - - - - 5.43 -
Follow-up Hdwy 2.227 - - - 3.527 3.327
Pot Cap-1 Maneuver 1076 - - - 243 583
          Stage 1 - - - - 620 -
          Stage 2 - - - - 551 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 1066 - - - 238 578
Mov Cap-2 Maneuver - - - - 371 -
          Stage 1 - - - - 612 -
          Stage 2 - - - - 546 -

Approach EB WB SB
HCM Control Delay, s/v 0.03 0 0
HCM LOS A

Minor Lane/Major Mvmt EBL EBT WBT WBR SBLn1
Capacity (veh/h) 6 - - - -
HCM Lane V/C Ratio 0.002 - - - -
HCM Control Delay (s/veh) 8.4 0 - - 0
HCM Lane LOS A A - - A
HCM 95th %tile Q(veh) 0 - - - -



HCM 7th TWSC Existing PM (Tuesday)
2: Via De La Valle & East Driveway 09/05/2024

Chabad Center RSF Synchro 12 Report
Linscott, Law & Greenspan, Engineers (LLG) Page 2

Intersection
Int Delay, s/veh 0.1

Movement EBL EBT WBT WBR SBL SBR
Lane Configurations
Traffic Vol, veh/h 3 544 456 1 1 2
Future Vol, veh/h 3 544 456 1 1 2
Conflicting Peds, #/hr 10 0 0 10 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length 50 - - - 0 -
Veh in Median Storage, # - 0 0 - 0 -
Grade, % - 0 0 - 0 -
Peak Hour Factor 93 93 97 97 38 38
Heavy Vehicles, % 3 3 3 3 3 3
Mvmt Flow 3 585 470 1 3 5

Major/Minor Major1 Major2 Minor2
Conflicting Flow All 481 0 - 0 1072 481
          Stage 1 - - - - 481 -
          Stage 2 - - - - 591 -
Critical Hdwy 4.13 - - - 6.43 6.23
Critical Hdwy Stg 1 - - - - 5.43 -
Critical Hdwy Stg 2 - - - - 5.43 -
Follow-up Hdwy 2.227 - - - 3.527 3.327
Pot Cap-1 Maneuver 1076 - - - 243 583
          Stage 1 - - - - 620 -
          Stage 2 - - - - 551 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 1066 - - - 238 578
Mov Cap-2 Maneuver - - - - 371 -
          Stage 1 - - - - 612 -
          Stage 2 - - - - 546 -

Approach EB WB SB
HCM Control Delay, s/v 0.05 0 12.51
HCM LOS B

Minor Lane/Major Mvmt EBL EBT WBT WBR SBLn1
Capacity (veh/h) 1066 - - - 487
HCM Lane V/C Ratio 0.003 - - - 0.016
HCM Control Delay (s/veh) 8.4 - - - 12.5
HCM Lane LOS A - - - B
HCM 95th %tile Q(veh) 0 - - - 0



HCM 7th TWSC Existing + Project AM (Tuesday)
1: Via De La Valle & West Driveway 09/05/2024

Chabad Center RSF Synchro 12 Report
Linscott, Law & Greenspan, Engineers (LLG) Page 1

Intersection
Int Delay, s/veh 0.2

Movement EBL EBT WBT WBR SBL SBR
Lane Configurations
Traffic Vol, veh/h 1 410 647 0 0 0
Future Vol, veh/h 12 413 649 3 2 7
Conflicting Peds, #/hr 10 0 0 10 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length 50 - - 100 0 -
Veh in Median Storage, # - 0 0 - 0 -
Grade, % - 0 0 - 0 -
Peak Hour Factor 98 98 88 88 92 92
Heavy Vehicles, % 3 3 3 3 3 3
Mvmt Flow 12 421 738 3 2 8

Major/Minor Major1 Major2 Minor2
Conflicting Flow All 751 0 - 0 1193 748
          Stage 1 - - - - 748 -
          Stage 2 - - - - 446 -
Critical Hdwy 4.13 - - - 6.43 6.23
Critical Hdwy Stg 1 - - - - 5.43 -
Critical Hdwy Stg 2 - - - - 5.43 -
Follow-up Hdwy 2.227 - - - 3.527 3.327
Pot Cap-1 Maneuver 854 - - - 205 411
          Stage 1 - - - - 466 -
          Stage 2 - - - - 643 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 846 - - - 199 407
Mov Cap-2 Maneuver - - - - 329 -
          Stage 1 - - - - 455 -
          Stage 2 - - - - 637 -

Approach EB WB SB
HCM Control Delay, s/v 0.26 0 14.55
HCM LOS B

Minor Lane/Major Mvmt EBL EBT WBT WBR SBLn1
Capacity (veh/h) 846 - - - 387
HCM Lane V/C Ratio 0.014 - - - 0.025
HCM Control Delay (s/veh) 9.3 - - - 14.6
HCM Lane LOS A - - - B
HCM 95th %tile Q(veh) 0 - - - 0.1



HCM 7th TWSC Existing + Project AM (Tuesday)
2: Via De La Valle & East Driveway 09/05/2024

Chabad Center RSF Synchro 12 Report
Linscott, Law & Greenspan, Engineers (LLG) Page 2

Intersection
Int Delay, s/veh 0.6

Movement EBL EBT WBT WBR SBL SBR
Lane Configurations
Traffic Vol, veh/h 2 407 649 0 1 1
Future Vol, veh/h 5 409 652 11 8 3
Conflicting Peds, #/hr 10 0 0 10 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length 50 - - - 0 -
Veh in Median Storage, # - 0 0 - 0 -
Grade, % - 0 0 - 0 -
Peak Hour Factor 97 97 91 91 25 25
Heavy Vehicles, % 3 3 3 3 3 3
Mvmt Flow 5 422 716 12 32 12

Major/Minor Major1 Major2 Minor2
Conflicting Flow All 739 0 - 0 1164 733
          Stage 1 - - - - 733 -
          Stage 2 - - - - 432 -
Critical Hdwy 4.13 - - - 6.43 6.23
Critical Hdwy Stg 1 - - - - 5.43 -
Critical Hdwy Stg 2 - - - - 5.43 -
Follow-up Hdwy 2.227 - - - 3.527 3.327
Pot Cap-1 Maneuver 863 - - - 214 419
          Stage 1 - - - - 474 -
          Stage 2 - - - - 653 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 855 - - - 208 415
Mov Cap-2 Maneuver - - - - 338 -
          Stage 1 - - - - 466 -
          Stage 2 - - - - 646 -

Approach EB WB SB
HCM Control Delay, s/v 0.11 0 16.52
HCM LOS C

Minor Lane/Major Mvmt EBL EBT WBT WBR SBLn1
Capacity (veh/h) 855 - - - 356
HCM Lane V/C Ratio 0.006 - - - 0.123
HCM Control Delay (s/veh) 9.2 - - - 16.5
HCM Lane LOS A - - - C
HCM 95th %tile Q(veh) 0 - - - 0.4



HCM 7th TWSC Existing + Project PM (Tuesday)
1: Via De La Valle & West Driveway 09/05/2024

Chabad Center RSF Synchro 12 Report
Linscott, Law & Greenspan, Engineers (LLG) Page 1

Intersection
Int Delay, s/veh 0.3

Movement EBL EBT WBT WBR SBL SBR
Lane Configurations
Traffic Vol, veh/h 2 552 456 1 0 0
Future Vol, veh/h 14 555 460 4 4 15
Conflicting Peds, #/hr 10 0 0 10 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length 50 - - 100 0 -
Veh in Median Storage, # - 0 0 - 0 -
Grade, % - 0 0 - 0 -
Peak Hour Factor 94 94 97 97 92 92
Heavy Vehicles, % 3 3 3 3 3 3
Mvmt Flow 15 590 474 4 4 16

Major/Minor Major1 Major2 Minor2
Conflicting Flow All 488 0 - 0 1104 484
          Stage 1 - - - - 484 -
          Stage 2 - - - - 620 -
Critical Hdwy 4.13 - - - 6.43 6.23
Critical Hdwy Stg 1 - - - - 5.43 -
Critical Hdwy Stg 2 - - - - 5.43 -
Follow-up Hdwy 2.227 - - - 3.527 3.327
Pot Cap-1 Maneuver 1070 - - - 232 581
          Stage 1 - - - - 618 -
          Stage 2 - - - - 534 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 1059 - - - 225 575
Mov Cap-2 Maneuver - - - - 359 -
          Stage 1 - - - - 603 -
          Stage 2 - - - - 529 -

Approach EB WB SB
HCM Control Delay, s/v 0.21 0 12.35
HCM LOS B

Minor Lane/Major Mvmt EBL EBT WBT WBR SBLn1
Capacity (veh/h) 1059 - - - 510
HCM Lane V/C Ratio 0.014 - - - 0.04
HCM Control Delay (s/veh) 8.4 - - - 12.3
HCM Lane LOS A - - - B
HCM 95th %tile Q(veh) 0 - - - 0.1



HCM 7th TWSC Existing + Project PM (Tuesday)
2: Via De La Valle & East Driveway 09/05/2024

Chabad Center RSF Synchro 12 Report
Linscott, Law & Greenspan, Engineers (LLG) Page 2

Intersection
Int Delay, s/veh 0.8

Movement EBL EBT WBT WBR SBL SBR
Lane Configurations
Traffic Vol, veh/h 3 544 456 1 1 2
Future Vol, veh/h 6 548 459 13 16 6
Conflicting Peds, #/hr 10 0 0 10 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length 50 - - - 0 -
Veh in Median Storage, # - 0 0 - 0 -
Grade, % - 0 0 - 0 -
Peak Hour Factor 93 93 97 97 38 38
Heavy Vehicles, % 3 3 3 3 3 3
Mvmt Flow 6 589 473 13 42 16

Major/Minor Major1 Major2 Minor2
Conflicting Flow All 497 0 - 0 1092 490
          Stage 1 - - - - 490 -
          Stage 2 - - - - 602 -
Critical Hdwy 4.13 - - - 6.43 6.23
Critical Hdwy Stg 1 - - - - 5.43 -
Critical Hdwy Stg 2 - - - - 5.43 -
Follow-up Hdwy 2.227 - - - 3.527 3.327
Pot Cap-1 Maneuver 1062 - - - 236 576
          Stage 1 - - - - 614 -
          Stage 2 - - - - 545 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 1052 - - - 230 571
Mov Cap-2 Maneuver - - - - 365 -
          Stage 1 - - - - 604 -
          Stage 2 - - - - 540 -

Approach EB WB SB
HCM Control Delay, s/v 0.09 0 15.38
HCM LOS C

Minor Lane/Major Mvmt EBL EBT WBT WBR SBLn1
Capacity (veh/h) 1052 - - - 405
HCM Lane V/C Ratio 0.006 - - - 0.143
HCM Control Delay (s/veh) 8.4 - - - 15.4
HCM Lane LOS A - - - C
HCM 95th %tile Q(veh) 0 - - - 0.5



HCM 7th TWSC Existing AM (Friday)
1: Via De La Valle & West Driveway 09/05/2024

Chabad Center RSF Synchro 12 Report
Linscott, Law & Greenspan, Engineers (LLG) Page 1

Intersection
Int Delay, s/veh 0

Movement EBL EBT WBT WBR SBL SBR
Lane Configurations
Traffic Vol, veh/h 0 668 660 0 0 0
Future Vol, veh/h 0 668 660 0 0 0
Conflicting Peds, #/hr 10 0 0 10 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length - - - - 0 -
Veh in Median Storage, # - 0 0 - 0 -
Grade, % - 0 0 - 0 -
Peak Hour Factor 78 78 91 91 92 92
Heavy Vehicles, % 3 3 3 3 3 3
Mvmt Flow 0 856 725 0 0 0

Major/Minor Major1 Major2 Minor2
Conflicting Flow All 735 0 - 0 1592 735
          Stage 1 - - - - 735 -
          Stage 2 - - - - 856 -
Critical Hdwy 4.13 - - - 6.43 6.23
Critical Hdwy Stg 1 - - - - 5.43 -
Critical Hdwy Stg 2 - - - - 5.43 -
Follow-up Hdwy 2.227 - - - 3.527 3.327
Pot Cap-1 Maneuver 866 - - - 117 418
          Stage 1 - - - - 472 -
          Stage 2 - - - - 414 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 857 - - - 115 414
Mov Cap-2 Maneuver - - - - 252 -
          Stage 1 - - - - 468 -
          Stage 2 - - - - 410 -

Approach EB WB SB
HCM Control Delay, s/v 0 0 0
HCM LOS A

Minor Lane/Major Mvmt EBL EBT WBT WBR SBLn1
Capacity (veh/h) 857 - - - -
HCM Lane V/C Ratio - - - - -
HCM Control Delay (s/veh) 0 - - - 0
HCM Lane LOS A - - - A
HCM 95th %tile Q(veh) 0 - - - -



HCM 7th TWSC Existing AM (Friday)
2: Via De La Valle & East Driveway 09/05/2024

Chabad Center RSF Synchro 12 Report
Linscott, Law & Greenspan, Engineers (LLG) Page 2

Intersection
Int Delay, s/veh 0.1

Movement EBL EBT WBT WBR SBL SBR
Lane Configurations
Traffic Vol, veh/h 1 667 658 0 0 2
Future Vol, veh/h 1 667 658 0 0 2
Conflicting Peds, #/hr 10 0 0 10 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length 50 - - - 0 -
Veh in Median Storage, # - 0 0 - 0 -
Grade, % - 0 0 - 0 -
Peak Hour Factor 78 78 89 89 25 25
Heavy Vehicles, % 3 3 3 3 3 3
Mvmt Flow 1 855 739 0 0 8

Major/Minor Major1 Major2 Minor2
Conflicting Flow All 749 0 - 0 1607 749
          Stage 1 - - - - 749 -
          Stage 2 - - - - 858 -
Critical Hdwy 4.13 - - - 6.43 6.23
Critical Hdwy Stg 1 - - - - 5.43 -
Critical Hdwy Stg 2 - - - - 5.43 -
Follow-up Hdwy 2.227 - - - 3.527 3.327
Pot Cap-1 Maneuver 855 - - - 115 410
          Stage 1 - - - - 465 -
          Stage 2 - - - - 414 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 847 - - - 113 406
Mov Cap-2 Maneuver - - - - 249 -
          Stage 1 - - - - 460 -
          Stage 2 - - - - 410 -

Approach EB WB SB
HCM Control Delay, s/v 0.01 0 14.04
HCM LOS B

Minor Lane/Major Mvmt EBL EBT WBT WBR SBLn1
Capacity (veh/h) 847 - - - 406
HCM Lane V/C Ratio 0.002 - - - 0.02
HCM Control Delay (s/veh) 9.3 - - - 14
HCM Lane LOS A - - - B
HCM 95th %tile Q(veh) 0 - - - 0.1



HCM 7th TWSC Existing PM (Friday)
1: Via De La Valle & West Driveway 09/05/2024

Chabad Center RSF Synchro 12 Report
Linscott, Law & Greenspan, Engineers (LLG) Page 1

Intersection
Int Delay, s/veh 0

Movement EBL EBT WBT WBR SBL SBR
Lane Configurations
Traffic Vol, veh/h 1 461 414 0 0 0
Future Vol, veh/h 1 461 414 0 0 0
Conflicting Peds, #/hr 10 0 0 10 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length - - - - 0 -
Veh in Median Storage, # - 0 0 - 0 -
Grade, % - 0 0 - 0 -
Peak Hour Factor 99 99 90 90 92 92
Heavy Vehicles, % 3 3 3 3 3 3
Mvmt Flow 1 466 460 0 0 0

Major/Minor Major1 Major2 Minor2
Conflicting Flow All 470 0 - 0 938 470
          Stage 1 - - - - 470 -
          Stage 2 - - - - 468 -
Critical Hdwy 4.13 - - - 6.43 6.23
Critical Hdwy Stg 1 - - - - 5.43 -
Critical Hdwy Stg 2 - - - - 5.43 -
Follow-up Hdwy 2.227 - - - 3.527 3.327
Pot Cap-1 Maneuver 1086 - - - 292 591
          Stage 1 - - - - 627 -
          Stage 2 - - - - 628 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 1076 - - - 286 586
Mov Cap-2 Maneuver - - - - 414 -
          Stage 1 - - - - 620 -
          Stage 2 - - - - 622 -

Approach EB WB SB
HCM Control Delay, s/v 0.02 0 0
HCM LOS A

Minor Lane/Major Mvmt EBL EBT WBT WBR SBLn1
Capacity (veh/h) 4 - - - -
HCM Lane V/C Ratio 0.001 - - - -
HCM Control Delay (s/veh) 8.3 0 - - 0
HCM Lane LOS A A - - A
HCM 95th %tile Q(veh) 0 - - - -



HCM 7th TWSC Existing PM (Friday)
2: Via De La Valle & East Driveway 09/05/2024

Chabad Center RSF Synchro 12 Report
Linscott, Law & Greenspan, Engineers (LLG) Page 2

Intersection
Int Delay, s/veh 0.2

Movement EBL EBT WBT WBR SBL SBR
Lane Configurations
Traffic Vol, veh/h 0 461 411 1 3 2
Future Vol, veh/h 0 461 411 1 3 2
Conflicting Peds, #/hr 10 0 0 10 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length 50 - - - 0 -
Veh in Median Storage, # - 0 0 - 0 -
Grade, % - 0 0 - 0 -
Peak Hour Factor 99 99 90 90 31 31
Heavy Vehicles, % 3 3 3 3 3 3
Mvmt Flow 0 466 457 1 10 6

Major/Minor Major1 Major2 Minor2
Conflicting Flow All 468 0 - 0 933 467
          Stage 1 - - - - 467 -
          Stage 2 - - - - 466 -
Critical Hdwy 4.13 - - - 6.43 6.23
Critical Hdwy Stg 1 - - - - 5.43 -
Critical Hdwy Stg 2 - - - - 5.43 -
Follow-up Hdwy 2.227 - - - 3.527 3.327
Pot Cap-1 Maneuver 1089 - - - 294 594
          Stage 1 - - - - 629 -
          Stage 2 - - - - 630 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 1078 - - - 289 588
Mov Cap-2 Maneuver - - - - 416 -
          Stage 1 - - - - 623 -
          Stage 2 - - - - 624 -

Approach EB WB SB
HCM Control Delay, s/v 0 0 12.91
HCM LOS B

Minor Lane/Major Mvmt EBL EBT WBT WBR SBLn1
Capacity (veh/h) 1078 - - - 471
HCM Lane V/C Ratio - - - - 0.034
HCM Control Delay (s/veh) 0 - - - 12.9
HCM Lane LOS A - - - B
HCM 95th %tile Q(veh) 0 - - - 0.1



HCM 7th TWSC Existing + Project AM (Friday)
1: Via De La Valle & West Driveway 09/05/2024

Chabad Center RSF Synchro 12 Report
Linscott, Law & Greenspan, Engineers (LLG) Page 1

Intersection
Int Delay, s/veh 0.2

Movement EBL EBT WBT WBR SBL SBR
Lane Configurations
Traffic Vol, veh/h 0 668 660 0 0 0
Future Vol, veh/h 11 671 662 3 2 7
Conflicting Peds, #/hr 10 0 0 10 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length 50 - - 100 0 -
Veh in Median Storage, # - 0 0 - 0 -
Grade, % - 0 0 - 0 -
Peak Hour Factor 78 78 91 91 92 92
Heavy Vehicles, % 3 3 3 3 3 3
Mvmt Flow 14 860 727 3 2 8

Major/Minor Major1 Major2 Minor2
Conflicting Flow All 741 0 - 0 1626 737
          Stage 1 - - - - 737 -
          Stage 2 - - - - 888 -
Critical Hdwy 4.13 - - - 6.43 6.23
Critical Hdwy Stg 1 - - - - 5.43 -
Critical Hdwy Stg 2 - - - - 5.43 -
Follow-up Hdwy 2.227 - - - 3.527 3.327
Pot Cap-1 Maneuver 861 - - - 112 416
          Stage 1 - - - - 471 -
          Stage 2 - - - - 400 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 853 - - - 108 413
Mov Cap-2 Maneuver - - - - 243 -
          Stage 1 - - - - 459 -
          Stage 2 - - - - 396 -

Approach EB WB SB
HCM Control Delay, s/v 0.15 0 15.36
HCM LOS C

Minor Lane/Major Mvmt EBL EBT WBT WBR SBLn1
Capacity (veh/h) 853 - - - 357
HCM Lane V/C Ratio 0.017 - - - 0.027
HCM Control Delay (s/veh) 9.3 - - - 15.4
HCM Lane LOS A - - - C
HCM 95th %tile Q(veh) 0.1 - - - 0.1



HCM 7th TWSC Existing + Project AM (Friday)
2: Via De La Valle & East Driveway 09/05/2024

Chabad Center RSF Synchro 12 Report
Linscott, Law & Greenspan, Engineers (LLG) Page 2

Intersection
Int Delay, s/veh 0.6

Movement EBL EBT WBT WBR SBL SBR
Lane Configurations
Traffic Vol, veh/h 1 667 658 0 0 2
Future Vol, veh/h 4 669 661 11 7 4
Conflicting Peds, #/hr 10 0 0 10 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length 50 - - - 0 -
Veh in Median Storage, # - 0 0 - 0 -
Grade, % - 0 0 - 0 -
Peak Hour Factor 78 78 89 89 25 25
Heavy Vehicles, % 3 3 3 3 3 3
Mvmt Flow 5 858 743 12 28 16

Major/Minor Major1 Major2 Minor2
Conflicting Flow All 765 0 - 0 1627 759
          Stage 1 - - - - 759 -
          Stage 2 - - - - 868 -
Critical Hdwy 4.13 - - - 6.43 6.23
Critical Hdwy Stg 1 - - - - 5.43 -
Critical Hdwy Stg 2 - - - - 5.43 -
Follow-up Hdwy 2.227 - - - 3.527 3.327
Pot Cap-1 Maneuver 844 - - - 112 405
          Stage 1 - - - - 461 -
          Stage 2 - - - - 409 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 836 - - - 109 401
Mov Cap-2 Maneuver - - - - 245 -
          Stage 1 - - - - 453 -
          Stage 2 - - - - 405 -

Approach EB WB SB
HCM Control Delay, s/v 0.06 0 19.91
HCM LOS C

Minor Lane/Major Mvmt EBL EBT WBT WBR SBLn1
Capacity (veh/h) 836 - - - 285
HCM Lane V/C Ratio 0.006 - - - 0.154
HCM Control Delay (s/veh) 9.3 - - - 19.9
HCM Lane LOS A - - - C
HCM 95th %tile Q(veh) 0 - - - 0.5



HCM 7th TWSC Existing + Project PM (Friday)
1: Via De La Valle & West Driveway 09/05/2024

Chabad Center RSF Synchro 12 Report
Linscott, Law & Greenspan, Engineers (LLG) Page 1

Intersection
Int Delay, s/veh 0.3

Movement EBL EBT WBT WBR SBL SBR
Lane Configurations
Traffic Vol, veh/h 1 461 414 0 0 0
Future Vol, veh/h 13 464 417 3 3 11
Conflicting Peds, #/hr 10 0 0 10 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length 50 - - 100 0 -
Veh in Median Storage, # - 0 0 - 0 -
Grade, % - 0 0 - 0 -
Peak Hour Factor 99 99 90 90 92 92
Heavy Vehicles, % 3 3 3 3 3 3
Mvmt Flow 13 469 463 3 3 12

Major/Minor Major1 Major2 Minor2
Conflicting Flow All 477 0 - 0 968 473
          Stage 1 - - - - 473 -
          Stage 2 - - - - 495 -
Critical Hdwy 4.13 - - - 6.43 6.23
Critical Hdwy Stg 1 - - - - 5.43 -
Critical Hdwy Stg 2 - - - - 5.43 -
Follow-up Hdwy 2.227 - - - 3.527 3.327
Pot Cap-1 Maneuver 1080 - - - 280 589
          Stage 1 - - - - 625 -
          Stage 2 - - - - 611 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 1070 - - - 272 583
Mov Cap-2 Maneuver - - - - 401 -
          Stage 1 - - - - 611 -
          Stage 2 - - - - 605 -

Approach EB WB SB
HCM Control Delay, s/v 0.23 0 11.97
HCM LOS B

Minor Lane/Major Mvmt EBL EBT WBT WBR SBLn1
Capacity (veh/h) 1070 - - - 532
HCM Lane V/C Ratio 0.012 - - - 0.029
HCM Control Delay (s/veh) 8.4 - - - 12
HCM Lane LOS A - - - B
HCM 95th %tile Q(veh) 0 - - - 0.1



HCM 7th TWSC Existing + Project PM (Friday)
2: Via De La Valle & East Driveway 09/05/2024

Chabad Center RSF Synchro 12 Report
Linscott, Law & Greenspan, Engineers (LLG) Page 2

Intersection
Int Delay, s/veh 0.9

Movement EBL EBT WBT WBR SBL SBR
Lane Configurations
Traffic Vol, veh/h 0 461 411 1 3 2
Future Vol, veh/h 3 464 414 13 14 5
Conflicting Peds, #/hr 10 0 0 10 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length 50 - - - 0 -
Veh in Median Storage, # - 0 0 - 0 -
Grade, % - 0 0 - 0 -
Peak Hour Factor 99 99 90 90 31 31
Heavy Vehicles, % 3 3 3 3 3 3
Mvmt Flow 3 469 460 14 45 16

Major/Minor Major1 Major2 Minor2
Conflicting Flow All 484 0 - 0 952 477
          Stage 1 - - - - 477 -
          Stage 2 - - - - 475 -
Critical Hdwy 4.13 - - - 6.43 6.23
Critical Hdwy Stg 1 - - - - 5.43 -
Critical Hdwy Stg 2 - - - - 5.43 -
Follow-up Hdwy 2.227 - - - 3.527 3.327
Pot Cap-1 Maneuver 1073 - - - 287 586
          Stage 1 - - - - 622 -
          Stage 2 - - - - 624 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 1063 - - - 280 580
Mov Cap-2 Maneuver - - - - 409 -
          Stage 1 - - - - 614 -
          Stage 2 - - - - 618 -

Approach EB WB SB
HCM Control Delay, s/v 0.05 0 14.41
HCM LOS B

Minor Lane/Major Mvmt EBL EBT WBT WBR SBLn1
Capacity (veh/h) 1063 - - - 444
HCM Lane V/C Ratio 0.003 - - - 0.138
HCM Control Delay (s/veh) 8.4 - - - 14.4
HCM Lane LOS A - - - B
HCM 95th %tile Q(veh) 0 - - - 0.5



HCM 7th TWSC Existing Mid-Day (Saturday)
1: Via De La Valle & West Driveway 09/05/2024

Chabad Center RSF Synchro 12 Report
Linscott, Law & Greenspan, Engineers (LLG) Page 1

Intersection
Int Delay, s/veh 0

Movement EBL EBT WBT WBR SBL SBR
Lane Configurations
Traffic Vol, veh/h 0 765 718 0 0 0
Future Vol, veh/h 0 765 718 0 0 0
Conflicting Peds, #/hr 10 0 0 10 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length - - - - 0 -
Veh in Median Storage, # - 0 0 - 0 -
Grade, % - 0 0 - 0 -
Peak Hour Factor 96 96 86 86 92 92
Heavy Vehicles, % 3 3 3 3 3 3
Mvmt Flow 0 797 835 0 0 0

Major/Minor Major1 Major2 Minor2
Conflicting Flow All 845 0 - 0 1642 845
          Stage 1 - - - - 845 -
          Stage 2 - - - - 797 -
Critical Hdwy 4.13 - - - 6.43 6.23
Critical Hdwy Stg 1 - - - - 5.43 -
Critical Hdwy Stg 2 - - - - 5.43 -
Follow-up Hdwy 2.227 - - - 3.527 3.327
Pot Cap-1 Maneuver 787 - - - 109 361
          Stage 1 - - - - 420 -
          Stage 2 - - - - 442 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 780 - - - 107 358
Mov Cap-2 Maneuver - - - - 244 -
          Stage 1 - - - - 416 -
          Stage 2 - - - - 438 -

Approach EB WB SB
HCM Control Delay, s/v 0 0 0
HCM LOS A

Minor Lane/Major Mvmt EBL EBT WBT WBR SBLn1
Capacity (veh/h) 780 - - - -
HCM Lane V/C Ratio - - - - -
HCM Control Delay (s/veh) 0 - - - 0
HCM Lane LOS A - - - A
HCM 95th %tile Q(veh) 0 - - - -



HCM 7th TWSC Existing Mid-Day (Saturday)
2: Via De La Valle & East Driveway 09/05/2024

Chabad Center RSF Synchro 12 Report
Linscott, Law & Greenspan, Engineers (LLG) Page 2

Intersection
Int Delay, s/veh 0

Movement EBL EBT WBT WBR SBL SBR
Lane Configurations
Traffic Vol, veh/h 4 759 715 5 0 0
Future Vol, veh/h 4 759 715 5 0 0
Conflicting Peds, #/hr 10 0 0 10 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length 50 - - - 0 -
Veh in Median Storage, # - 0 0 - 0 -
Grade, % - 0 0 - 0 -
Peak Hour Factor 97 97 85 85 92 92
Heavy Vehicles, % 3 3 3 3 3 3
Mvmt Flow 4 782 841 6 0 0

Major/Minor Major1 Major2 Minor2
Conflicting Flow All 857 0 - 0 1645 854
          Stage 1 - - - - 854 -
          Stage 2 - - - - 791 -
Critical Hdwy 4.13 - - - 6.43 6.23
Critical Hdwy Stg 1 - - - - 5.43 -
Critical Hdwy Stg 2 - - - - 5.43 -
Follow-up Hdwy 2.227 - - - 3.527 3.327
Pot Cap-1 Maneuver 779 - - - 109 357
          Stage 1 - - - - 415 -
          Stage 2 - - - - 445 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 772 - - - 106 353
Mov Cap-2 Maneuver - - - - 242 -
          Stage 1 - - - - 409 -
          Stage 2 - - - - 441 -

Approach EB WB SB
HCM Control Delay, s/v 0.05 0 0
HCM LOS A

Minor Lane/Major Mvmt EBL EBT WBT WBR SBLn1
Capacity (veh/h) 772 - - - -
HCM Lane V/C Ratio 0.005 - - - -
HCM Control Delay (s/veh) 9.7 - - - 0
HCM Lane LOS A - - - A
HCM 95th %tile Q(veh) 0 - - - -



HCM 7th TWSC Existing + Project Mid-Day (Saturday)
1: Via De La Valle & West Driveway 09/05/2024

Chabad Center RSF Synchro 12 Report
Linscott, Law & Greenspan, Engineers (LLG) Page 1

Intersection
Int Delay, s/veh 0.3

Movement EBL EBT WBT WBR SBL SBR
Lane Configurations
Traffic Vol, veh/h 0 765 718 0 0 0
Future Vol, veh/h 16 769 722 4 4 16
Conflicting Peds, #/hr 10 0 0 10 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length 50 - - 100 0 -
Veh in Median Storage, # - 0 0 - 0 -
Grade, % - 0 0 - 0 -
Peak Hour Factor 96 96 86 86 92 92
Heavy Vehicles, % 3 3 3 3 3 3
Mvmt Flow 17 801 840 5 4 17

Major/Minor Major1 Major2 Minor2
Conflicting Flow All 854 0 - 0 1684 850
          Stage 1 - - - - 850 -
          Stage 2 - - - - 834 -
Critical Hdwy 4.13 - - - 6.43 6.23
Critical Hdwy Stg 1 - - - - 5.43 -
Critical Hdwy Stg 2 - - - - 5.43 -
Follow-up Hdwy 2.227 - - - 3.527 3.327
Pot Cap-1 Maneuver 781 - - - 103 359
          Stage 1 - - - - 418 -
          Stage 2 - - - - 424 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 774 - - - 99 356
Mov Cap-2 Maneuver - - - - 233 -
          Stage 1 - - - - 405 -
          Stage 2 - - - - 420 -

Approach EB WB SB
HCM Control Delay, s/v 0.2 0 16.99
HCM LOS C

Minor Lane/Major Mvmt EBL EBT WBT WBR SBLn1
Capacity (veh/h) 774 - - - 322
HCM Lane V/C Ratio 0.022 - - - 0.068
HCM Control Delay (s/veh) 9.8 - - - 17
HCM Lane LOS A - - - C
HCM 95th %tile Q(veh) 0.1 - - - 0.2



HCM 7th TWSC Existing + Project Mid-Day (Saturday)
2: Via De La Valle & East Driveway 09/05/2024

Chabad Center RSF Synchro 12 Report
Linscott, Law & Greenspan, Engineers (LLG) Page 2

Intersection
Int Delay, s/veh 0.3

Movement EBL EBT WBT WBR SBL SBR
Lane Configurations
Traffic Vol, veh/h 4 759 715 5 0 0
Future Vol, veh/h 8 763 719 21 16 4
Conflicting Peds, #/hr 10 0 0 10 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length 50 - - - 0 -
Veh in Median Storage, # - 0 0 - 0 -
Grade, % - 0 0 - 0 -
Peak Hour Factor 97 97 85 85 92 92
Heavy Vehicles, % 3 3 3 3 3 3
Mvmt Flow 8 787 846 25 17 4

Major/Minor Major1 Major2 Minor2
Conflicting Flow All 881 0 - 0 1671 868
          Stage 1 - - - - 868 -
          Stage 2 - - - - 803 -
Critical Hdwy 4.13 - - - 6.43 6.23
Critical Hdwy Stg 1 - - - - 5.43 -
Critical Hdwy Stg 2 - - - - 5.43 -
Follow-up Hdwy 2.227 - - - 3.527 3.327
Pot Cap-1 Maneuver 763 - - - 105 350
          Stage 1 - - - - 409 -
          Stage 2 - - - - 439 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 756 - - - 102 347
Mov Cap-2 Maneuver - - - - 237 -
          Stage 1 - - - - 401 -
          Stage 2 - - - - 435 -

Approach EB WB SB
HCM Control Delay, s/v 0.1 0 20.58
HCM LOS C

Minor Lane/Major Mvmt EBL EBT WBT WBR SBLn1
Capacity (veh/h) 756 - - - 253
HCM Lane V/C Ratio 0.011 - - - 0.086
HCM Control Delay (s/veh) 9.8 - - - 20.6
HCM Lane LOS A - - - C
HCM 95th %tile Q(veh) 0 - - - 0.3
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Queuing and Blocking Report Existing AM (Tuesday)
10/09/2024

Chabad Center RSF SimTraffic Report
Linscott, Law & Greenspan, Engineers (LLG) Page 1

Intersection: 1: Via De La Valle & West Driveway

Movement EB
Directions Served LT
Maximum Queue (ft) 22
Average Queue (ft) 1
95th Queue (ft) 14
Link Distance (ft) 210
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 2: Via De La Valle & East Driveway

Movement EB SB
Directions Served L LR
Maximum Queue (ft) 17 26
Average Queue (ft) 1 2
95th Queue (ft) 7 13
Link Distance (ft) 201
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 50
Storage Blk Time (%)
Queuing Penalty (veh)

Network Summary
Network wide Queuing Penalty: 0



Queuing and Blocking Report Existing PM (Tuesday)
10/09/2024

Chabad Center RSF SimTraffic Report
Linscott, Law & Greenspan, Engineers (LLG) Page 1

Intersection: 1: Via De La Valle & West Driveway

Movement EB
Directions Served LT
Maximum Queue (ft) 9
Average Queue (ft) 0
95th Queue (ft) 6
Link Distance (ft) 210
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 2: Via De La Valle & East Driveway

Movement EB SB
Directions Served L LR
Maximum Queue (ft) 23 23
Average Queue (ft) 1 2
95th Queue (ft) 11 14
Link Distance (ft) 201
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 50
Storage Blk Time (%)
Queuing Penalty (veh)

Network Summary
Network wide Queuing Penalty: 0



Queuing and Blocking Report Existing + Project AM (Tuesday)
10/09/2024

Chabad Center RSF SimTraffic Report
Linscott, Law & Greenspan, Engineers (LLG) Page 1

Intersection: 1: Via De La Valle & West Driveway

Movement EB EB SB
Directions Served L T LR
Maximum Queue (ft) 42 8 28
Average Queue (ft) 11 0 9
95th Queue (ft) 37 8 25
Link Distance (ft) 210 155
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 50
Storage Blk Time (%) 0
Queuing Penalty (veh) 0

Intersection: 2: Via De La Valle & East Driveway

Movement EB SB
Directions Served L LR
Maximum Queue (ft) 28 41
Average Queue (ft) 4 13
95th Queue (ft) 19 37
Link Distance (ft) 201
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 50
Storage Blk Time (%)
Queuing Penalty (veh)

Network Summary
Network wide Queuing Penalty: 0



Queuing and Blocking Report Existing + Project PM (Tuesday)
10/09/2024

Chabad Center RSF SimTraffic Report
Linscott, Law & Greenspan, Engineers (LLG) Page 1

Intersection: 1: Via De La Valle & West Driveway

Movement EB SB
Directions Served L LR
Maximum Queue (ft) 35 40
Average Queue (ft) 7 14
95th Queue (ft) 29 32
Link Distance (ft) 155
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 50
Storage Blk Time (%) 0
Queuing Penalty (veh) 0

Intersection: 2: Via De La Valle & East Driveway

Movement EB EB WB SB
Directions Served L T TR LR
Maximum Queue (ft) 28 3 6 70
Average Queue (ft) 3 0 0 25
95th Queue (ft) 16 3 4 56
Link Distance (ft) 347 189 201
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 50
Storage Blk Time (%)
Queuing Penalty (veh)

Network Summary
Network wide Queuing Penalty: 0



Queuing and Blocking Report Existing AM (Friday)
10/09/2024

Chabad Center RSF SimTraffic Report
Linscott, Law & Greenspan, Engineers (LLG) Page 1

Intersection: 1: Via De La Valle & West Driveway

Movement
Directions Served
Maximum Queue (ft)
Average Queue (ft)
95th Queue (ft)
Link Distance (ft)
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 2: Via De La Valle & East Driveway

Movement EB SB
Directions Served L LR
Maximum Queue (ft) 3 28
Average Queue (ft) 0 2
95th Queue (ft) 3 12
Link Distance (ft) 201
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 50
Storage Blk Time (%)
Queuing Penalty (veh)

Network Summary
Network wide Queuing Penalty: 0



Queuing and Blocking Report Existing PM (Friday)
10/09/2024

Chabad Center RSF SimTraffic Report
Linscott, Law & Greenspan, Engineers (LLG) Page 1

Intersection: 1: Via De La Valle & West Driveway

Movement EB
Directions Served LT
Maximum Queue (ft) 6
Average Queue (ft) 0
95th Queue (ft) 5
Link Distance (ft) 210
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 2: Via De La Valle & East Driveway

Movement SB
Directions Served LR
Maximum Queue (ft) 31
Average Queue (ft) 5
95th Queue (ft) 23
Link Distance (ft) 201
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)

Network Summary
Network wide Queuing Penalty: 0



Queuing and Blocking Report Existing + Project AM (Friday)
10/09/2024

Chabad Center RSF SimTraffic Report
Linscott, Law & Greenspan, Engineers (LLG) Page 1

Intersection: 1: Via De La Valle & West Driveway

Movement EB SB
Directions Served L LR
Maximum Queue (ft) 39 33
Average Queue (ft) 11 8
95th Queue (ft) 36 25
Link Distance (ft) 155
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 50
Storage Blk Time (%) 0
Queuing Penalty (veh) 1

Intersection: 2: Via De La Valle & East Driveway

Movement EB WB SB
Directions Served L TR LR
Maximum Queue (ft) 28 2 47
Average Queue (ft) 3 0 15
95th Queue (ft) 16 2 41
Link Distance (ft) 189 201
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 50
Storage Blk Time (%)
Queuing Penalty (veh)

Network Summary
Network wide Queuing Penalty: 1
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Intersection: 1: Via De La Valle & West Driveway

Movement EB EB SB
Directions Served L T LR
Maximum Queue (ft) 49 8 53
Average Queue (ft) 9 0 13
95th Queue (ft) 34 8 35
Link Distance (ft) 210 155
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 50
Storage Blk Time (%) 0
Queuing Penalty (veh) 1

Intersection: 2: Via De La Valle & East Driveway

Movement EB SB
Directions Served L LR
Maximum Queue (ft) 25 57
Average Queue (ft) 1 21
95th Queue (ft) 12 48
Link Distance (ft) 201
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 50
Storage Blk Time (%) 0
Queuing Penalty (veh) 0

Network Summary
Network wide Queuing Penalty: 1
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Intersection: 1: Via De La Valle & West Driveway

Movement
Directions Served
Maximum Queue (ft)
Average Queue (ft)
95th Queue (ft)
Link Distance (ft)
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 2: Via De La Valle & East Driveway

Movement EB
Directions Served L
Maximum Queue (ft) 28
Average Queue (ft) 2
95th Queue (ft) 13
Link Distance (ft)
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 50
Storage Blk Time (%) 0
Queuing Penalty (veh) 0

Network Summary
Network wide Queuing Penalty: 0



Queuing and Blocking Report Existing + Project Mid-Day (Saturday)
10/09/2024

Chabad Center RSF SimTraffic Report
Linscott, Law & Greenspan, Engineers (LLG) Page 1

Intersection: 1: Via De La Valle & West Driveway

Movement EB SB
Directions Served L LR
Maximum Queue (ft) 43 54
Average Queue (ft) 15 18
95th Queue (ft) 41 41
Link Distance (ft) 155
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 50
Storage Blk Time (%) 0
Queuing Penalty (veh) 1

Intersection: 2: Via De La Valle & East Driveway

Movement EB WB SB
Directions Served L TR LR
Maximum Queue (ft) 35 3 92
Average Queue (ft) 6 0 29
95th Queue (ft) 27 4 68
Link Distance (ft) 189 201
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 50
Storage Blk Time (%) 0
Queuing Penalty (veh) 0

Network Summary
Network wide Queuing Penalty: 1
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